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GENERAL REQUIREMENTS

The purpose of this manual is to define and specify the exterior signage criteria for the Wolf
River Professional Center in Germantown, Tennessee.  As a part of this application, we are
requesting that the City of Germantown Design Review Commission grant the Department
of Development the authority to approve the signs for Lots 2 through 21 in the Wolf River
Professional Center which meet the approved center guidelines and the City of
Germantown Sign Ordinance.  Proposed Signage that does not comply with this policy
must be approved by the Germantown Design Review Commission.

Signage for Lot 1 will be presented to the City of Germantown Design Review Commission
under a separate application.

Once signs are approved by the City of Germantown Department of Development, the
applicants must obtain a sign permit from the Memphis and Shelby County Office of
Construction Code Enforcement prior to erecting any proposed sign.

I. PERMANENT SIGNAGE

A. ALLOWABLE SIGNS

The following permanent signs shall be allowed in Wolf River Professional
Center.

1. Wall Mounted Tenant and Building Identification

A maximum of two (2) wall mounted signs for tenant identification are
permitted per entrance to the building, provided that the wall contains the
major entrance for public entry of the occupant.  One (1) wall sign per
entrance is permitted for building identification.  Wall mounted tenant
signs are not allowed in combination with wall mounted building signs.

2. Ground Mounted Building Identification

A ground mounted sign for building identification is permitted in lieu of or
in combination with the wall mounted signs.  An individual tenant’s name
shall not be the sole element on a building identification sign.

3. Ground Mounted Subdivision Identification

A ground mounted office subdivision identification sign is permitted.  The
subdivision identification sign shall be indicated on the attachment.

4. Wall Mounted Directory

Wall mounted exterior directories shall be allowed adjacent to the
entrances to the buildings for units which have more than two tenants.
Wall mounted tenant signs are not allowed in combination with
directories.



5. Wall Mounted or Ground Mounted Directional Signage

Wall or ground mounted directional signs in colors of beige, tan, bronze,
brown, black or similar colors of a size, type, or material which is
consistent with current signage guidelines are allowed to any property
owner, so long as they are permitted by the City of Germantown Sign
Ordinance and are individually approved by the City of Germantown.

B. SIZE

The size of permanent signs, as defined above, shall be as follows:

1. Wall Mounted Tenant Identification

A wall mounted sign, for building or tenant identification, shall have a
maximum of three (3) square feet.

2. Ground Mounted Building Identification

A ground mounted sign, for building identification, shall have a maximum
of twenty-five (25) square feet per face.

3. Ground Mounted Subdivision Identification

A ground mounted sign, for office subdivision identification, shall be a
maximum of thirty-five (35) square feet per face.

4. Wall Mounted Directory

Directories shall be limited to nine (9) square feet.

C. LOCATION

The location of permanent signs, as defined above, shall be as follows:

1. Wall Mounted Tenant Identification

Wall mounted building and tenant identification signs shall be mounted
flat against the building wall, directly adjacent to the entrance doors.

2. Ground Mounted Building Identification

Ground mounted building identification signs shall not be located less
than thirty (30) feet from the face of curb.  The height of the sign shall not
exceed four (4) feet above the surrounding grade.



3. Ground Mounted Subdivision Identification

Ground mounted office subdivision identification signs shall not be less
than thirty (30) feet from face of curb on Wolf River Boulevard.  The
height of the sign shall not exceed six (6) feet above the surrounding
grade.

4. Wall Mounted Directory

Directories shall be mounted flat against the building wall, directly
adjacent to the entrance doors.

D. CONTENT

The content of permanent signs, as defined above, shall be as follows:

1. Wall Mounted Tenant Identification

Wall mounted tenant identification signs shall be limited to the name of
the individual tenant.

2. Wall Mounted Building Identification

Wall mounted building identification signs shall be limited to the name of
the building and its address.  An individual tenant’s name shall not be the
sole element on a building identification sign.

3. Ground Mounted Building Identification

Ground mounted building identification signs shall be limited to the name
of the building and its address.  An individual tenant’s name shall not be
the sole element on a building identification sign.

4. Wall Mounted Subdivision Identification

Ground mounted office subdivision identification signs shall be limited to
the name of the office subdivision.

5. Wall Mounted Directory

Directories shall be limited to the name of the tenants within the building.

E. TYPOGRAPHY AND LETTER/NUMBER HEIGHT

The main tenant sign will be all individual letters, within the allotted signage
space.  The typography shall be upper and lower case letters or just upper
case.  The type of typography shall be similar in character and overall
appearance to the following:



Time Roman Bold
Cooper
Caslon Medium

The letters shall be raised.

1. Tenant or Building Identification Sign lettering shall not exceed 5 inches
in height.

2. Directory sign lettering shall not exceed 2 inches in height.
3. Building Street Address Numbers shall be 6 inches in height.
4. Ground Mounted Building Identification Sign lettering shall not exceed 4

inches in height.

F. MATERIALS

The materials of the signs shall be of cast bronze with an antique finish.  The
backgrounds of the signs shall be a textured finish of dark bronze.  All signs
must have a clear protective coating so as to protect them from the elements.

II. BUILDING STREET ADDRESS NUMBERS

1. There shall be building identification numbers for each lot.

2. Building identification numbers shall be centered above the major entrance
door.

3. Lettering shall be 6 inches in height.
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