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CITY OF GERMANTOWN 
ADDENDUM NO.2 

COG2024-22 Germantown Community Theatre Roof Renovation 
 
The attached items on the above-named Project will be updated and adjusted (if required) by this Addendum No. 2 so 
as to reflect the revision to the Request for Bids: 
 

1. Bid Opening Extension: The Bid Opening date for COG2024-22 has been extended to May 15, 2024 at 2:00pm CT.  
 

2. Addendum Deadline Extension: The Addendum Deadline has been extended to May 10, 2024 at 5:00pm CT.  
 

3. Replace: Sheet AG1.3 with attachment GTCT ADDENDUM 2 ATTACHMENT No.1 AG1.3.(See attached) 
 

4. Question: The alternate for metal roofing has some conflicting information in the bid documents. The specification on 
sheet AG1.3 calls for 12” wide panels while the roof legend notes on ALT5.1 calls for 18” wide panels. There is a large 
price increase going to a narrower panel. Please advise. 
 

a. Clarification: The metal roof panels should be 18” wide with 2 striations per panel. See Section 2.1 on the 
attached drawing, GTCT ADDENDUM 2 ATTACHMENT No.1 AG1.3. 
 

5. Question: Found in the painting spec section on sheet AG1.3: "Scope: finish all interior and exterior surfaces exposed 
to view..." Is the intent to paint all previously painted surfaces? 
 

a. Clarification: The painting specification refers to surfaces called out in the drawings on GTCT Addendum 1 
Attachment No. 1 A5.4. Interior surfaces and existing surfaces not in the project scope should not be taken into 
consideration. 

 
In some cases, the above items may be clarifications and further explanations of the Specifications in the Request for 
Bid.  However, any changes to the Specifications will be incorporated in the Contract Documents for this Project.  All 
CONTRACTORS must acknowledge receipt of this Addendum No. 2 on the attached Addendum Acknowledgement 
form when submitting a Bid for consideration. 
 
 
Cathryn Perdue     May 3, 2024 
Cathryn Perdue     Date 
Director Procurement & Risk



 

 

 

Germantown Community Theatre Roof 
Renovation 
 
3037 Forest Hills Irene Rd. 
Germantown, TN 38138 
  

ADDENDUM No. 2 

         Date May, 3 2024 

This Addendum modifies the Construction Documents (Drawings dated March 25, 2024) and 
forms a part of the Contract Documents.  Bidders shall acknowledge receipt and acceptance of this 
addendum on the Bid Form and failure to do so may result in disqualification. 
 
This Addendum consists of one (1) page(s) and one (1) attachment(s). 
 

I. SPECIFICATION 
 

A. Replace: Sheet AG1.3 with attachment GTCT ADDENDUM 2 ATTACHMENT No.1 
AG1.3. 
 

B. Question: The alternate for metal roofing has some conflicting information in the bid 
documents. The specification on sheet AG1.3 calls for 12” wide panels while the roof legend 
notes on ALT5.1 calls for 18” wide panels. There is a large price increase going to a narrower 
panel. Please advise. 

Clarification:  The metal roof panels should be 18” wide with 2 striations per panel. See 
Section 2.1 on the attached drawing, GTCT ADDENDUM 2 ATTACHMENT No.1 AG1.3. 
 

C. Question: Found in the painting spec section on sheet AG1.3: "Scope: finish all interior and 
exterior surfaces exposed to view..." Is the intent to paint all previously painted surfaces? 

 
Clarification:  The painting specification refers to surfaces called out in the drawings on 
GTCT Addendum 1 Attachment No. 1 A5.4. Interior surfaces and existing surfaces not in 
the project scope should not be taken into consideration. 

 
 

End of Addendum No. 2 



Contract Specifications

AG1.3

C O P Y R I G H T
R O S S  W I T T  P L L C
A R C H I T E C T U R E
I N T E R I O R  D E S I G N
2 0 2 4

THESE DOCUMENTS are PROPRIETARY
to ROSS WITT, PLLC and may not be
USED ,  COP IED ,  nor  DUPL ICATED
without PRIOR WRITTEN CONSENT

6500  STAGE  ROAD,  SUITE  3
BARTLETT,  TENNESSEE  38134
OFFICE(901)231-9488
WEB :         WWW.ROSSWITT.COM

Construction Documents

not for construction

Roof Renovation

PART 2 - PRODUCTS
2.1 PANEL DESIGN
B. General: Provide factory-formed metal roof panels designed to be installed by lapping and interconnecting raised
side edges of adjacent panels with joint type indicated and mechanically attaching panels to supports using concealed
clips in side laps. Include clips, cleats, pressure plates and accessories required for a weathertight installation.
C. Roof panels shall be standing seam Tite Loc Plus(Peterson Aluminum, or equal), in 18” widths with 2 striations per
paneland have 2” high seams that are mechanically seamed together at 180 degrees.
D. Panels to be produced with Factory supplied hot melt mastic in the seams.
§ Panels to be produced:. With Striations
D. Panels to be designed for attachment with concealed fastener clips, spaced as required by the manufacturer to
provide for both positive and negative design loads, while allowing for the expansion and contraction of the entire roof
system resulting from variations in temperature.
E. Forming: Use continuous end rolling method. No end laps on panels.

2.2 PRODUCTS
A. This project is detailed around standing seam metal roof panels

2.3 MATERIALS AND FINISHES
A. Preformed roofing panels shall be fabricated of 22 GA Galvalume Steel.
B. Finish shall be Kynar 500 or Hylar 5000 Fluorocarbon coating with a top side film thickness of 0.70 to 0.90 mil over a
0.25 to 0.3 mil prime coat to provide a total dry film thickness of 0.95 to 1.25 mil, to meet AAMA 621. Bottom side shall
be coated with a primer with a dry film thickness of 0.25 mil. Finish shall conform to all tests for adhesions, flexibility and
longevity as specified by Kynar 500 or Hylar 5000 finish supplier.
C. If Strippable coating to be applied on the pre-finished panels to the top side to protect the finish during fabrication,
shipping and handling, film shall be removed before installation.
D. Trim: Trim shall be fabricated of the same material and finish to match the profile, and will be press broken in lengths
of 10 to 12 feet. Trim shall be formed only by the manufacturer or their approved dealer. Trim to be erected in
overlapped condition. Use lap strips only as indicated on drawings. Miter conditions shall be factory welded material to
match the sheeting.
E. Closures: use composition or metal profiled closures at the top of each elevation to close ends of the panels. Metal
closures to be made in the same material and finish as face sheet.
F. Accessories/Fasteners: Fasteners shall be of type, material, size, corrosion resistance, holding power and other
properties required to fasten miscellaneous framing members to substrates. Accessories and their fasteners shall be
capable of resisting the specified design wind uplift forces and shall allow for thermal movement of the roof panel
system. Exposed fasteners shall not restrict free movement of the roof panel system resulting from thermal forces,
except at designed points of roof panel fixity
Substrate shall be:
§ Nailbable and vented ISO
G. Roofing Underlayment
1. On all surfaces to be covered with roofing material, furnish and install a 40 mil “Peel & Stick membrane”, required as

outlined by metal panel manufacturer. Membrane to be a minimum of 40 mil thickness, smooth, non-granular, by
one of the following manufacturers:

a. W.R Grace “Ice & Water Shield”
b. Cetco Strongseal
c. Carlisle CCW WIP 300HT
d. Tamko TW Tile and Metal Underlayment
2. Underlayment shall be laid in horizontal layers with joints lapped toward the eaves a minimum of 6”, and well

secured along laps and at ends as necessary to properly hold the felt in place. All underlayment shall be preserved
unbroken and whole.

J. Sealants
1. Exterior grade silicone sealant recommended by roofing manufacturer

2.4 FABRICATION
A. Comply with dimensions, profile limitations, gauges and fabrication details shown and if not shown, provide
manufacturer's standard product fabrication.
B. Fabricate components of the system in factory, ready for field assembly.
C. Fabricate components and assemble units to comply with fire performance requirements specified.
Apply specified finishes in conformance with manufacturer's standard, and according to manufacturer's instructions.

PART 3 - EXECUTION

3.1 INSPECTION
A. Examine alignment of structural steel and related supports, primary and secondary roof framing, solid roof sheathing,
prior to installation.
B. For the record, prepare written report, endorsed by installer, listing conditions detrimental to performance of the
Work.
C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 FASTENERS
A. Secure units to supports
B. Place fasteners as indicated in manufacturer's standards.

3.3 INSTALLATION
A. Panels shall be installed plumb and true in a proper alignment and in relation to the structural framing. The erector
must have at least five years successful experience with similar applications.
B. Install metal panels, fasteners, trim and related sealants in accordance with approved shop drawings and as may be
required for a weather-tight installation.
C. Remove all strippable coating and provide a dry-wipe down cleaning of the panels as they are erected.

END OF SECTION

SECTION 07 62 00 SHEET METAL FLASHING AND TRIM

PART 1 GENERAL
1.01 DESCRIPTION
A. Sheet metal for all scuppers, copings, downspouts, leader-heads, fascia, flashing, counter-flashing, trim.
B.    Work under this section shall be by the Metal Roofing and Siding installer for a complete installation.
1.01 SUBMITTALS
A. Shop Drawings: Indicate material profile, jointing pattern, jointing details, fastening methods, flashings, terminations,
and installation details.
PART 2 PRODUCTS
2.01 SHEET MATERIALS
A. Pre-Finished Galvanized Steel: ASTM A653/A653M, with G90/Z275 zinc coating; minimum 22 gage base metal, shop
pre-coated with PVDF coating.
1. PVDF (Polyvinylidene Fluoride) Coating: Superior Performance Organic Finish, AAMA 2605; multiple coat, thermally

cured fluoropolymer finish system.
2. Color: charcoal gray - to be confirmed by Architect from samples submitted during construction.
3. Scuppers: do not pre-finish if soldering of joints will be a problem.  Use galvanized metal and properly prime and

paint.
2.02 ACCESSORIES
A. Fasteners: Galvanized steel, with soft neoprene washers.
B. Slip Sheet: Rosin sized building paper.
C. Primer: Zinc chromate type.
D. Plastic Cement: ASTM D4586, Type I.
2.03 FABRICATION
A. Form sections true to shape, accurate in size, square, and free from distortion or defects.

B. Form pieces in longest possible lengths.
C. Form material with flat lock seams, except where otherwise indicated. At moving joints, use sealed lapped,
bayonet-type or interlocking hooked seams.
D. SMACNA Architectural Sheet Metal Manual.

END OF SECTION

07 46 46 10 FIBER-CEMENT SIDING

1.1 SUBMITTALS
A. Submit under provisions of Section 01 30 00 - Administrative Requirements.
B. Product Data: Manufacturer's data sheets on each product to be used, including:
1. Preparation instructions and recommendations.
2. Storage and handling requirements and recommendations.
3. Installation methods.
C. Shop Drawings: Provide detailed drawings of atypical non-standard applications of cementitious siding materials
which are outside the scope of the standard details and specifications provided by the manufacturer.
D. Selection Samples: For each finish product specified, two complete sets of color chips representing manufacturer's
full range of available colors and patterns.
E. Verification Samples: For each finish product specified, two samples, minimum size 4 by 6 inches (100 by 150 mm),
representing actual product, color, and patterns.

PART  2  PRODUCTS
2.1 MANUFACTURERS
A. Acceptable Manufacturer: James Hardie Building Products, Inc.,  Toll Free Tel: 877-236-7526; Email:request info
(info@jameshardie.com); Web:https://www.jameshardiepros.com|https://www.jameshardie.com
B. Requests for approval of equal substitutions will be considered in accordance with provisions of Section 01 60 00 -
Product Requirements.
A. Hardie Architectural Panels as manufactured by James Hardie Building Products, Inc. A non-combustible
fiber-cement panel.
1. Product Composition: Grade II, Type A, fiber-cement sheets as defined by ASTM C1186. manufactured by the
Hatschek process and cured by high pressure steam autoclaving.
2. Florida State Product Approval FL13223.
3. Florida State Product Approval FL 32103.
4. Intertek Product Listing.
5. Code Compliance:
a. International Building Code (IBC):
1) Section 1404.10: 2009, 2012 and 2015.
2) Section 1403.10: 2018 and 2021.
b. International Residential Code (IRC):
1) Table R703.3(1): 2009, 2012, 2015, 2018, and 2021.
2) Section R703.10.1 as ASTM C 1186 Grade II, Type A Fiber Cement: 2009, 2012, 2015, 2018 and 2021.
c. Florida Building Code (FBC):
1) Section 1404.10: 2017 and 2020.
2) Section 1405.16 as ASTM C 1186 Grade II, Type A Fiber Cement.
d. Wind Design:
1) Manufacturer's readily available design load and exposure category tables are derived from testing in accordance
with ASTM E 330.
2) Wind speed design coefficient assumptions per Analytical Method in ASCE 7.
3) Wood Framing Specific Gravity: 0.42 or greater unless otherwise stated.
4) Wood Structural Sheathing Panel Specific Gravity of 0.50 or higher unless otherwise stated.
6. Fire Characteristics:
a. Tested in Accordance with ASTM E136: Classified as non-combustible.
b. May be used in ASTM E119 fire resistance rated assemblies as listed by Warnock Hersey.
c. Class A Material: Per FBC 2017 and 2020, and 2018 IBC Section 803.1.1 Surface Burning Characteristics when
tested in accordance with ASTM E84:
1) Flame Spread Index : 0. Smoke Developed Index: 0.
7. Type (WxL): Hardie Architectural Panel - Fine Sand 4 by 8 feet (1219 by 2438 mm).
2.2 FASTENERS
A. Wood Framing Fasteners:
1. Wood Framing: 4d common corrosion resistant nails.
2. Wood Framing: 6d common corrosion resistant nails.
3. Wood Framing: 8d box ring common corrosion resistant nails.
4. Wood Framing: 0.089 inch (2.2 mm) shank by 0.221 inch (5.6 mm) head by 2 inches (51 mm) corrosion resistant
siding nails.
5. Wood Framing: 0.093 inch (2.4 mm) shank by 0.222 inch (5.6 mm) head by 2 inches (51 mm) corrosion resistant
siding nails.
6. Wood Framing: 0.093 inch (2.4 mm) shank by 0.222 inch (5.6 mm) head by 2-1/2 inches (64 mm) corrosion
resistant siding nails.
7. Wood Framing: 0.091 inch (2.3 mm) shank by 0.221 inch (5.6 mm) head by 1-1/2 inches (38 mm) corrosion
resistant siding nails.
8. Wood Framing: 0.091 inch (2.3 mm) shank by 0.225 inch (5.7 mm) head by 1-1/2 inches (38 mm) corrosion
resistant siding nails.
9. Wood Framing: 0.121 inch (3 mm) shank by 0.371 inch (9.4 mm) head by 1-1/4 inches (32 mm) corrosion resistant
roofing nails.
10. Wood Framing: No. 11 gauge 1-1/4 inches (32 mm) corrosion resistant roofing nails.
11. Wood Framing: No. 11 gauge 1-1/2 inches (38 mm) corrosion resistant roofing nails.
12. Wood Framing: No. 11 gauge 1-3/4 inches (44 mm) corrosion resistant roofing nails.
13. Wood Framing: 16 gauge 1-1/2 inches (38 mm) stainless finish nails

2.3 FINISHES
A. Factory Primer: Provide factory applied universal primer.
1. Primer: Factory primed by James Hardie.
2. Topcoat: Refer to Section 09 90 00 - Painting and Coating and Exterior Finish Schedule.

PART  3  EXECUTION
3.1 EXAMINATION
A. Do not begin installation until substrates have been properly prepared.
B. If framing preparation is the responsibility of another installer, notify Architect of unsatisfactory preparation
before proceeding.
C. Nominal 2 inch by 4 inch (51 mm by 102 mm) wood framing selected for minimal shrinkage and complying with
local building codes, including the use of water-resistive barriers or vapor barriers where required. Minimum 1-1/2
inches (38 mm) face and straight, true, of uniform dimensions and properly aligned.
1. Install water-resistive barriers and claddings to dry surfaces.
2. Repair any punctures or tears in the water-resistive barrier prior to the installation of the siding.
3. Protect siding from other trades.

3.2 PREPARATION
A. Clean surfaces thoroughly prior to installation.
B. Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for the
substrate under the project conditions.
C. Install a water-resistive barrier is required in accordance with local building code requirements.
D. The water-resistive barrier must be appropriately installed with penetration and junction flashing in accordance
with local building code requirements.
E. Install Engineered for Climate HardieWrap weather barrier in accordance with local building code requirements.
F. Use HardieWrap Seam Tape and joint and laps.

G. Install and HardieWrap flashing, HardieWrap Flex Flashing.
1.3 INSTALLATION - HARDIE ARCHITECTURAL PANELS
A. Install materials in strict accordance with manufacturer's installation instructions.
B. Install over braced wood. See General Fastening Requirements. Irregularities in framing and sheathing can mirror
through the finished application. Correct irregularities before installing siding.
C. A water-resistive barrier (WRB) is required in accordance with local building code requirements. The
water-resistive barrier must be appropriately installed with penetration and junction flashing in accordance with local
building code requirements. James Hardie will assume no responsibility for water infiltration. James Hardie does
manufacture HardieWrap Weather Barrier, a non-woven non-perforated housewrap, which complies with building code
requirements.
D. When installing horizontally, a WRB with min. 90 percent drainage efficiency shall be used.
E. Adjacent finished grade must slope away from the building in accordance with local building codes - typically a
minimum of 6 inches (152 mm). in the first 10 ft (3.048 mm).
F. Do not use Hardie Architectural Panels in Fascia or Trim applications.
G. Do not install that product remains in contact with standing water.
H. Installed on flat vertical wall applications only.
I. For larger projects where the span of the wall is significant in length, the designer and/or architect should take
into consideration the coefficient of thermal expansion and moisture movement of the product in their design. These
values can be found in the Technical Bulletin "Expansion Characteristics of James Hardie Siding Products" at
www.jameshardie.com.
J. James Hardie Building Products provides installation /wind load information for buildings with a maximum mean
roof height of 85 feet (25.9 m). For information on installations above 60 feet (18.288 m), please contact JH technical
support.
K. Minimum standard panel design size is 12 x 16 inches (305 x 406 mm). Panels may be notched and cut to size to fit
between windows, doors, corners, etc.
1.4 FINISHING
A. Finish unprimed siding with a minimum one coat high quality, alkali resistant primer and one coat of either, 100
percent acrylic or latex or oil based, exterior grade topcoats or two coats high quality alkali resistant 100 percent acrylic
or latex, exterior grade topcoat within 90 days of installation. Follow paint manufacturer's written product
recommendation and written application instructions.
B. Finish factory primed siding with a minimum of one coat of high quality 100 percent acrylic or latex or oil based
exterior grade paint within 180 days of installation. Follow paint manufacturer's written product recommendation and
written application instructions.
1.5 PROTECTION
A. Protect installed products until completion of project.
B. Touch-up, repair or replace damaged products before Substantial Completion.

END OF SECTION
SECTION 09 90 00  PAINTING AND COATING

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Scope: Finish all interior and exterior surfaces exposed to view, unless fully factory-finished and unless otherwise
indicated, including the following:
1. Exposed surfaces of steel lintels and ledge angles.
2. Mechanical and Electrical:
a. In finished areas, paint all insulated and exposed pipes, conduit, boxes, insulated and exposed ducts, hangers,

brackets, collars and supports, mechanical equipment, and electrical equipment, unless otherwise indicated.
B. Do Not Paint or Finish the Following Items:
1. Items fully factory-finished unless specifically so indicated; materials and products having factory-applied primers are

not considered factory finished.
2. Items indicated to receive other finishes.
3. Items indicated to remain unfinished.
4. Fire rating labels, equipment serial number and capacity labels, and operating parts of equipment.
5. Non-metallic roofing and flashing.
6. Stainless steel, anodized aluminum, bronze, terne, and lead items.
7. Marble, granite, slate, and other natural stones.
8. Floors, unless specifically so indicated.
9. Glass.
10.Concealed pipes, ducts, and conduits.
1.02 SUBMITTALS
A. Product Data: Provide complete list of all products to be used, with the following information for each:
1. Material List:  An inclusive list if required coating materials.  Indicate each material and cross-reference specific

coating, finish system and application.  Identify each material by manufacturer's catalog number and general
classification.

2. Preparation instructions and recommendations.
3. Manufacturer's Information:  Manufacturer's technical information, including label analysis and instructions for

handling, storing and applying each coating material.
B. Samples: Submit three paper "draw down" samples, 8-1/2 by 11 inches in size, illustrating range of colors available
for each finishing product specified.
1. Where sheen is specified, submit samples in only that sheen.
C. Mock-Up:  Provide a mock-up for evaluation of surface preparation techniques and application workmanship.
1. Finish areas designated by Architect.
2. Do not proceed with remaining work until workmanship, color and sheen are approved by Architect.
Refinish mock-up area as required to produce acceptable work.
1.03 DELIVERY, STORAGE AND HANDLING

Deliver materials to Project site in manufacture's original, unopened packages and containers bearing
manufacturer's name and label.
B. Store materials not in use in tightly covered containers in a well-ventilated area at a minimum ambient temperature
of 45 degrees F (7 degrees C).  Maintain storage containers in a clean condition, free of foreign materials and residue.
1.04 EXTRA MATERIALS
A. Furnish extra paint materials from the same production run as the materials applied and in the quantities described
below.  Package with protective covering for storage and identify with labels describing contents.  Deliver extra materials
to Owner.
B. Quantity:  Furnish Owner with an additional three percent, but not less than 1 gallon (3.8l) or one case, as
appropriate, of each material and color applied.
PART 2 PRODUCTS
2.01 MANUFACTURERS
A. Provide all paint and coating products used in any individual system from the same manufacturer; no exceptions.
B. Paint selected from one of the following manufacturers:
1. PPG/Porter Paints
2. Benjamin Moore
3. Sherwin Williams
4. Farrell-Calhoun
C. Products and Paint Systems as listed in this specification.
D. Refer to Construction Documents for paint color and location.
E. Accent Walls will be dark tint paint
F. Exposed Structure shall not be painted white.
2.02 PAINTS AND COATINGS - GENERAL
A. Paints and Coatings: Ready mixed, unless intended to be a field-catalyzed coating.
1. Supply each coating material in quantity required to complete entire project's work from a single production run.
2. Do not reduce, thin, or dilute coatings or add materials to coatings unless such procedure is specifically described in

manufacturer's product instructions.
B. Volatile Organic Compound (VOC) Content:
1. Provide coatings that comply with the most stringent requirements specified in the following:
a. 40 CFR 59, Subpart D--National Volatile Organic Compound Emission Standards for Architectural Coatings.
2. Determination of VOC Content: Testing and calculation in accordance with 40 CFR 59, Subpart D (EPA Method 24),

exclusive of colorants added to a tint base and water added at project site; or other method acceptable to authorities
having jurisdiction.

END OF SECTION
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ADDENDA ACKNOWLEDGEMENT FORM 
 
 

Bidder acknowledges receipt of the following addenda (as applicable): 
 
 
Addendum No. 1      Dated ________________________ 
 
Addendum No. 2___________________________ Dated ________________________ 
 
Addendum No. 3 __________________________ Dated ________________________ 
 
Addendum No. 4 __________________________ Dated ________________________ 
 
Addendum No. 5 __________________________ Dated ________________________ 
 
Addendum No. 6 __________________________ Dated ________________________ 
 
 
 
 
             
             
       (Name of Bidder) 
       
       By:      
 
       Title:       
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