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CITY OF GERMANTOWN 
ADDENDUM NO.3 

COG2025-03 Rehabilitation of Stormwater Pipeline Cured-In-Place Pipe (CIPP) 
 
The attached items on the above-named Project will be updated and adjusted (if required) by this Addendum No. 3 so as to 
reflect the revision to the Request for Bids: 
 

1. Are there any current/existing inspection videos available of the pipes showing its condition? 
 

a. There are no current inspection videos. 
 

2. In Section 3.01 it refers to “sewage”. Is there the possibility of sewage being in the storm sewer system that requires 
liners? 
 

a. There are no sewer pipes included in this project. 
 

3. Section 3.02-2 states “Pull in method will not be acceptable”. Will this be amended if UV CIPP is accepted? UV CIPP is 
typically installed via the pull in method in accordance with ASTM F2019 and exceeds requirements of ASTM F1216. 
 

a. As stated in Addendum No. 2: The City of Germantown is not opposed to any CIPP process as long as it conforms with the 
NASSC (National Association of Sewer Service Companies) and AWWA (American Water Works Association) best 
practices and standards for a 15" or 18" concrete or corrugated metal stormwater pipe. The City would ask that if any 
vendor wishes to suggest an exception to the specification provided, that the proposer be prepared to share detailed proof 
and references that the suggested process is an approved application for 15" or 18" concrete or corrugated metal 
stormwater pipe. Timeliness and thoroughness of liner cure, safety of the process, life expectancy of the revitalized 
infrastructure asset, and cost will be among the deciding factors in the final recommendation to our governing body. 

 
4. Section 3.04 mentions “allow for any migration of resin into the cracks and joints in the original pipe”. Will a Pre-Liner be 

required to stop the possibility of resins from migrating into the surrounding soils and ground waters if using a hot water 
or felt cure system? 
 

a. No pre-liner in required.  
 

5. Section 3.06 discusses “thermocouples” being placed at the ends. Will a full monitoring system such as VeriCure be 
required to ensure that all resins are cured throughout the entire liner? 
 

a. The contractor shall follow the recommendations of the manufacture therefore the uses of a monitoring system is not 
required.  
 

6. If using a hot water or steam cure system, will we be required to capture and properly dispose of all cure water and/or 
steam condensate? 

 
a. The contractor is not required to capture used water or steam condensate.  

 
In some cases, the above items may be clarifications and further explanations of the Specifications in the Request for Bid.  
However, any changes to the Specifications will be incorporated in the Contract Documents for this Project.  All CONTRACTORS 
must acknowledge receipt of this Addendum No. 3 on the attached Addendum Acknowledgement form when submitting a Bid 
for consideration. 
 
Cathryn Perdue     September 12, 2024 
Cathryn Perdue      Date 
Director Procurement & Risk
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ADDENDA ACKNOWLEDGEMENT FORM 
 
 

Bidder acknowledges receipt of the following addenda (as applicable): 
 
 
Addendum No. 1      Dated ________________________ 
 
Addendum No. 2___________________________ Dated ________________________ 
 
Addendum No. 3 __________________________ Dated ________________________ 
 
Addendum No. 4 __________________________ Dated ________________________ 
 
Addendum No. 5 __________________________ Dated ________________________ 
 
Addendum No. 6 __________________________ Dated ________________________ 
 
 
 
 
             
             
       (Name of Bidder) 
       
       By:      
 
       Title:       
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