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BID PROJECT DIRECTORY 
 

BID SITE PLANS 
 

CITY OF GERMANTOWN BID ENVELOPE



1930 South Germantown Road    Germantown, Tennessee 38138-2815
Phone (901) 757-7200  Fax (901) 757-7292  www.germantown-tn.gov

Date: January 27, 2025 

The City of Germantown, Tennessee, will accept Bids on:COG2025-05 WEST GREENWAY TRAIL EROSION 
REPAIR 

Bid shall be mailed in a sealed envelope marked “COG2025-05 West Greenway Trail Erosion Repair” in 
the lower left-hand corner of the envelope and addressed to Procurement Director, City of Germantown, P. O. 
Box 38809, Germantown, TN 38183-0809 or, if using express mail (Fed Ex, Priority Mail, etc), address to 
1930 S. Germantown Rd., Germantown, TN  38138.  Please place in a sealed envelope inside the express mail 
packaging.  (Bid must be received by the City prior to the time indicated below.) Please mark envelope with 
the name of the Bid.  

BID DATE: Bid shall be opened at 1930 S. Germantown Rd at 2:00 p.m. on February 14, 2025.  

VIRTUAL Non-Mandatory Pre-bid Meeting will be held on FEBRUARY 6, 2025 at 2:00 pm CST, the link 
for the meeting will be posted on the City’s website. 

All purchases are F.O.B. Germantown, Tennessee. 

The City reserves the right to accept or reject any Bid, to accept a Bid containing variations from these 
specifications if the Bid so merits, and to accept partial Bids.  Bids must be submitted on the Bid document that 
the City issues and it must be signed.  

The Successful Bidder shall be prohibited from discriminating against any individual due to his race, creed, 
color, national origin, age or sex. 

The City may waive any informalities or minor irregularities.  The Board of Mayor and Aldermen is the final 
authority and shall have the right to reject any single Bid or all Bids submitted. 

See attached Specifications, Bid Sheet, Bid Bond and Drug and Alcohol Testing Acknowledgment Statement 
and Affidavit, along with Company’s Testing Policy that must be returned as part of the Bid.  Returning the form 
for disclosure of the Title VI and Title IX information is voluntary. 

The Standard Germantown Construction Contract, Payment Bond, Performance Bond and the required 
Insurance Certifications are included and will be required from the selected Bidder.   

Sincerely, 

Cathryn Perdue 
Cathryn Perdue CPPB, SPSM, CPM, NIGP-CPP 
Director Procurement & Risk  



 

 
ACKNOWLEDGMENT OF RECEIPT OF BID PACKAGE 

INVITATION TO BID NUMBER COG2025-05 
 

WEST GREENWAY TRAIL EROSION REPAIR 
 
Upon receipt of documents, please fax/email this page to: 

 
City of Germantown – Procurement Department 

1930 South Germantown Road 
Germantown, TN 38138 

Phone: 901-757-7260 
Fax: 901-757-7258 

Email:procurement@germantown-tn.gov 
 

I hereby acknowledge receipt of documents pertaining to the above referenced ITB. 

COMPANY NAME:   

CONTACT PERSON:    
 
ADDRESS:    _ 

CITY:  STATE:  ZIP     

PHONE: (  )  FAX: (  )   
 
E-M AIL:   

 
 

   _    
(Signature)   (Date) 

 
  

mailto:procurement@germantown-tn.gov
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  ADVERTISEMENT FOR BIDS A 

ADVERTISEMENT FOR BIDS 
 

Separate sealed BIDS will be received by the City of Germantown at the office of the Procurement 
Director at 1930 South Germantown Road, Germantown, Tennessee until 2:00 p.m., Local Time, on the 14th 
day of February, 2025, and then at said office publicly opened and read aloud for the construction of: 

 
Project: COG2025-05 West Greenway Trail Erosion Repair 

 
The Project is briefly described as follows: Repair the West Greenway Trail due to erosion 

 
VIRTUAL Non-Mandatory Pre-Bid Meeting will be held at 2:00 p.m. CST on FEBRUARY 6, 2025 the 

link for this meeting will be posted on the City’s website. 
 

Copies of the CONTRACT DOCUMENTS and plans and specifications may be examined and obtained at the 
following location(s): 

City of Germantown - Owner 
Procurement Director 
1930 South Germantown Road 
Germantown, TN  38138 

 
Examined Only at:  Builder’s Exchange 

642 S. Cooper Street 
Memphis, Tennessee 38104 

 
McGraw Hill Construction 
Dodge Plan Room 
1604 Elm Hill Pike, Suite 200 
Nashville, TN  37224 
www.dodgeconstruction.com 

  
 

Each BID must be submitted on forms provided in the BID PACKET DOCUMENTS provided and either 
accompanied by a BID BOND, properly executed on the form provided, or a Certified check or Cashier’s check 
drawn on a National or Tennessee Bank in the amount of five percent (5%) of the TOTAL BID PRICE and 
payable to the City of Germantown. 
 

For construction projects, the BIDDER’S license number, its expiration date, and that part of the 
classification applying to the BID, together with certain information regarding subcontractors, must appear on 
the envelope containing the BID, otherwise the BID shall not be opened or considered.  For additional details 
on this requirement, see Document C of the attached document headed “Information for Bidders”.  The 
successful BIDDER shall be prohibited from discriminating against any individual due to the individual’s race, 
creed, color, national origin, age, or sex. 
 

The City may waive any informalities or irregularities. The Board of Mayor and Aldermen of the City is 
the final authority and shall have the right to reject any single BID or all BIDS submitted. 
 

Procurement and Risk Director 
City of Germantown, Tennessee 

http://www.dodgeconstruction.com/


 B  SPECIAL NOTICE 
 

SPECIAL NOTICE 
 
 
DOCUMENTS: 

All contractors bidding on construction projects for the City of Germantown are required to use the Documents 

contained herein. 

Insurance: 

It is recommended that contractors consult with their insurance agent(s) to assure themselves that they can 

obtain the required insurance coverage set out in the Insurance Documents (Insurance Requirement 

Section L) and that their insurance agent(s) is authorized to execute the required Certificate of Insurance 

Coverage. 

Documents to be Executed: 

A BIDDER should only execute the BID and BID BOND, DRUG AND ALCOHOL ACKNOWLEDGMENT 

STATEMENT AND AFFIDAVIT (Form D-2) along with Company’s Testing Policy, and ADDENDA 

ACKNOWLEDGMENT FORM (Form F (A-1)), if any, when making a BID. The remaining forms contained  in 

the CONTRACT DOCUMENTS will be required to be executed and complied with only by the successful 

BIDDER after notice of the award has been issued. 

Additional Information 

General and/or technical questions relating to this solicitation shall be submitted in writing to the City of 

Germantown, City Procurement Director, by email at procurement@germantown-tn.gov  
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INFORMATION FOR BIDDERS 
 

NOTICE - It is necessary for prospective BIDDERS to read the INFORMATION contained below to 
understand exactly how to submit a BID, what Documents must accompany the BID, what information should 
be on the outside of the envelope containing the BID, what the BIDDER legally obligates itself for by 
submitting a BID, and the reason why the City of Germantown (CITY) included the other Documents in this 
BID PACKET.  Failure to carefully read and understand the INFORMATION contained below may either 
cause the BIDDER’S BID not to be considered or accepted by the CITY or cause the BIDDER to legally 
obligate itself to more than it realizes.  The BID Document and the other Documents contained in this BID 
PACKET are legal Documents; and if the BIDDER does not understand any of them, the BIDDER should 
consult with its attorney.  Only the Document forms included in this BID PACKET may be used. 
 

1. Each BID must be submitted on the form provided in this BID PACKET and be accompanied 
by either a BID BOND, properly executed, on the form provided (Document G) or a Certified or Cashier’s 
check drawn on a National or Tennessee Bank in the amount of five percent (5%) of the TOTAL BID PRICE 
and payable to the CITY OF GERMANTOWN.  The BID, with the BID BOND or Certified or Cashier’s check, 
must be placed in a sealed envelope and delivered to the office of the City Procurement Director, 1930 South 
Germantown Road, Germantown, Tennessee 38l38 on or before the time set out in the ADVERTISEMENT 
FOR BIDS; and then, at said office, the BID and all other BIDS shall be publicly opened and read aloud.   
 

2. A BID shall be invalid if the BIDDER fails to deposit it at the designated location prior to the 
time and date for receipt of BIDS as indicated in the ADVERTISEMENT FOR BIDS.  The CITY will not 
consider any bid received at the CITY’S designated location for the bid opening after the exact time specified 
for receipt.  The CITY reserves the right to consider BIDS determined by the CITY, in the CITY’S sole 
discretion, to have been received late due to mishandling by the CITY after receipt of the BID and prior to 
any award. 
 
 3. If necessary, and within no later than three (3) days prior to the date established for receipt 
of BIDS (except as provided in 4 below), the CITY’S Procurement Department shall e-mail ADDENDA to 
each person or firm recorded by the Procurement Department as having acquired a BID package. 
 
 4. The CITY will not orally interpret the meaning of the plans, specifications or other PRE-BID 
documents.  BIDDERS must submit all questions about the meaning or intent of PRE-BID documents in 
writing to the CITY’S Procurement Director and his/her designated buyer.  The CITY must receive said written 
questions at least five (5) days prior to the date fixed for the opening of BIDS.  The CITY will reply to such 
questions with written ADDENDA e-mailed to all parties recorded by the CITY’S Procurement Department as 
having acquired a BID PACKET.  The CITY’S Procurement Department shall furnish such written ADDENDA 
not later than three (3) days prior to the date fixed for the opening of BIDS.  Only questions answered by the 
CITY in written ADDENDA will be binding; all other interpretations shall be of no effect.  Failure of any 
BIDDER to receive any such ADDENDA shall not relieve such BIDDER from any obligation under its BID, as 
submitted.  All ADDENDA so issued shall become part of the CONTRACT DOCUMENTS.  
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BIDDERS shall submit all general and/or technical questions relating to the BID PACKET in writing to the 
CITY of Germantown Procurement Director, via e-mail.  If any questions or responses require revisions to 
the solicitation as originally published, such revisions will be made by the CITY by written ADDENDA only, 
as described above.  If the BID solicitation includes a separate contact person for technical information, 
BIDDERS are cautioned that any written or oral representations made by any engineer, CITY representative 
or other person(s) that appear to change materially, conflict with, or modify any portion of the solicitation shall 
not be relied upon and shall be of no effect.  Only written ADDENDA issued by the CITY shall be effective as 
an amendment or as clarification of the BID solicitation.  BIDDERS should contact the CITY’S Procurement 
Director at procurement@ germantown-tn.gov for a determination of whether an oral or written representation 
of any CITY representative or other person requires the CITY to issue an ADDENDUM. 
 
 5. A BIDDER may modify or withdraw a BID by an appropriate document executed and 
delivered to the Procurement Department at any time prior to the opening of BIDS. 
 
 6. As applicable, the product(s) specified in the BID PACKET DOCUMENTS shall be the basis 
for the BID.  The BIDDER shall not be allowed to substitute another product without the CITY’S prior written 
approval.  A BIDDER shall submit any request for substitution to the CITY no later than ten (10) days prior to 
the date fixed for the opening of the BIDS.  The requesting BIDDER shall submit three (3) copies of each 
such request for substitution, which request shall include: 
 

(a) Complete data substantiating the compliance of the proposed substitution with the 
contract documents; 

 
(b) For products – product identification (including manufacturer’s name and address) 

and manufacturer’s literature (including product description, performance and test 
data and reference standards); 

 
  (c) Sample(s); 
 

(d) Name and address of similar projects on which the product was used and date of 
product’s installation; 

 
(e) For manufacturing methods – detailed description of the proposed methods and 

drawings illustrating the methods; 
 

(f) Itemized comparison of proposed substitution with product or method specified; 
 
  (g) Data relating to changes in construction schedule; and 
 
  (h) Identification of changes or coordination required. 
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 7. In making a request for substitution, a BIDDER represents that such BIDDER has personally 
investigated the proposed substituted product or method and that the BIDDER has determined  
that the proposed substitute product or method is equal or superior in all respects to that specified, that the 
BIDDER will provide the same guarantee for the substitution as for the product or method specified in the 
BID PACKET DOCUMENTS, and that the BIDDER will coordinate the installation of accepted substitutions 
into the WORK, making all changes for the WORK to be complete in all respects. 
 
 8. Substitutions will not be considered when:  they are indicated or implied on shop drawings 
or product data submittals without a formal request submitted in accordance with Paragraph 6; or acceptance 
will require substantial revision of the CONTRACT DOCUMENTS. 
 
 9. Any request for substitution received within ten (10) days or less from the date fixed for the 
opening of BIDS will not be considered. 
 
 10. If product substitution is acceptable to the CITY, BIDDERS shall receive notification by 
Addendum a minimum of three (3) days prior to the BID date.  If no approval notification through ADDENDUM 
is received by the BIDDER, the BIDDER shall submit the original specified product.   
 

11. If this BID is for a construction project, the provisions of Tennessee Code Annotated 
Sections 62-6-101 et seq., Relating to General Contractors, will be applicable and same are incorporated 
herein by reference.  All invited BIDDERS on a construction project are advised that a BIDDER must provide 
evidence of a license in the appropriate classification before its BID may be considered.  The Official Bid 
Envelope containing the BID must be plainly marked with the following information: 
 

(A) The BIDDER’S and any electrical, plumbing, heating, masonry, roofing, ventilation, 
and air conditioning subcontractor’s name and address; 

(B) The respective Tennessee Contractor’s License Numbers of the BIDDER and the 
aforesaid subcontractors and the expiration dates of each; and 

(C) That part of the license classification applying to the BID for all of the foregoing. 
 
Otherwise the BID shall not be opened or considered except that if that BID is in an amount less than $25,000, 
only the name of the BIDDER for the contract and not the names of any subcontractors need to appear on 
the outside of the envelope. 
 
 12. The CITY has an employee drug and alcohol testing program, and a copy of the relevant 
portions thereof is enclosed.  You must have a testing program for your employees that is at least as stringent 
as that of the City of Germantown.  You must submit a copy or a summary of your drug and alcohol testing 
policy with your bid or proposal by attaching it to the enclosed Drug and Alcohol Testing Acknowledgement 
Statement and Affidavit (Form D-2). IF BIDDERS DO NOT HAVE A TESTING PROGRAM THAT MEETS 
THIS REQUIREMENT, AND DO NOT SUBMIT. THIS IS A REQUIREMENT OF TENNESSEE LAW AND 
CANNOT BE WAIVED BY THE CITY. 
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 13. If Bidders choose to do so, attach a completed voluntary Title VI and Title IX form with the 
BID (Form E-2). 
 
 

14. All blank spaces for BID prices must be filled in, in ink or typewritten, and the BID form must 
be fully completed and executed when submitted.  Only the original of the BID is required.  The CITY may 
waive any informalities or defects and may reject any and all BIDS.  Any BID may be withdrawn prior to the 
scheduled BID opening time or authorized postponements thereof.  No BIDDER may withdraw his BID within 
sixty (60) days after the actual time of the BID opening.  Should there be any reason why the contract cannot 
be awarded within the specified time, the time may be extended by mutual agreement between the CITY and 
the successful BIDDER. 
 
 15. All CONTRACT DOCUMENTS are part of the CONTRACT AND AGREEMENT (sometimes 
referred to as the “C & A”).  A BIDDER should only execute the BID, BID BOND, Drug and Alcohol 
Acknowledgement Statement and Affidavit (Form D-2) along with Company’s Testing Policy and ADDENDA 
ACKNOWLEDGEMENT FORM (Form F(A-1)) when making a BID.  The remaining Document forms in the 
BID PACKET should not be executed at the time of making a BID, as they are the Document forms which 
either contain information for the successful BIDDER or are Document forms the successful BIDDER will be 
required to execute and with which the successful BIDDER must comply.  The BIDDER’S attention is directed 
to these Document forms. 
 

16. The CONTRACT DOCUMENTS contain all the provisions required for the construction of 
the PROJECT.  Information obtained from any officer, agent or employee of the CITY or any other person 
shall not affect the risks or obligations assumed by the BIDDER or relieve the BIDDER from fulfilling any of 
the conditions of the C & A or the other CONTRACT DOCUMENTS. 
 

17. BIDDERS must satisfy themselves of the accuracy of the estimated quantities in the BID 
SCHEDULE and other matters that shall be applicable by examination of the site and a review of the 
CONTRACT DOCUMENTS, including any addenda.  After BIDS have been submitted, a BIDDER shall not 
be legally entitled to assert that there was a misunderstanding concerning the quantities or conditions of the 
work to be performed, the quantities, qualities or conditions of the equipment and/or supplies to be furnished 
or any other terms or conditions of the C & A or the other CONTRACT DOCUMENTS. 
 
 18. The CITY will consider only those BIDS that are offered by BIDDERS who can show 
evidence of satisfactory completion of the work that is comparable in size and type of the WORK that is 
contemplated in the CONTRACT DOCUMENTS or, in the case of  a new business, the ability to perform 
the work contemplated. 
 

19. The CITY shall determine which is the lowest responsible and best BIDDER for the 
PROJECT and shall deliver to the successful BIDDER a NOTICE OF AWARD accompanied by the C & A 
and the Document forms to be executed and returned with the executed C & A.  These Document forms 
include the PAYMENT AND PERFORMANCE BONDS and the CERTIFICATE OF INSURANCE 
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COVERAGE.  The successful BIDDER shall be required to return the C & A and the required attachments, 
properly executed, to the CITY within fifteen (15) days after receipt of same.  Upon approval of same, the 
CITY shall forward the successful BIDDER a NOTICE TO PROCEED (Form Q).   

 
20. Once the CITY determines which party is the successful BIDDER, that BIDDER must, as 

indicated above, fully comply with the BID and execute and deliver to the CITY the C & A and other  
 
required documents.  Upon its failure to timely do so, the CITY shall be authorized to advise the BIDDER that 
it is in default and that the CITY shall proceed to contract with another to fulfill the contract with which  
the defaulting BIDDER has failed to comply; and the defaulting BIDDER and the surety on its BID BOND 
shall be liable for all damages suffered by the CITY due to such default.  The obligation of the defaulting 
BIDDER shall not be limited to the amount of its BID BOND, although the liability of the surety on such BID 
BOND will be limited to the amount thereof. 

 
  21. Any protest concerning the award of this bid shall be addressed to the Procurement 

Department Director. Protest shall be made in writing to the Procurement Department Director and shall be 
filed within seven days after the intended award is announced. A protest is considered filed when received 
by the Procurement Department Director. The written protest shall include the name and address of the 
protestor, identification of the procurement, a statement of the specific reasons for the protest and supporting 
exhibits. The submitted information will be reviewed with the City Attorney and City Administrator to render a 
final decision and a formal response provided within seven days.  This decision relative to the protest shall 
be considered final. 
 
 22. The BIDDER shall be responsible for obtaining any and all permits required by the CITY to 
successfully complete this project.   
 
 23. If required, the successful low apparent BIDDER shall furnish the CITY, within forty-eight 
(48) hours after BIDS are received, the following detailed information for the CITY’S use: 
 

(a) A cost breakdown analysis of all areas of WORK contained in the BID PROPOSAL, 
including a separation of all labor and material items; and 

 
(b) A list of names of subcontractors, other persons or organizations (including those 

who are to furnish materials or equipment fabricated to a special design) proposed 
for such portions of the WORK.  The BIDDER will be required to establish, to the 
satisfaction of the CITY Engineer and the CITY, the reliability of the proposed 
subcontractors to furnish and perform the WORK described in the sections of the 
specifications pertaining to such proposed subcontractor’s respective trades.  
Subcontractors and other persons and organizations proposed by the BIDDER and 
accepted by the CITY and CITY Engineer must be on the WORK for which they 
were proposed and accepted, and shall not be changed without the written approval 
of the CITY and the CITY Engineer. 
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This list shall be submitted at the time the Cost Breakdown Form is presented to CITY, as set forth in this 
paragraph 23. 
 
 24. The CITY may, in its discretion, conduct a PRE-BID conference in the CITY on the date and 
at the time and place to be selected by the CITY.  Any party interested in bidding should so advise the CITY 
in writing by e-mailing notice of such interest to the CITY’S Procurement Director at 
procurement@germantown-tn.gov .  That party will receive notice of the date, time and place of the PRE-BID 
conference.  BIDDERS are required to attend this conference and to submit written questions in advance of 
the conference to the Procurement Director.  Additional written questions may be submitted at the 
conference.    If the CITY has set a PRE-BID conference, the conference shall be held on the date at the 
time and place set forth herein below. 

 
VIRTUAL NON-MANDATORY PRE-BID CONFERENCE TO BE HELD: 

 
 
DATE: FEBRUARY 6, 2025 
 
TIME:  2:00 PM 
 
LOCATION:  VIRTUAL -  link is posted on City’s website

mailto:procurement@germantown-tn.gov
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CITY OF GERMANTOWN 
DRUG AND ALCOHOL TESTING POLICY 

 
 

All City of Germantown employees are subject to reasonable suspicion drug and alcohol testing.  Employees 
in safety-sensitive positions, including, without limitation, police, fire and those who hold a commercial driver’s 
license, are subject to pre-employment, reasonable suspicion, post-accident and random drug and alcohol 
testing.  All BIDDERS are required to submit an affidavit, in the form attached hereto, that attests that such 
bidder operates a drug-free workplace program or other drug or alcohol testing program with requirements 
at least as stringent as that of the program operated by the City of Germantown.  BIDDERS are hereby 
notified pursuant to Public Chapter 693 of the Public Acts of 2002 (codified as T.C.A. Section 50-9-114) that 
employers shall have seven (7) calendar days from the date that the successful BIDDER and the City of 
Germantown enter into the Contract & Agreement to file suit in the Shelby County Chancery Court to contest 
the Contract & Agreement issued to the successful BIDDER on the grounds that it violates said Public 
Chapter due to the fact that the successful BIDDER did not comply with said Public Chapter.  Employers that 
do not contest the Contract & Agreement within said seven (7) calendar days by filing suit in Shelby County 
Chancery Court shall waive their rights to challenge the Contract & Agreement for violation of  the provisions 
of Public Chapter 693. 
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DRUG AND ALCOHOL TESTING ACKNOWLEDGMENT STATEMENT AND AFFIDAVIT 
 
 
 Comes ___________________________________________, for and on behalf of  
  (Printed name of Principal Officer of Company) 
_______________________________________, (the “Company”) and makes oath that:  (i) the Company 

has received a copy of the relevant portions of the City of Germantown Drug and Alcohol Testing Policy; (ii) 

the Company understands that it must have a drug and alcohol testing policy at least as stringent as that of 

the City of Germantown; and (iii) the Company has in effect a drug and alcohol testing policy at least as 

stringent as that of the City of Germantown. 

 Attached hereto is a summary of the relevant portions of the Company’s drug and alcohol testing 

program or a complete copy thereof. 

       ____________________________________ 
       Signature 
 
       Title: _______________________________ 
 
 Sworn to and subscribed before me, a Notary Public, this ______ day of __________, 2025. 
 
       ____________________________________ 
       Notary Public 
My Commission Expires: 
 
_____________________ 
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CITY OF GERMANTOWN                                                                         Revised:  Sept. 1, 1991 
PERSONNEL POLICIES                                                                               Revised:  Jan. 1, 2002 

 
DRUG AND ALCOHOL ABUSE 

 
GENERAL POLICY 
 
This is to establish the City’s policy regarding drug and alcohol use and the unlawful possession of 
controlled substances on City of Germantown premises. The City of Germantown Medical Benefits 
Program provides clinical treatment for employees and dependents who are experiencing the following 
disorders or conditions: Mental and Nervous Disorders Treatment, Alcohol and Drug Dependency. The City 
also provides an Employee Assistance Program. 
 
SCOPE 
 
All employees of the City of Germantown. 
 
PROVISIONS 
 
A. City employees shall not take or be under the influence of any alcohol or illegal drugs while on 

duty. Employees may not be under the influence of legally prescribed or over-the-counter 
medications while on duty if such medications would impair their ability to safely and effectively 
perform their job. 

 
B. City employees are prohibited from the use, possession, manufacture, distribution and sale of 

drugs at any time, or of alcohol while on duty or while in or on City property or in City vehicles. 
 
C. All property belonging to the City is subject to inspection at any time without notice. Property 

includes, but is not limited to, vehicles, desks, containers, files, and storage lockers. 
 
D. City employees who have reason to believe another employee is illegally using drugs or narcotics, 

shall report the facts and circumstances immediately to the supervisor. 
 
E. All City employees are subject to reasonable suspicion drug and alcohol testing. Employees in 

safety-sensitive positions, including without limitation, police, fire and those who hold a commercial 
driver’s license, are subject to pre-employment, reasonable suspicion, post-accident and random 
drug and alcohol testing. Testing procedures and other rules relating to drug and alcohol abuse are 
described in the City Drug and Alcohol Testing Policy or the respective department drug and 
alcohol policies. 

 
F. Failure to comply with the intent or provisions of this policy or the applicable drug and alcohol 

testing policy may be used as grounds for disciplinary action, up to and including termination. (See 
Policy on Disciplinary Action.
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TITLE VI INFORMATION 
 
1. The City of Germantown agrees to comply with the Title VI of the Civil Rights Act of 1964 (42 U.S.C. 

2000d, et seq.), and the Department of Transportation Implementing Regulations (49 CFR Part 21) 
relative to the Contract which is the subject hereof. 

 
2. The Contractor is requested, but is not obligated, to include the attached disclosure sheet, Voluntary 

Title VI and Title IX Form, with the Contractor’s sealed bid. 
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VOLUNTARY TITLE VI AND TITLE IX FORM 
Attach form to sealed bid 

 
 
For Title VI and Title IX compliance, the Contractor’s voluntary disclosure of the following information is 
requested. 
 
 
1. Number of Contractor’s Employees Who Are: 
 
   Male    Female 
 
 
2. Number of Contractor’s Employees Who Are: 
  
   Caucasian      African-American 
 

  Other (please specify)    
 
     __________________________________________ 
 
     __________________________________________ 
 
     __________________________________________ 
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 BID 
Bid of: 
 
                                                                                                                   
   (Name of Bidder) 
 
                                                                                                                   
  (Address of Bidder) 

 
organized and existing under the laws of the State of                           and doing business as                                                  
_____________________(indicate: “a corporation”, “a partnership”, “an individual”, a “limited liability 
company” or otherwise, as applicable). 
 

To:  City of Germantown - Owner 
City Procurement Director 
1930 South Germantown Road 
Germantown, Tennessee 38l38 

 
In compliance with your ADVERTISEMENT FOR BIDS, BIDDER hereby proposes to furnish all 

necessary labor, machinery, tools, apparatus, materials, equipment, services, and other necessary supplies 
in strict accordance with the terms and conditions of the plans, specifications and CONTRACT DOCUMENTS 
within the number of consecutive calendar days and at the prices set forth below for the construction of: 
 

Project: COG2025-05 West Greenway Trail Erosion Repair  
 

By submitting this BID, BIDDER certifies that this BID has been arrived at independently without 
consultation, communication or agreement as to any matter relating to this BID with any other BIDDER or 
with any other competitor. 
 

BIDDER agrees, upon receipt of the NOTICE OF AWARD accompanied by the CONTRACT AND 
AGREEMENT (C & A) and all required attachments, to cause same to be properly executed and returned to 
the CITY OF GERMANTOWN within fifteen (15) days thereafter.  BIDDER further agrees, upon receipt of the 
NOTICE TO PROCEED, (i) to commence work on the PROJECT not later than the last date stated in the 
Notice to Proceed as to which the BIDDER may commence to proceed, and (ii) to complete the PROJECT 
within forty-five (45) consecutive calendar days after such date; otherwise, to pay the CITY OF 
GERMANTOWN as liquidated damages the sum of five hundred dollars ($500.00) for each consecutive 
calendar day thereafter as provided in the GENERAL PROVISIONS;  and (iii) to complete all Punch List items 
within ten (10) consecutive calendar days after the date of Substantial Completion, as such date is 
determined by the CITY, otherwise, the BIDDER agrees that the CITY may use any remaining retainage to 
complete all Punch List items.   

BIDDER acknowledges receipt of addenda(s) No.____ .   
 
By submission of this bid, each BIDDER and each person signing on behalf of any BIDDER certifies, 

and in the case of a joint bid each party thereto certifies as to its own organization, under penalty of perjury, 
that to the best of its knowledge and belief that each BIDDER is not on the list created pursuant to § 12-12-
106. This list is generated to identify entities ineligible to contract with the State of Tennessee or any political 
subdivision of the State per the Iran Divestment Act, T.C.A. § 12-12-101 et seq., and the current list may be 
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found at the Tennessee Department of General Services, Central Procurement Office, website under the 
Public Information Library webpage.  

 
Concerning the Non-Boycott of Israel Act (T.C.A. § 12-4-1 et seq.), by submission of this bid/quote/proposal, 
each supplier and each person signing on behalf of any supplier certifies, and in the case of a joint 
bid/quote/proposal, each party thereto certifies as to its own organization, under penalty of perjury, that to 
best of its knowledge and belief that each supplier is not boycotting Israel pursuant to § 12-4-1 and will not 
during the term of any award. Note: Applicable only to contracts of $250,000 or more and to suppliers with 
10 or more employees.  
 

BIDDER agrees to perform all work described in the CONTRACT DOCUMENTS for the following 
unit price or lump sum: 



 

 F-3 BID FORM 
 Page 3 of 4 

 

 

BID FORM 
COG2025-05 West Greenway Trail Erosion Repair 

 
BID FORM 

 
 

Item 
No.  

  
Description  

  
Quantity  

  
Unit  

  
Total  

1 

Work for Germantown Greenway Improvements 
shall include site clearing, demolition, site 
preparation, grading, asphalt trail construction, and 
landscape installation, complete in every detail ready 
for the City’s beneficial use as specified herein 
and/or indicated on the contract drawings and 
specifications. 
 

1 Lump 
Sum   

  
TOTAL BASE BID PRICE  

  
 $ 

 

  
 
TOTAL BASE BID PRICE, IN WORDS: 
 
 
                                                                DOLLARS AND            CENTS ($                                  .       ) 
 
 
 
   Alternate No. 1 Add or Deduct: 
 
 

Item 
No.  

  
Description  

  
Quantity  

  
Unit  

  
Total  

2 
Alternate-01: 
In lieu of disposing the demolished asphalt path off 
site, contractor shall break up the asphalt to be used 
as aggregate base for the asphalt trail. 

1 Lump 
Sum   

  
TOTAL ADD or DEDUCT PRICE  

  
 $ 

 

  
 
TOTAL ALTERNATE-01 ADD or DEDUCT, IN WORDS: 
 
                                                                DOLLARS AND            CENTS ($                                  .       ) 
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UNIT PRICES 

BID SCHEDULE 
UNIT PRICE 

ITEM DESCRIPTION QUANTITY UNIT PRICE TOTAL PRICE 

1. Asphalt paving 20 SY $________ per sy $__________ 

2. Sod 10 SY $________ per sy $__________ 

3. Drainage crossing (detail 2/D1.0) 1 $________ each $__________ 

Submitted By: 

(Name of Bidder) (Printed) 

Signature: ____________________________________________ 

Title:___________________________________________ 

Address: 

Telephone No.: 

Fax No.:  

______________________________________________________ 
(Date Bid Submitted) 

License Number License Type 

Date of Expiration of License Monetary Limit 
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ADDENDA ACKNOWLEDGEMENT FORM 
 
 

BIDDER acknowledges receipt of the following addenda (as applicable): 
 
 
 Addendum No. 1               Dated ________________________ 
 
 Addendum No. 2___________________________ Dated ________________________ 
 
 Addendum No. 3 __________________________ Dated ________________________ 
 
 Addendum No. 4 __________________________ Dated ________________________ 
 
 Addendum No. 5 __________________________ Dated ________________________ 
 
 Addendum No. 6 __________________________ Dated ________________________ 
 
      _________________________________________ 
      (Name of Bidder) 
 
      By: _____________________________________ 
 
      Title: ___________________________________ 
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Use this form for bid bond. 
 BID BOND 

 
KNOW ALL MEN BY THESE PRESENTS, that we, the undersigned,  

________________________________________________________________________(BIDDER) and 
______________________________________________________(SURETY) are held and firmly bound unto the 
City of Germantown, Tennessee in the penal sum of five percent (5%) of the total amount of the BID, for the payment 
of which, well and truly to be made, we hereby jointly and severally bind ourselves, our heirs, executors, 
administrators, successors and assigns, firmly by these presents. 
 

The conditions of the above obligation are such that whereas BIDDER has submitted to the CITY OF 
GERMANTOWN a certain BID, attached hereto and hereby made a part hereof, to execute and enter into a certain 
CONTRACT AND AGREEMENT (C & A) for      (PROJECT) in compliance with the 
CONTRACT DOCUMENTS.                                                          

 
NOW, THEREFORE, 
 
(a) If the BID shall be rejected, or 
 
(b) If the BID is accepted and the BIDDER enters into a C & A for said project with the CITY OF 

GERMANTOWN within fifteen (15) days after receipt of the NOTICE OF AWARD accompanied by 
the C & A and all required attachments, then, this obligation shall be null and void; otherwise the 
same shall remain in full force and effect; it being expressly understood and agreed that the liability 
of the SURETY for any and all claims hereunder shall, in no event, exceed the penal sum of this 
obligation as herein stated but the liability of the BIDDER is not so limited. 

 
The SURETY, for value received, hereby stipulates and agrees that the obligation of said SURETY on this, 

its BID BOND, shall in no way be impaired or released by any extension of the time within which the CITY OF 
GERMANTOWN may accept such BID and the SURETY does hereby waive notice of any such extension. 

 
WITNESS THE DUE EXECUTION HEREOF, on the _________ day of ____________________________, 

2025. 
 

NAME OF BIDDER  
 

____________________________________________ 
 

BY:__________________________________________ 
      Signature of BIDDER or Authorized Officer 

      Title: ________________________________________ 
 

NAME OF SURETY  
      _____________________________________________ 

                                                                          
BY:__________________________________________ 
     Authorized Representative 

                 (Attach Power of Attorney) 
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 INFORMATION FOR SUCCESSFUL BIDDER 
 

Those proposing to bid on the construction and completion of this City Project (PROJECT) should 
note the following: 
 

(1) The City of Germantown (the “City”) may award the contract to the lowest responsible and 
best bidder in accordance with the CONTRACT DOCUMENTS and in accordance with the 
following provisions: 

 
a. The City may conduct such investigations as it deems necessary to evaluate any bid 

and to conclude, if warranted, that the BIDDER or, if an entity, its owners and officers, 
and the BIDDER’S proposed subcontractors, are responsible, qualified, and competent 
and have the financial ability to do the work in accordance with the contract documents 
to the City’s satisfaction within the prescribed time. 

 
b. The City reserves the right to reject the bid of any BIDDER who does not satisfy such 

evaluation. 
 
c. The City reserves the right to reject any BID if any of the unit prices contained therein 

are obviously unbalanced, either above or below the reasonable cost thereof, as 
analyzed by the City.  The purpose of insisting on balanced unit prices is to prevent the 
City from paying excessive unit prices, even though the bid, as a whole, is the lowest 
bid. 

 
d. The City reserves the right to:  reject any and all bids; waive any and all informalities; 

and discard all nonconforming and non-responsive or conditional bids. 
 

e. In evaluating bids, the City shall consider the qualifications of the bidders, the degree 
of compliance with the prescribed requirements, and the alternatives and unit prices (if 
requested in the bid forms). 
 

f. As a part of the evaluation process, the CONTRACTOR will be required to provide a 
detailed description of their Safety Program including the name of the CONTRACTOR’S 
Safety Officer, contract information and location at which they maintain their office.  The 
CONTRACTOR will also be required to provide a list of any citations received for willful 
violations for failure to abate or for repeated violations by the United States 
Occupational Safety and Health Administration (OSHA); by the Tennessee 
Occupational Safety and Health Administration (TOSHA); or by any other governmental 
body for the last three years.  Violations should be noted along with the nature of the 
violation, date of the violation, and name, address, telephone number and contact 
person for the agency issuing the citation. 

 
g. If awarded, the contract will be awarded to the lowest bidder whose evaluation by the 

City indicates to the City that the award will be in the best interest of the Project. 
 

h. The City may reject all bids submitted and call for new bids. 
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(2) The City will notify the successful BIDDER that it is the successful BIDDER by telephone 
following approval. City will then e-mail additional information and NOTICE OF AWARD.    

 CONTRACTOR shall then be responsible for picking up contract documents from CITY and 
returning same to the CITY, properly executed, within fifteen (15) days of receipt.  
Accompanying the NOTICE OF AWARD will be the CONTRACT AND AGREEMENT (C & 
A), the PAYMENT AND PERFORMANCE BONDS and information regarding the City’s 
insurance requirement.   

 
(3) The CONTRACTOR is required to sign the C & A as set out therein. The CONTRACTOR is 

required to sign the PAYMENT AND PERFORMANCE BONDS exactly as set out therein, 
have an authorized agent of an insurance company authorized to do business in the State 
of Tennessee sign same and attach his Power of Attorney.  Said PAYMENT AND 
PERFORMANCE BONDS must be attached to the C & A.  The CONTRACTOR is required 
to have an authorized agent of an insurance company or companies authorized to do 
business in the State of Tennessee sign the CERTIFICATE OF INSURANCE COVERAGE 
and attach his or their Power(s) of Attorney to it.  The CERTIFICATE OF INSURANCE 
COVERAGE must be attached to the C & A. 

 
(4) The CONTRACTOR shall be notified by the City when said C & A, with the required 

attachments, has been approved and executed on behalf of the City , and the City shall 
furnish a copy of same to the CONTRACTOR.  The City will thereafter issue a writing to the 
Contractor notifying the CONTRACTOR to commence work under the C & A (the “Notice to 
Proceed”).  When such occurs, the CONTRACTOR is required to commence work on the 
PROJECT as specified therein and complete construction of the PROJECT within the 
number of consecutive calendar days set out in the CONTRACT DOCUMENTS. 

 
(5) If the CONTRACTOR fails to comply with the foregoing, he shall become liable to the City 

for any damages suffered by the City because of such failure and/or may lose any benefits 
obtained by receiving the NOTICE OF AWARD. 

 
(6) Further, the CONTRACTOR, by submitting his BID, agrees that he has read and is familiar 

with all the terms and conditions of the documents making up the CONTRACT 
DOCUMENTS and will abide by the terms and conditions thereof. 

 
(7) The C & A and the other CONTRACT DOCUMENTS will be interpreted in accordance with 

and controlled by the laws of the State of Tennessee. 
 

(8) The original of the C & A shall remain on file at the Office of the City Clerk, 1930 South 
Germantown Road, Germantown, Tennessee 38l38.  Drawings and Specifications shall 
remain on file at the office set out in the CONTRACT DOCUMENTS.
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Project Name: West Greenway Trail Erosion Repair 

Bid Number: COG2025-05 
 

 
 

CONTRACT AND AGREEMENT BY AND BETWEEN 
 THE CITY OF GERMANTOWN, TENNESSEE 

AND 
_________________________________________ 

 

This CONTRACT AND AGREEMENT (sometimes “C & A”) is entered into this          day of                                            

__________________________,2025, by and between the CITY OF GERMANTOWN, TENNESSEE, a 

municipality organized and existing under the laws of the State of Tennessee (“CITY” OR “OWNER”), and                                                            

, a_____________________________________________ [State Where Contractor Established] 

___________________________________ [type of entity, e.g., corporation, LLC, partnership] 

(“CONTRACTOR”).  For and in consideration of the agreements, covenants, payments and promises herein, 

the CITY and CONTRACTOR contract, covenant and agree as follows: 
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ARTICLE I 

One (l) set of complete Contract Documents is on file in the Procurement Department.  The parties expressly 
agree that the following documents are a part of this C & A: 

Advertisement for Bids A 
Special Notice B 
Information for Bidders C-1 thru C-6
Drug & Alcohol Policy D-1 thru D-3
Title VI Form E-1 thru E-2
Bid Form F-1 thru F-4
Addenda Acknowledgment Form F (A-1)
Bid Bond G
Information for Successful Bidder 
Contract and Agreement  
Payment Bond 
Performance Bond 
Germantown Insurance Requirement 

H- 1 & 
H-2
I- 1 thru I-19
J- 1 thru J-3
K-1 thru K-3 
LAffidavit of Contractor M-1 thru M-2

Waiver and Release of Lien N
Certificate of Payment to Contractor O-1 thru O-2
Notice of Award P
Notice to Proceed Q
Notice of Project Acceptance R
Change Order Form S
General Provisions GP-1 thru GP-21
Special Conditions SC-1 thru SC-10

TECHNICAL SPECIFICATIONS 

013000 Submittals 
015639 Tree Protection & Maintenance 
031000 Concrete Framework 
032000 Concrete Reinforcement 
055000 Boardwalk Frames 
31000 Earthwork 
311100 Clearing & Grubbing 
321216 Asphatic Pavement 
321616 Cast-in-Place Concrete 
329223 Seeding & Sodding 

CONSTRUCTION DRAWINGS 

DM1.0 Demo Clearing Plan 
C1.0 Layout/Planting Plan 
D1.0 Details 
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ARTICLE II 

 
CONTRACTOR agrees to furnish and pay for all material, supplies, tools, equipment, labor and other services 

required to do and perform all the work required to complete the Project as described in the Contract 

Documents within forty-five (45) consecutive calendar days after the day specified in the Notice to Proceed 

(FORM Q) as the last day upon which the Contractor is to proceed, all in strict and complete compliance with 

the terms and conditions of this C & A and with the other Contract Documents for this Project, all of which 

shall be deemed a part hereof as fully and completely as if set out and copied verbatim herein.  The CITY 

agrees to pay the CONTRACTOR for said work described in Article II as shown on the attached BID FORM 

and pursuant to the terms and conditions of this C & A and the other Contract Documents. 

 

No payments under this C & A will be made except upon presentation of the monthly estimate form prepared 

by CONTRACTOR and approved by the CITY, which shall show that the work covered by the periodic 

Certificate of Payment Form has been done and the payments therefor are due in accordance with this C & 

A. 

 

The first estimate shall be of the value of the work completed within the first thirty days from the 

commencement of performance by the CONTRACTOR pursuant to this C & A. Every subsequent monthly 

estimate shall be for the work done since the CONTRACTOR’s commencement of performance of this C & 

A, less the amount previously paid. If the CONTRACTOR fails to adhere to the program of completion 

provided for in the Contract Documents, the CITY shall deduct from the next and all subsequent estimates 

the full calculated accruing amount of the liquidated damages (if any) to the date of said estimate until such 

time as compliance with the program has been restored. 
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The monthly estimates shall be submitted on a form acceptable to the CITY signed by the City Engineer, architect 

or other professional retained by the CITY relative to the Project, if any.  Such estimates shall be subject to the 

approval of the CITY. If the CITY approves such estimates, the CITY, subject to the foregoing provisions, will pay 

or cause to be paid to the CONTRACTOR, in the manner provided by law, the amount equal to NINETY-FIVE 

PERCENT (95%) of the estimated value of the work performed. 

 

The CONTRACTOR shall, as soon as practical after final acceptance of the work under the C & A, make a final 

estimate of the amount of work done hereunder and the value thereof.  Such final estimate shall be checked, 

approved and signed by the engineer/architect retained by the CITY relative to the Project, if any, and the official 

representative of the CITY.  After such approval, the CITY shall pay, or cause to be paid, the CONTRACTOR, in 

the manner provided by law, the entire sum so found to be due hereunder after deducting there from all previous 

payments and such other lawful amounts as the terms of this C & A prescribe.  Neither the final payment nor any 

part of the retained percentage shall become due until the CONTRACTOR shall deliver to the CITY a complete 

release of all claims or liens arising out of this C & A with an affidavit that all material suppliers and laborers to or 

on the Project have been paid. The CONTRACTOR may furnish a bond satisfactory to the CITY to indemnify the 

CITY against any claim or lien if a subcontractor refuses to furnish a release or receipt in full.  If any claim or lien 

remains unsatisfied after all payments are made, the CONTRACTOR shall refund to the OWNER all monies that 

the latter may be compelled to pay in discharging such a lien, including all costs and  reasonable attorney’s fees 

incurred by the OWNER in defending against such claim or lien.  In no case will final payment be made in less 

than thirty (30) days after completion of the work and the acceptance of same by the OWNER.  Nothing contained 

herein shall be construed as signifying that a materialman or laborer has a right to a lien on the Project, as such 

liens are not permitted by Tennessee law.  Any party giving notice to the OWNER that such party has not been 

paid by the CONTRACTOR shall be referred by the OWNER to the CONTRACTOR and the surety on the bonds 

required to be posted by the CONTRACTOR relative to the Project. 
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ARTICLE III 

CONTRACTOR declares that neither the Mayor, nor any Aldermen, nor any other CITY official holds a direct 

or indirect interest in this C & A.  CONTRACTOR pledges that he will notify the Finance Director of the CITY 

in writing should any CITY official become either directly or indirectly interested in this C & A.  CONTRACTOR 

declares that as of the date of this declaration he has not given or donated or promised to give or donate, 

either directly or indirectly, to any official or employee of the CITY, or to pay anyone else for the benefit of 

any official or employee of the CITY, any sum of money or other thing of value for aid or assistance in 

obtaining this C & A. CONTRACTOR further pledges that neither he nor any other officer or employee of 

CONTRACTOR will give or donate or promise to give or donate, directly or indirectly, to any official or 

employee of the CITY or anyone else for the benefit thereof any sum of money or other thing of value for aid 

or assistance in obtaining any change order to this C & A. 
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ARTICLE IV 
 
CONTRACTOR agrees to indemnify and save the CITY, CITY officers, CITY agents, and CITY employees 

harmless from and against all loss and expense, including court costs and attorneys’ fees, by reason of 

liability imposed on the CITY, CITY officers, CITY agents, or CITY employees, for damage because of bodily 

injury, death or property damage arising out of or in consequence of the performance of the work under or in 

any manner related to this C & A, whenever such injury, death or damage is due or claimed to be due to the 

negligence of the CONTRACTOR, his subcontractors, officers, agents, and/or employees.  

 

In the event the CITY shall have occasion to either defend or assert its rights under this C & A in a court of 

law or equity, before a board of arbitration or otherwise, and if the CITY shall prevail in any such action, either 

as defendant or plaintiff (as the case may be), CONTRACTOR shall pay any and all costs of such action, 

including court costs and reasonable attorneys’ fees, incurred by the CITY in asserting or defending its rights 

under this C & A. 

 

All personal pronouns used in the Contract Documents, whether used in the masculine, feminine or neuter 

gender, shall include all other genders, the singular shall include the plural, and vice versa, as the context 

may require. 
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WITNESS the due execution hereof, effective ____________________,2025 which date is the date of the 

signature of the Mayor as attested to by the City Clerk/Recorder under seal of office.   

_______________________________________________ 
[CONTRACTOR NAME] 
 
By: __________________________________________ 

Title: __________________________________________ 

Address: ________________________________________   

________________________________________ 

________________________________________ 

     Telephone No.: (_____) ____________________________ 

Fax No.:  (_____) ________________________________ 

CITY OF GERMANTOWN, TENNESSEE 

By: __________________________________________ 
 Mike Palazzolo, Mayor 

  
I certify that on the        day of                      , 2025, the signature of the Mayor was attested to by the City Clerk under 

seal of office on the original of this CONTRACT AND AGREEMENT.   

 
  
City Clerk/Recorder                                          
 
Date: _____________________________________ 
 
Approved as to form: 
 
                                                                 
City Attorney                        
 
Date: _____________________________________ 
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EXHIBIT “A” 

 
Invitation to Bid No. COG2025-05 
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EXHIBIT “B” 

 
CONTRACTOR’S Bid
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PAYMENT BOND 
 
 

KNOW ALL MEN BY THESE PRESENTS, that 

___________________________________________________        (Name of Contractor) 

 ____________________________________________________(Address of Contractor) a 

_______________________ (State of formation of  CONTRACTOR) 

__________________________________ (Corporation, Partnership, Limited Liability Company, Individual 

or Joint Venture—indicate which), hereinafter called CONTRACTOR, 

and ______________________________________________________            (Name of Surety) 

                   (Address of Surety) 

hereinafter called SURETY, are held and firmly bound unto the City of Germantown, Tennessee, 1930 South 

Germantown Road, Germantown, Tennessee, hereinafter called OWNER, in the penal sum of 

_________________________________________________________________    Dollars 

($___________________), in lawful money of the United States, for the payment of which sum well and truly 

to be made, we bind ourselves, and our successors, and assigns, jointly and severally, firmly by these 

presents. 

THE CONDITION OF THIS OBLIGATION is such that whereas, the CONTRACTOR has entered 

into a certain Contract and Agreement (“Contract”) with the OWNER which is made a part hereof by reference 

for the construction of: COG2025-05 West Greenway Trail Erosion Repair                                                         

 

NOW, THEREFORE, if the CONTRACTOR shall promptly make payment to all persons, firms, and 

SUBCONTRACTORS furnishing materials for or performing labor in the prosecution of the work provided for 

in such Contract, and any extension or modification thereof, including all amounts for materials, lubricants, 

oil, gasoline, parts and repairs on machinery, equipment, and tools consumed or used in connection with 
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such work, and all insurance premiums on said work, and for all labor performed in such work, whether by 

SUBCONTRACTORS or otherwise, then this obligation shall be void; otherwise, same is to remain in full 

force and effect. 

PROVIDED, FURTHER, that said SURETY, for value received, hereby stipulates and agrees that 

no change, extension of time, modification, alteration, or addition to the terms of the Contract, to the work to 

be performed thereunder or to the SPECIFICATIONS accompanying the same shall in any way release its 

obligation under this BOND. Said SURETY hereby waives notice of any such change, extension of time, 

modification, alteration, or addition to the terms of the work or to the SPECIFICATIONS. 

PROVIDED, FURTHER, that no final settlement between the OWNER and the CONTRACTOR shall 

abridge the right of any beneficiary hereunder, whose claim is entitled to be satisfied by the CONTRACTOR 

and its SURETY. 

PROVIDED, FURTHER, that the CONTRACTOR and SURETY agree that any claim under this 

BOND may only be litigated in a court of competent jurisdiction in Shelby County, Tennessee.  



 

  PAYMENT BOND 
  Page 3 of 3 

J-3 

IN WITNESS WHEREOF, this instrument is duly executed, this the                  day of 

___________________, 2025. 

                                                                          
 (CONTRACTOR) 

 By: ________________________________ 
 
 Title: _______________________________ 

      Address: ____________________________  
____________________________________ 
____________________________________ 
 
 
 
                                                                         
(SURETY) 

By: ________________________________ 
  (Attorney-in-Fact) 

 Title: _______________________________ 

      Address: ____________________________  
____________________________________ 
____________________________________ 
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PERFORMANCE BOND 
 

KNOW ALL MEN BY THESE PRESENTS, that 
 
______________________________________________________       (Name of Contractor) 

 ____________________________________________________(Address of Contractor) a 

_______________________ (State of formation of  CONTRACTOR) 

__________________________________ (Corporation, Partnership, Limited Liability Company, Individual 

or Joint Venture—indicate which), hereinafter called CONTRACTOR, 

and ______________________________________________________              (Name of Surety) 

                                                                                                                                (Address of Surety) 

hereinafter called SURETY, are held and firmly bound unto 

the City of Germantown, Tennessee, 1930 South Germantown Road, Germantown, Tennessee, hereinafter 

called OWNER, in the penal sum 

of________________________________________________________________                Dollars 

($___________________), in lawful money of the United States, for the payment of which sum well and truly 

to be made, we bind ourselves, and our successors, and assigns, jointly and severally, firmly by these 

presents. 

THE CONDITION OF THIS OBLIGATION is such that, whereas, the CONTRACTOR has entered 

into a  certain  Contract  and  Agreement  (“Contract”) with  the  OWNER, which  is made a part hereof   by 

reference, for the construction of: COG2025-05 West Greenway Trail Erosion Repair                                                                                        
, 
 
and if the CONTRACTOR shall satisfy all claims and demands incurred under such Contract, and shall fully 

indemnify and save harmless the OWNER from all costs and damages which it may suffer by reason of failure 

to do so, and shall reimburse and repay the OWNER all outlay and expense which the OWNER may incur in 

making good any default, then this obligation shall be void; otherwise, same is to remain in full force and 



 

  PERFORMANCE BOND 
  Page 2 of 3 

K-2 

effect. 

 

PROVIDED, FURTHER, that the said SURETY, for value received hereby, stipulates and agrees 

that no change, extension of time, modification, alteration, or addition to the terms of the Contract or to the 

work to be performed thereunder or the SPECIFICATIONS accompanying the same shall in any way release 

its obligation on this BOND, and it does hereby waive notice of any such change, extension of time, 

modification, alteration, or addition to the terms of the Contract, to the work, or to the SPECIFICATIONS. 

PROVIDED, FURTHER, that no final settlement between the OWNER and the 

CONTRACTOR shall abridge the right of any beneficiary hereunder whose claim may be unsatisfied and 

which is entitled to be satisfied by the CONTRACTOR and SURETY. 

PROVIDED, FURTHER, that the CONTRACTOR and SURETY agree that any claim under this 

BOND may only be litigated in a court of competent jurisdiction in Shelby County, Tennessee. 
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IN WITNESS WHEREOF, this instrument is duly executed this the            day of 
 
                                        , 2025. 
 
                                                                          
 (CONTRACTOR) 

 By: ________________________________ 
 
 Title: _______________________________ 

      Address: ____________________________  
____________________________________ 
____________________________________ 
 
 
 
                                                                         
(SURETY) 

By: ________________________________ 
  (Attorney-in-Fact) 

 Title: _______________________________ 

      Address: ____________________________  
____________________________________ 
____________________________________ 

 



 

L                INSURANCE REQUIREMENT 
 Page 1 of 1 

 

GERMANTOWN INSURANCE REQUIREMENT 
CITY PROJECT CONTRACT 

 
 
The CONTRACTOR shall purchase and maintain the insurance outlined below to provide protection from 
the CONTRACTOR’S negligent acts.  The CONTRACTOR shall provide this insurance as required by the 
Contract Documents.  The negligence by any subcontractor, by anyone directly or indirectly employed by 
any of them, shall be considered a negligent act of the CONTRACTOR. 
 

• Comprehensive General Liability in the amount of $1,000,000 per occurrence and must include 
Products/Completed Operations, Explosion/Collapse/Underground Coverage and Contractual 
Liability.  The City of Germantown must be named Additional Insured using a CG 2010 (11/85) 
endorsement (or equivalent) and this must be noted on the Certificate of Insurance.  The Insurance 
Company agrees to Waive their Right of Subrogation against The City of Germantown and this 
must be noted on the Certificate of Insurance. 

• Auto Liability Insurance in the amount of $1,000,000 Combined Single Limit.  The City of 
Germantown must be named Additional Insured and the Insurance Company agrees to Waive their 
Right of Subrogation against The City of Germantown and this must be noted on the Certificate of 
Insurance. 

• Statutory Workers Compensation with Employers Liability Limits of 100/500/100 - The Insurance 
Company agrees to Waive their Right of Subrogation against The City of Germantown and this 
must be noted on the Certificate of Insurance. 

• Umbrella Liability in the amount of $2,000,000 per occurrence – the terms and conditions of the 
Umbrella must be following form to the primary insurance. 

• The Cancellation Clause on the Certificate of Insurance is amended to read: Should any of the 
described policies on the attached Certificate of Insurance be cancelled, non-renewed or reduced 
in coverage – the issuing Insurance Company will mail 30 days written notice to: The City of 
Germantown, Procurement Department, P.O. Box 38809 Germantown, TN 38138-0809, by 
registered mail, return receipt requested. 

• The CONTRACTOR shall maintain a Builder’s Risk/Installation Floater equal to the contract 
amount naming The City of Germantown as Loss Payee until final acceptance of the work.  The 
policy must provide “all risk” including the peril of earthquake/earth movement.  

• All Certificates should be issued with an Insurance Company (or Companies) maintaining an AM 
Best Rating of A- or better and a Financial Size of IX or greater.  All Insurance Companies shall be 
authorized to conduct business in The State of Tennessee. 

 
The CONTRACTOR shall maintain the above insurance – with the exception of Builders Risk/Installation – 
through both final acceptance and any Warranty Period defined by the contract documents. 
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AFFIDAVIT OF CONTRACTOR 
 
STATE OF   ) 

) SS: 
COUNTY OF  ) 
 
 
                                                                                                            , being duly sworn according 

(Name of Affiant) 
to law, deposes and says that he is the_______________________________________________ 

            (Title) 
of                                                                                                                   , the CONTRACTOR, 
                                     (Name of Contractor) 
in a Contract and Agreement entered into between the Contractor and 
 
                the City of Germantown                                                                                , the Owner, 

  
 
for the construction of                                                                                                                  
 
                                                                                                                                (the “Project”), 
 
and that he is authorized to and does make this affidavit on behalf of said CONTRACTOR in order to induce 
the OWNER to make payment to the CONTRACTOR, in accordance with the provisions of the said Contract 
and Agreement. 
 

Affiant further says that all persons who have furnished materials and/or labor in connection with the 
construction of the Project have been paid in full; that the names of all materialmen and subcontractors that 
furnished any material and/or services in connection with such construction and the kind or kinds of material 
and/or services so furnished are as listed hereinafter; and that the CONTRACTOR has delivered to the 
OWNER waivers and releases of liens executed by all such materialmen and subcontractors. 
 

                                                            
(Signature of Affiant) 

Sworn to and subscribed 
before me this               day 
of                                           , 2025. 
 
   
             Notary Public 
My Commission Expires: 
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NAME                                 KIND OF MATERIAL AND/OR SERVICE 
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WAIVER AND RELEASE OF LIEN 

 
WHEREAS, the undersigned,                                                                                                                       ,  

  (Name of manufacturer, material man, or subcontractor) 
 
has furnished to                                                                                                        labor and/or  material for 

(Name of Contractor) 
 
use in the construction of                                                                                                         (the “Project”) 
 
belonging to  the City of Germantown                                                                                              , 
 
NOW THEREFORE, the undersigned,                                                                     , for and in consideration 
of One Dollar ($1.00) and other good and valuable consideration, the receipt and sufficiency of which is 
hereby acknowledged, does hereby waive and release any and all liens, or right to claim a lien, on the above 
described Project and premises or right to claim under any bond furnished by the CONTRACTOR relative to 
the Project and/or under any law, common or statutory, on account of labor or materials, or both, heretofore 
or hereafter furnished by the undersigned to or for the account of 
 
said                                                                                                      for said Project.   
    (Name of Contractor) 
 
Given under my (our) hand(s) and seal this           day of                                     , 2024. 
 

Manufacturer, Material man or Subcontractor Name: 
 
By: ______________________________________ 

STATE ___________________________ 
COUNTY _________________________ 
 
I,                                                               , a Notary Public, in and for said State and  County, hereby certify 
that                                                         who is __________________________________________ 
  (Name of Individual)                    (Title   
                                                             of  ___________________________________________________ 
(Title or Office)   (Name of material man or subcontractor or furnisher) 
and whose name is signed to the foregoing, and who is known to me, acknowledged before me on this day 
that he, with full authority, executed the foregoing instrument voluntarily for and as the act of said 
                                                                                                                 . 
(Name of material man or subcontractor or furnisher) 
 
Given under my hand and seal this            day of                             , 2025.   
 
   
 Notary Public 
My Commission Expires: 
 



Certificate of Payment 
          Page 1 of 2 
 

O-1 

 



 

  
                                                                                                                                                                                                                                        Certificate of Payment 

    Page 2 of 2    
O-2 

 
 

 
MONTHLY CONSTRUCTION ESTIMATE 

PROJECT                        JOB NO.                ESTIMATE NO.           
 

 
ITEM 
NO. 

 
DESCRIPTION VALUE OF 

ITEM AS 
REFLECTED 

IN BID 

 
NO. OF 
UNITS 

 
UNIT 

PRICE 

 
AMENDED 
CONTRACT 

PRICE 

 
QUANTITY 

THIS 
ESTIMATE 

 
INSTALLED 

TO DATE 

 
AMOUNT 
EARNED 
TO DATE 

 
BALANCE OR 
OVERRUN (-) 

 
RETAINAGE 

           

 



 

P 
NOTICE OF AWARD 

  Page 1 of 1 

 

1930 South Germantown Road    Germantown, Tennessee 38138-2815
Phone (901) 757-7200  Fax (901) 757-7292  www.germantown-tn.gov  

 
NOTICE OF AWARD 

 
Date: 
 
TO:                              
 CONTRACT:                
                    
Dear                 : 
 
This is to inform you that by action of the Board of Mayor and Aldermen during their meeting on __________________, 
2025, your firm was awarded the contract for ________________________ 
__________________________________________________________in the amount of______________.   
 
Enclosed you will find one (1) copy of the Contract and Agreement with Purchase Order.  The Performance and 
Payment Bonds forms are included for you to execute as set forth on Pages “H-1 and H-2” of INFORMATION FOR 
SUCCESSFUL BIDDER, of the SPECIFICATION BOOKLET.  Further, you should have your insurance agent execute 
the insurance certificate exactly as it is found in the Germantown Insurance Requirements.  
 
Also, enclosed are the Code of Ethical Conduct and Germantown Forward 2030 Strategic Plan for the City for your 
review.  The Organizational Profile for Corporate Sustainability Form is also included and should be returned with 
above documents. 
 
Additionally, as set forth on Page “SC-2” of SPECIAL CONDITIONS, of the SPECIFICATION BOOKLET, you are 
required to present at the Pre-Construction Conference: 

1. A general sequence of operations (schedule of work), including major work items along with anticipated 
completion dates and present  

2. A list of all sub-contractors to be used in the execution of the work under this project at the Pre-Construction 
Conference. 

3. ADDITIONAL INFORMATION AS REQUESTED BY PROJECT MANAGER 
Failure to present these documents as required at the Pre-Construction Meeting will result in the Notice to Proceed 
being withheld until all required information has been received. 
 
You have fifteen (15) days to return the above required documents, properly executed, to the City of 
Germantown. 
 
Congratulations on being the successful bidder for this project. 
 
Sincerely, 
 
Cathryn Perdue 
Director Procurement & Risk  
 
Enclosure 
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1930 South Germantown Road    Germantown, Tennessee 38138-2815
Phone (901) 757-7200  Fax (901) 757-7292  www.germantown-tn.gov  

NOTICE TO PROCEED 
 
 
To:                                                              Date:                                                       
      (Contractor) 
                                                                  
                                                                  
                                                                   Project:                                                   

                                                   
                                                   

 
Relative to the above referenced project, this is your official Notice to Proceed within             (   ) consecutive 
calendar days of the date hereof and to complete the work within the time specified in the Contract and 
Agreement entered into by you and the City. 
 
 

CITY OF GERMANTOWN 
 

By:                                                                                   
 
Title:                                                                                

 
 
ACCEPTANCE OF NOTICE TO PROCEED 
 
Receipt of the above NOTICE TO PROCEED 
 
is hereby acknowledged by                                                    

(Typed or Printed Name of Contractor)                     
 
this the           day of       2025. 
 
By:       
 
Title:                                                                      
 
Substantial Completion Date: ________________________________________ 

 
NOTE:  The Contractor must promptly sign and return to the City of Germantown a copy of this 
Notice to Proceed. 
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NOTICE OF PROJECT ACCEPTANCE 

 
City of Germantown 

Procurement Department 
1930 South Germantown Road 
Germantown, Tennessee 38138 

 
 
 

       Date: _______________________________ 
       Contract Number: ____________________ 
       Project Name: _______________________ 
       Contractor: __________________________ 
 
 
 
 
 
This is to advise you that all items set forth on the Punch List for the project referenced above have been 
completed to our satisfaction, and the project is accepted by the City of Germantown on 
_________________. 
 
 
 
 
 
CITY OF GERMANTOWN 
 
By: _______________________ 
Name: ____________________ 
Title: ______________________ 
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GENERAL PROVISIONS 

 
1. DEFINITIONS: 

 
 A. The word “OWNER” means the City of Germantown. 
 
 B. The word “ENGINEER” means the City Engineer, Consultant Engineer or Architect of Germantown. 
 
 C. The word “INSPECTOR” means a City of Germantown inspector. 

 
D. The word “CONTRACTOR” means the successful BIDDER and/or assigned representative to whom 

the contract is awarded. 
 

E.  The words “install”, “furnish”, “provide”, or words of like import mean the CONTRACTOR shall install, 
furnish, or provide, and similarly, the words “approved”, “authorized”, “required”, “satisfactory”, 
“acceptable”, or words of like import mean approved by, authorized by, required by, satisfactory to, 
or acceptable to the ENGINEER, unless otherwise expressly stated. 

 
F.  The words “indicated”, “shown”, “detailed”, or “scheduled” mean indicated, shown, detailed, or 

scheduled on the contract drawings, unless otherwise expressly stated. 
 

G.  The word “work” means the labor, materials, equipment, supplies, and services to be furnished under 
the contract, and the performing of all duties and obligations required by the contract documents. 

 
H.  The word “submit” means the CONTRACTOR shall submit to the ENGINEER for approval, unless 

otherwise expressly stated. 
 

 I.  The word “Provide” means the CONTRACTOR shall furnish and install, complete and ready for use, 
unless otherwise expressly stated. 

 
J.  The word “selected” means selected by the ENGINEER, unless otherwise expressly stated. 
 
K.  The term “substantial completion” means the stage in the progress of the Work when the Work or 

designated portion thereof is sufficiently complete in accordance with the Contract Documents so 
that the OWNER can occupy or utilize the Work for its intended use. 

 
 

2. ENGINEER’S DECISION: 
 

The ENGINEER shall in all cases determine the amount, quality, acceptability, and fitness of the 
several kinds of finished work and materials which are to be paid for hereunder, and shall decide all 
questions which may arise as to fulfillment of this contract on the part of the CONTRACTOR, and 
the ENGINEER’S interpretation of the contract and the ENGINEER’S determination and decision 
thereto shall be final and conclusive.  Such determinations and decisions, in case any question 
arises, shall be a condition precedent to the CONTRACTOR’S right to receive any money hereunder.  
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The ENGINEER shall have the right to correct all clerical, mathematical, or minor errors or omissions 
in the specifications when such corrections are necessary for the proper coordination of the contract 
documents. 

 
3. INSPECTOR’S RESPONSIBILITY: 

 
The INSPECTOR will visit the job periodically to see that the terms of the plans and specifications 
are being performed in general accordance with the Contract Documents.  Should the INSPECTOR 
be needed by the CONTRACTOR or his representative, these individuals may call the CITY OF 
GERMANTOWN DEPARTMENT OF COMMUNITY DEVELOPMENT to arrange a time that the 
INSPECTOR will confer with the CONTRACTOR about any aspect of the job, but the INSPECTOR 
will not give instructions to the CONTRACTOR.  The CONTRACTOR will be responsible for 
compliance with the plans and specifications and all requirements of the Contract.  The INSPECTOR 
may advise the CONTRACTOR or his representative that changes in the work should be 
accomplished.  The INSPECTOR, acting through the authority of the Engineer, can reject work which 
clearly does not meet the requirements of the City. 

 
4.  CONTRACTOR’S RESPONSIBILITY: 

 
A. From commencement until completion and final acceptance by the OWNER, the work under this 

Contract shall be under the charge and control of the CONTRACTOR.  During such period of control 
by the CONTRACTOR, all risks in connection with the construction of the work and the materials to 
be used therein shall be borne by the CONTRACTOR. 

 
B. The CONTRACTOR shall be fully responsible for the safety and protection of all  

 persons and of all work and material connected with his contract until the project is finally accepted 
by the OWNER.  The CONTRACTOR shall use proper precautions to fully protect all persons, his 
own work and that of others, and the property of the OWNER and others from injury and damage, 
and at his own expense he shall be liable for injury to all persons and shall make good all damage 
and injury to property belonging to the OWNER and others caused by himself and his employees 
through negligence, carelessness, or any other cause. 

 
C. The OWNER and ENGINEER shall not be responsible for the methods and means  

employed by the CONTRACTOR in the performance of the CONTRACTOR’S work.  The ENGINEER 
shall have no responsibility for the safety of the workmen and others who may be injured during the 
course of the CONTRACTOR’S work. 

 
D. The CONTRACTOR must have a designated representative available on short notice  

who is capable of making decisions and giving directions at any time there is work ongoing. 
 
5. SITE OF THE WORK:  

 
A. Each CONTRACTOR submitting a bid or a proposal on this project and each Subcontractor 

estimating and furnishing a bid under any division and/or section of this Contract to the 
CONTRACTOR shall visit the site of the work and examine its present condition to inform himself as 
to the nature and scope of all work to be done and all difficulties that may be involved therein. 
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B. The submission of a bid or a proposal by the CONTRACTOR to the OWNER or a bid furnished by a 

Subcontractor to the CONTRACTOR shall be accepted as evidence that the examination referred to 
in 5A above has been made and that all difficulties encountered have been provided for in his 
proposal or bid.  Later foreseeable claims for extra compensation for labor, materials, and equipment 
will therefore not be recognized by the OWNER. 

 
6.  CONTRACTOR’S SUPERVISION: 

 
A. The CONTRACTOR, or his duly authorized agent with authority to control the work, shall be present 

at the site whenever the work is in progress.  The CONTRACTOR’S authorized agent shall meet 
with the approval of the ENGINEER. 

 
B. The OWNER reserves the right to require the removal from the Project of the Superintendent or any 

other employee of the CONTRACTOR if, in the ENGINEER’S judgment, such removal is necessary 
to protect the OWNER’S interest. 

 
7. CARE OF THE WORK: 

 
A. The CONTRACTOR shall indemnify and save harmless the OWNER, the ENGINEER, their agents, 

and their employees from all claims, suits, or proceedings of any nature whatsoever which may be 
brought against the OWNER, the ENGINEER, their agents, or their employees on account of any 
injuries to persons or property received from the CONTRACTOR or his agents or servants.  See also 
Paragraph 24 B hereinafter. 

 
B. The CONTRACTOR shall be responsible for the proper care and protection of all materials delivered 

and work performed until completion and final acceptance of the project. The CONTRACTOR shall 
provide adequate barricades and warning signs to properly protect his work and to safeguard the life 
and property of others.  Barricades, open trenches, etc. shall be properly illuminated with flares 
and/or blinking lights at night.  All Traffic Control/warning devices used shall conform with Section VI 
of the Manual of Uniform Traffic Control Devices. 

  
8.  SCHEDULE OF WORK: 

 
A.  Before beginning work, the CONTRACTOR shall submit a construction schedule to the ENGINEER 

for approval.  In general, the CONTRACTOR’S work shall be so scheduled as to interfere as little as 
possible with the operations of the OWNER and other contractors.  All work shall be performed after 
7:00 a.m. and before 6:00 p.m., local time, Monday through Saturday unless a specific requirement 
for overtime work is included elsewhere in the Contract Document, or is specifically granted by the 
ENGINEER.  No work shall be performed on a Sunday without the express permission of the 
ENGINEER. 

 
C.  The OWNER will use the CONTRACTOR’S work schedule to prepare notification to individual 

property owners of the general date(s) that they may expect work to be performed in areas adjoining 
their property.  It will be the CONTRACTOR’S responsibility to keep the City advised of any significant 
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changes in the work schedule in a timely manner so that the affected private property owners may 
be kept informed. 
 
 

 
9.  WORKMANSHIP, TOOLS AND CONSTRUCTION EQUIPMENT: 

 
A. All work shall be performed in a finished and workmanlike manner, and in accordance with the best 

recognized trade practices. 
 

B. The CONTRACTOR shall provide and maintain in good operating condition all tools and construction 
equipment necessary for the satisfactory performance of the work.  Inadequate, unsuitable, 
defective, worn out, or otherwise unsatisfactory tools and construction equipment shall be removed 
from the site and replaced with satisfactory tools and construction equipment or the proper repairs 
shall be made or the unsatisfactory conditions shall be remedied. 

 
10.  CODES, ORDINANCES, REGULATIONS, LAWS, PERMITS, LICENSES AND FEES: 
 
A.  The CONTRACTOR shall comply with all City, County, State and Federal codes, ordinances, 

regulations and laws applicable to the work to be done and applicable to the use of public streets, 
alleys and highways.  Such codes, ordinances, regulations and laws shall be considered as minimum 
requirements, and everything shown or specified in the Contract Documents in excess of these 
minimum requirements shall be installed in excess thereof, as shown or specified.  No instructions 
given in the Contract Documents shall be construed as an authorization to violate any code, 
ordinance, regulation or law. 

 
B.  Before beginning work, the CONTRACTOR shall obtain and pay for all licenses and permits required 

to perform work covered by this contract, shall obtain and pay for all necessary inspections by all 
applicable authorities, and shall include their cost in the bid price.  Whereas certain parts of the work 
may require the approval of public or other authorities, all work shall be subject to the ENGINEER’S 
decision before proceeding with the portion of the work involved. 

 
11.  DRAWINGS AND SPECIFICATIONS: 
 
A.  The drawings accompanying these specifications, and forming a part thereof, are listed elsewhere 

and, together with the specifications, they cover the work to be performed under the Contract.  The 
CONTRACTOR and each Subcontractor employed on this work shall carefully examine all contract 
drawings and read all specifications.  They will be bound by all things therein affecting their special 
work no matter under what heading they may appear. 

 
B. The drawings and specifications are intended to cover a complete project ready for use, and all items 

necessary for a complete and workable job shall be furnished and installed.  All minor items not 
specifically covered by the drawings and specifications but required in the construction of the project 
shall be furnished and installed as though shown or specified.  This is not intended to cover major 
items of equipment or labor not shown or specified, but it is intended and will be interpreted to cover 
all miscellaneous labor, parts, devices, accessories, controls, and appurtenances which are: required 
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by all applicable codes, ordinances, laws, and regulations; required to complete and place the project 
in satisfactory operation; and required for a first class job that is complete in every respect. 

 
C.  The drawings and specifications are mutually explanatory and supplementary, and all features 

covered in one and not in the other shall have the same force and effect as though covered in both.  
In the event of any conflicts between the drawings and specifications, the ENGINEER’S decision 
shall govern.  Should any error, discrepancy, or variance be discovered in the drawings or 
specifications by the Contractor or his Subcontractor, the CONTRACTOR shall immediately notify 
the ENGINEER before beginning the work and submit the question to the ENGINEER for his 
interpretation and decision.  The ENGINEER will be governed by the overall meaning of the 
documents. 

 
D. The CONTRACTOR shall keep at least one copy of all drawings and specifications on the project 

site in good condition and available to the ENGINEER and to his representatives at all times. 
 
E. No deviations from the drawings and specifications shall be made without the ENGINEER’S prior 

written approval. 
 
F.  The GENERAL PROVISIONS and the SPECIAL CONDITIONS shall apply to every division and/or 

section of the STANDARD SPECIFICATIONS, as fully as if quoted verbatim therein. 
 
12.  STANDARD PUBLICATIONS: 
 
  Wherever in these documents reference is made to standard specifications, standards, codes, or 

other standard publications, such as “ASTM” (American Society for Testing and Materials), 
“AASHTO” (American Association of State Highway and Transportation Officials), “ANSI” (American 
National Standards Institute), “AWWA” (American Waterworks Association), “ACI” (American 
Concrete Institute), “AISC” (American Institute of Steel Construction), “AWS” (American Welding 
Society), Federal Specifications, “NEC” (National Electrical Code), or others, in all cases the latest 
published editions of such referenced standard publications in effect at the time of receipt of bids 
shall apply. 

 
13.  STANDARD EQUIPMENT AND EQUIPMENT INSTALLATION: 
 

Except where special equipment is required, it is the general intent of the STANDARD 
SPECIFICATIONS that manufacturers’ standard equipment shall be furnished.  Minor variations from 
the Technical Specifications to accommodate manufacturers’ standard equipment will be 
permissible, provided that the proposed equipment complies substantially with the STANDARD 
Specifications and that it will accomplish the required results, all to the ENGINEER’S satisfaction. 

 
14.  STANDARDS FOR MATERIALS: 
 
A.  All materials shall be new, unless used or salvaged materials are authorized by the ENGINEER. 
 
B.  The use of manufacturers’ names and catalog numbers in these specifications or on the drawings 

indicates the type, size, rating, capacity, design, quality, or kind of materials required, and a closed 
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specification is not intended, and similar and equal products of any reputable manufacturer which 
will satisfactorily perform the required functions will be acceptable, unless otherwise indicated by the 
words NO SUBSTITUTES, or unless otherwise specifically stated.  The ENGINEER reserves the 
right to reject all materials which he deems not equal to those specified, or which he decides will not 
satisfactorily perform the required functions. 

 
C.  As promptly as possible after award of contract, and prior to the purchase of materials, the 

CONTRACTOR shall submit to the ENGINEER for approval a complete list of all proposed materials.  
The CONTRACTOR shall include with such list complete catalog data and descriptive literature of 
all materials.  

 
15.  SAMPLES: 
 
  The CONTRACTOR shall furnish to the ENGINEER for approval all samples as specified or 

requested.  Unless otherwise specified, the CONTRACTOR shall submit duplicate samples of 
adequate size showing quality, type color range, finish, texture, or other specified features.  The work 
shall be in accordance with approved samples. 

 
16.  MATERIALS, SERVICES AND FACILITIES:  
 
  Except as otherwise specifically stated in the Contract Documents, the CONTRACTOR shall provide 

and pay for all materials, labor, tools, equipment, water, light, power, transportation, 
superintendence, temporary construction of every nature, and all other services and facilities of every 
nature whatsoever necessary to execute, complete and deliver the work within the specified time. 

 
17.  INSPECTION AND TESTING OF MATERIALS: 
    

Where specifically provided for in the specifications, the inspection and testing of materials and 
finished articles to be incorporated in the work at the site shall be made by bureaus, laboratories, or 
agencies approved by the ENGINEER.  The cost of such inspection and testing shall be paid by the 
CONTRACTOR.  The CONTRACTOR shall furnish evidence satisfactory to the ENGINEER that the 
materials and finished articles have passed the required tests prior to the incorporation of such 
materials and finished articles in the work.  The CONTRACTOR shall promptly segregate and 
remove rejected materials and rejected finished articles from the site of the work. 

 
18.  PATENTS: 
 
  The CONTRACTOR shall hold and save harmless the OWNER and its officers, agents, servants, 

and employees from liability of any nature or kind, including cost and expenses for or on account of 
any patented or unpatented invention, process, article, or appliance manufactured or used in the 
performance of the contract, including its use by the OWNER, unless otherwise specifically stipulated 
in the Contract Documents. 
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19.  ACCURACY OF DATA AND INTERFERENCES: 
 
A.  Before beginning any work, the CONTRACTOR shall examine carefully the site of the work and all 

contract drawings, and shall verify all dimensions, elevations, and all existing conditions. 
 
B.  All work shall be installed to conform as nearly as possible with the dimensions, elevations, locations, 

and arrangements indicated, with only such minor adjustments as necessary to coordinate the work 
of the various trades and specification divisions and/or sections:  coordinate the work of this contract 
with that of other contracts;  accommodate the actual equipment furnished;  avoid all interferences 
between the various parts of the work; and accommodate existing conditions which may differ from 
those indicated.  Any and all parts of the work installed under this contract which interfere with other 
parts of the work or other contracts or which deviate from the drawings and specifications without 
the ENGINEER’S prior approval shall be altered by the CONTRACTOR, at his own expense, to clear 
such interferences or to comply with the drawings and specifications.  All interferences or 
discrepancies which may be discovered or anticipated shall be reported promptly to the ENGINEER 
for decision before proceeding with the work.  The ENGINEER shall have the privilege of authorizing 
minor changes without additional cost, provided that such changes are made prior to the 
commencement of work on the item involved. 

 
20.  LINES, GRADES, STAKES, AND TEMPLATES: 
 
A.  At his own expense, the CONTRACTOR shall furnish all stakes, templates, patterns, platforms, and 

labor which may be required in setting and cutting or laying out each part of the work. 
 

B.  Upon CONTRACTOR’S request, the ENGINEER will furnish locations and bench marks reasonably 
necessary for the execution of the work.  The CONTRACTOR shall furnish all lines and grades and 
will be held responsible for the proper execution of the work to such lines and grades.  Lines and 
grade stakes which are destroyed shall be replaced by the CONTRACTOR at his own expense. 

 
21.  LAND ACQUISITIONS AND RIGHTS OF WAY: 
 
  The properties on which the items included in the contract are to be located will be provided by the 

OWNER without cost to the CONTRACTOR, and all rights-of-way and easements across private or 
public property required for the installation of the work will be obtained by the OWNER.  The OWNER 
will make every effort to obtain easements and rights-of-way in sufficient time to allow work to 
progress in an orderly and expeditious manner. Failure on the OWNER’S part to obtain rights-of-way 
and easements in sufficient time to cause no interference with the progress of the work will be 
considered as just cause for allowing extensions of time to the CONTRACTOR in accordance with 
the time lost because of the lack of rights-of-way and easements. 

 
22.  CONTRACT SECURITY:   
 
A.  The CONTRACTOR shall furnish Performance and Payment Bonds as security for the faithful 

performance and payment of all his obligations under the contract documents.  These bonds shall 
be in amounts as shown in the Instructions to Bidders and in the form and with sureties acceptable 
to the OWNER. 
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B.  The OWNER shall have the right to waive the surety bond requirements, in which case the 

CONTRACTOR shall reduce his bid price in the amount of the CONTRACTOR’S cost for such 
security. 

 
23.  WAGE RATES: 
 
  The CONTRACTOR shall pay at least the minimum wage rates established by law.  Such wage rates 

are minimum rates only, and the OWNER will not consider any claims for additional compensation 
made by their CONTRACTOR because of payment by the CONTRACTOR of any wage rates in 
excess of minimum rates, nor will the OWNER consider any claim for additional compensation made 
by the CONTRACTOR because of wage increases established by law during the life of the contract. 

 
24.  SUBCONTRACTING: 
 
A.  The CONTRACTOR shall not award any subcontract to any Subcontractor without the ENGINEER’S 

prior approval.  Only those Subcontractors of proven ability whose reputation is known to the 
ENGINEER for executing first-class work will be approved.  The ENGINEER’S approval will not be 
given until the CONTRACTOR submits to the ENGINEER an itemized written statement designating 
the name of each Subcontractor and the amount of each subcontract.  This statement shall also 
designate the items of the contract which the CONTRACTOR proposes to execute directly with his 
own organization.  The amount of these items, combined with the amounts of the various subcontract 
proposals, shall correspond to the contract price for the entire project.  The contract will not be signed 
until all subcontractors have been approved. 

 
B.  The CONTRACTOR shall be as fully responsible to the OWNER for the acts and omissions of his 

Subcontractors, and of persons either directly or indirectly employed by them, as he is for the acts 
and omissions of persons directly employed by him. 

 
C.  The CONTRACTOR shall cause appropriate provisions to be inserted in all subcontracts relative to 

the work to bind Subcontractors to the CONTRACTOR by the terms of the General Provisions and 
other Contract Documents insofar as applicable to the work of Subcontractors, and give the 
CONTRACTOR the same power to terminate any subcontract that the OWNER may exercise over 
the CONTRACTOR under any provisions of the Contract Documents. 

 
D.  Nothing contained in this contract shall create any contractual relation between any Subcontractor 

and the OWNER. The contractual relationship shall exist between the OWNER and the 
CONTRACTOR only.  It is the CONTRACTOR’S duty, in his own interest, to enter into sub 
contractual agreements in strict accordance with all provisions of the Contract Documents.  The 
failure of the CONTRACTOR to make the proper agreements with his Subcontractors and suppliers 
shall in no way relieve the CONTRACTOR of his responsibilities and obligations to the OWNER. 

 
E.  The Standard Specifications are grouped under the various divisions and/or sections for convenience 

of reference only. Each trade involved is not necessarily represented by a separate specification 
division and/or section, but rather, such divisions and/or sections are arbitrary and the 
CONTRACTOR will be permitted to allot portions of the work to Subcontractors at his own discretion, 
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subject to the requirements of this Article 24 of the General Provisions, regardless of grouping of the 
specifications.  It shall be the sole responsibility of the CONTRACTOR to settle definitely with each 
Subcontractor the portion of the work which each Subcontractor will be required to do.  Neither the 
OWNER nor the ENGINEER will assume any responsibility whatsoever for any claims or disclaims 
by any of the Subcontractors or trades concerning the responsibility for performing any particular 
portion of the work, or jurisdiction over any particular type of work. 

 
F.  The CONTRACTOR and all Subcontractors for the various branches of work employed on the project 

shall cooperate fully with each other to facilitate the progress of the work, and to avoid all 
interferences between the various parts of the work. 

 
G.  Whenever his work is in progress, each Subcontractor shall have present at the job site a Job 

Superintendent, foreman, or other duly authorized agent with authority to control the Subcontractor’s 
work.  This duly authorized agent shall meet with the approval of the ENGINEER.  The ENGINEER 
reserves the right to remove from the project the Subcontractor’s agent or any other employee of the 
Subcontractor, if, in the ENGINEER’S judgment, such removal is necessary to protect the OWNER’S 
interest. 

 
25.  PAYMENTS BY CONTRACTORS: 
 
  The CONTRACTOR shall pay: 
 

(l) for all transportation and utility services not later than the twentieth (20th) day of the calendar 
month following that in which such services are rendered; 

 
(2) for all materials, tools, and other expendable equipment to the extent of  ninety-five percent 

(95%) of cost thereof not later than the twentieth (20th) day of the calendar month following 
that in which such materials, tools, and equipment are delivered to the project site; and 

 
(3) to each of his Subcontractors, not later than the fifth (5th) day following each payment to the 

CONTRACTOR, the respective amounts allowed the CONTRACTOR on account of the work 
performed by his Subcontractor, to the extent of each Subcontractor’s interest therein. 

 
26.  TIME FOR COMPLETION FOR WEATHER DELAYS: 
 
A.  WET CONDITIONS: The required time of completion is given in calendar days in the BID.  It is 

expressly understood and agreed, by and between the Contractor and the Owner, that the time for 
completion of the work described in the Contract Documents is a reasonable time for completion of 
the same, taking into consideration the average climatic range and usual lost time due to normal 
seasonal weather in this locality. 

 
Time for completion in the Contract Documents includes the average number of days that are lost 
due to wet conditions.  The table below shows the average number of days lost in each month due 
to wet conditions on outdoors civil projects, as heretofore determined by the Memphis and Shelby 
County Airport Authority and the Associated General Contractors Association, and it will be used to 
calculate additional time that will be allowed for time lost due to wet conditions. 
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For the purpose of consistency, the parties hereby agree that they will use the information contained 
in the table below as a guide, regardless of any differences in the weather at the site of the Project 
and the Memphis International Airport.  The information in the table below was developed by the 
Associated General Contractors Association and the Memphis and Shelby County Airport Authority 
to determine a standard for wet conditions that stop outside work.  The table below is not simply a 
summary of days that it rained, rather, the table shows the average number of days lost in each 
month due to wet conditions on outdoor civil projects as heretofore determined by the aforesaid 
parties in relation to one or more outdoor civil projects.  This table will be used to calculate additional 
time that will be allowed for time lost due to wet conditions.  The OWNER and the CONTRACTOR 
agree that it is an acceptable standard and agree to abide by it. 

 
     AVERAGE DAYS LOST TO 
  MONTH   NORMAL WET CONDITIONS* 

 
  January ………………………………………………… 11.55 
  February ……………………………………………….. 14.40 
  March ………………………………………………….. 7.45 
  April …………………………………………………… 8.40 
  May ……………………………………………………. 7.50 
  June ……………………………………………………. 7.25 
  July …………………………………………………….. 5.95 
  August …………………………………………………. 4.85 
  September ……………………………………………… 5.90 
  October ………………………………………………… 6.50 
  November ……………………………………………… 14.85 
  December ………………………………………………. 14.50 

 
*Determined by the Memphis and Shelby County Airport Authority in conjunction with the Associated 
General Contractors Association based on ten (10) consecutive years of Shelby County weather 
data.  The total contract time includes these days that are expected to be lost each month. 
 
Because the Contract Documents prohibit work on Sunday, and because the average number of 
days of wet weather in the above chart are based on all days of the month and Sundays might or 
might not be one of such days, to maintain a fair standard for purposes of calculating wet weather 
days, it will be assumed that an additional two (2.0) wet weather days occurred during each month. 

 
B. ICE, STANDING SNOW AND FROZEN GROUND:  In addition to the work being  delayed due to 

wet conditions (see A. above), it is recognized that the work may also be  delayed due to certain 
conditions relating to ice, snow and frozen ground.  Loss of working time may also be claimed and 
allowed for such conditions in accordance with the provisions of this paragraph.  The average number 
of days lost per month in this locality due to ice, standing snow and frozen ground conditions shall 
be considered to be zero.  Lost days due to ice, standing snow and frozen ground conditions may 
be claimed, however, if it is caused by one or more of the following conditions which prevent outside 
construction activity or access to the site within a 24-hour period: 
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1. Ice which does not melt on a substantial portion of the project by 10 a.m.; 
2. Temperatures which do not rise above 32 degrees Fahrenheit by 10 a.m.; or 
3. Standing snow in excess of one inch (1.00”). 

 
C.  FURTHER PROVISIONS REGARDING TIME FOR COMPLETION: 
 
  (a) A weather delay day may be counted only if worse than average weather prevents work on 

the project for fifty percent (50%) or more of the CONTRACTOR’S scheduled work day. 
 
  (b) The  CONTRACTOR must submit a Daily Job Site Work Log showing which and to what 

extent construction activities have been affected by weather on a monthly basis. 
 
  (c) The CONTRACTOR must submit actual weather data to support a claim for the time 

extension obtained from the nearest NOAA weather station or other independently verified 
source approved by the Owner at the beginning of the project. 

 
  (d) The CONTRACTOR must maintain a rain gauge, thermometer and clock at the job site and 

keep daily records of precipitation, temperature and the time of each occurrence throughout 
the project. 

 
  (e) The CONTRACTOR must organize the claim documentation to facilitate its evaluation on 

the basis of calendar month periods and submit it monthly to the Owner. 
 
  (f) If an extension of the contract time is appropriate, it shall be affected in accordance with the 

provisions of Paragraph 27. 
 
  (g) No extra cost will be incurred by the OWNER for any extra time increase to the contract. 
 
  EXAMPLE: The following example is given for further clarification of how extra time for wet 

conditions and/or ice, standing snow or frozen ground is to be calculated.  If wet conditions were to 
occur for a total of sixteen (16) days during the month of January, then the extra contract time allowed 
would be 16 days minus 11.55 days (from table in 26.A.), or 4.45 days, which may be rounded up to 
the nearest whole day, or 5.0 days, plus 2.0 additional wet weather days for a total of 7.0 days.  Also, 
if during that same month there was standing snow or any combination of conditions as in B. above 
for three (3) days, then the Contractor would be allowed an extra 3.0 days in addition to the 7.0 days 
for wet conditions.  The Contractor would get a total of 10.0 extra days.  No extra cost will be incurred 
by the Owner for any extra time increase to the Contract. 

 
27.  CHANGE OF CONTRACT TIME 
 
  The contract time may only be changed by a change order or by a written amendment.  Any claim 

for an adjustment in the contract time shall be based on written notice submitted by the 
CONTRACTOR within thirty (30) days after the event which caused the delay.  The OWNER will 
render a decision on such a claim within thirty (30) days, and if the OWNER does not render a 
decision, a decision denying the claim shall be deemed to have been issued thirty-one (31) days 
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after the claim was received.  No extra cost will be incurred by the OWNER for any extra time 
increase to the Contract. 

 
28.  LIQUIDATED DAMAGES: 
 
A.         It is hereby understood and mutually agreed, by and between the CONTRACTOR and the OWNER, 

that the date of beginning and the time for completion as specified in the Contract for the work to be 
done hereunder are ESSENTIAL CONDITIONS of this contract and that TIME IS OF THE ESSENCE 
with respect to this contract; it is further mutually understood and agreed that the work embraced in 
this Contract shall be commenced not later than a date to be specified in the “Notice to Proceed”. 

 
B. The CONTRACTOR agrees that said work shall be processed regularly, diligently and 

uninterruptedly at such rate of progress as will ensure full completion thereof within the time 
specified.  It is expressly understood and agreed, by and between the CONTRACTOR and the 
OWNER, that the time for the completion of the work described herein is a reasonable time for the 
completion of the same, taking into consideration the average climatic range and usual conditions 
prevailing in this locality.  If the CONTRACTOR shall neglect, fail or refuse to complete the work 
within the time herein specified, or any proper extension thereof granted by the OWNER, then the 
CONTRACTOR does hereby agree, as a part consideration for the awarding of this contract, to pay 
the OWNER the amount stated in the BID per day, not as a penalty, but as liquidated damages, for 
such breach of contract, for each and every calendar day that the CONTRACTOR shall be in default 
after the time stipulated in the contract for completing the work. 

 
C. The aforesaid amount is fixed and agreed upon by and between the CONTRACTOR and the 

OWNER because both parties recognize that the OWNER and its citizens will suffer actual damages 
if the CONTRACTOR fails to complete the work within the time specified herein but such damages 
are indeterminable and difficult to measure at the time of contracting.  In making their agreement 
regarding liquidated damages, the parties have considered, among other things:  (a) that this is a 
public project, i.e. a project being built by the OWNER for the benefit of and use by its citizens and 
the public generally, and that any delay in its scheduled completion will cause damages to those 
persons anticipated to use the project, which will be difficult to measure; and (b) that the OWNER’S 
staff will be required to monitor the CONTRACTOR throughout the pendency of construction, and 
the longer that construction takes, the longer the owner will be required to devote the services of its 
personnel and, in some instances employ the services of its consultants, all at additional expense to 
the OWNER.   The CONTRACTOR recognizes the foregoing, and agrees that the amount of 
liquidated damages fixed and agreed upon herein is a reasonable estimate made at the inception of 
the Contract and agrees that such is not a penalty.  

 
D. It is further agreed that time is of the essence of each and every portion of this contract and of the 

SPECIFICATIONS wherein a definite and certain length of time is fixed for the performance of any 
act whatsoever.  Where under the Contract an additional time is allowed for the completion of any 
work, the new time limit fixed by such extension shall be of the essence for this Contract.  The 
CONTRACTOR shall not be charged with liquidated damages or any excess cost when the OWNER 
determines that the CONTRACTOR is without fault and the CONTRACTOR’s reason(s) for the time 
extension are acceptable to the OWNER.  The CONTRACTOR shall not be charged with liquidated 
damages or any excess cost when the delay of completion of the work is due: 
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(a) to unforeseeable cause beyond the control and without the fault or negligence of the 

CONTRACTOR; or 
 

       (b) to any delays of SUBCONTRACTORS or suppliers occasioned by any of the causes 
specified in subsection (a) immediately above. 

 
Provided, however, that the CONTRACTOR shall, within ten (10) days from the beginning of such 
delay, notify the OWNER in writing of the causes of the delay.  The OWNER shall then ascertain the 
facts and extent of the delay and notify the CONTRACTOR within a reasonable time of its decision 
in the matter. 

   
29.  NOTICES AND SERVICE THEREOF: 
 
A.  All notices, demands, requests, instructions, approvals and claims shall be in writing. 
 
B.  Each notice to or demand upon the CONTRACTOR shall be sufficiently given if delivered at the office 

of the CONTRACTOR shown by him in the BID (or at such other office as the CONTRACTOR may 
from time to time designate to the OWNER in writing), or sent via facsimile transmission to 
CONTRACTOR’S fax number, in each case addressed to such office. 

 
C.       Unless otherwise specified in writing to the CONTRACTOR, all papers required to be delivered to the 

OWNER shall be delivered to the ENGINEER, and each notice to or demand upon the OWNER shall 
be sufficiently given if delivered to the ENGINEER’S office  or sent via facsimile transmission to the 
OWNER’S fax number  In each case such shall be addressed to the ENGINEER or to such other 
representative of the OWNER or to such other address as the OWNER may subsequently specify in 
writing to the CONTRACTOR for such purposes. 

 
D. Each such notice or demand shall be deemed to have been given or made as of the time of actual 

delivery if delivered, or, in the case of facsimile transmissions, at the time when same are properly 
transmitted by telecommunication device. 

 
30. RIGHTS OF THE OWNER TO TERMINATE CONTRACT: 
 

If the CONTRACTOR should be adjudged bankrupt, or if he should make a general assignment for 
the benefit of his creditors, or if a receiver should be appointed for the CONTRACTOR or any of his 
property, or if he should persistently or repeatedly refuse or fail to supply enough properly skilled 
workmen or proper material, or if he should refuse or fail to make prompt payment to persons 
supplying labor or material for the work under the Contract, or persistently disregard instructions or 
fail to observe or perform any provisions of the OWNER’S instructions, or fail to observe or perform 
any provisions of the Contract Documents, or otherwise be guilty of a violation of any provision of 
the Contract Documents, then the OWNER may, by at least five (5) days prior written notice to the 
CONTRACTOR, without prejudice to any other rights or remedies of the OWNER under the 
circumstances, terminate the CONTRACTOR’S right to proceed with the work.  In such event, the 
Surety shall take over the work and prosecute it to completion, by contract or otherwise, and the 
Surety shall be liable for all costs in excess of the contract price.  In such case, the Surety may take 



 

 GP-15 GENERAL PROVISIONS 
 PAGE 15 of 21  
 
  

possession of, and utilize in completing the work, such materials, appliances, and plant as may be 
on the site of the work and necessary therefor.  The foregoing provisions are in addition to, and not 
a limitation of, the rights of the OWNER under all other provisions of the Contract Documents. 

 
31.  ASSIGNMENT OF CONTRACT: 
 
  The CONTRACTOR shall not assign the whole or any part of this Contract or any monies due or to 

become due hereunder without the OWNER’S written consent.  In case the CONTRACTOR assigns 
all or any part of any monies due or to become due under this Contract, the instrument of assignment 
shall contain a clause substantially to the effect that it is agreed that the right of the assignee in and 
to any monies due or to become due to the CONTRACTOR shall be subject to prior liens or claims 
of all persons, firms, and corporations for services rendered or materials supplied for the performance 
of the work called for in this Contract. 

 
32.  CLAIMS FOR EXTRA COST: 
 
  If the CONTRACTOR claims that any instructions by drawings or otherwise involve extra cost or an 

extension of time, he shall so notify the OWNER in writing within ten (10) days after the receipt of 
such instructions, and in all cases before proceeding to execute the work.  Thereafter, the procedure 
shall be the same as that described in Article 33, CHANGES IN WORK.  No such claim shall be valid 
unless it is made in accordance with the terms of Article 33. 

 
33.  CHANGES IN WORK: 
 
A.  At any time, by a written order and without notice to the sureties, the OWNER may make changes in 

the drawings and specifications of this Contract and within the general scope thereof.  In making any 
change, the charge or credit for the change will be determined by the OWNER by one of the following 
methods prior to the issuance of the order for the changed work: 

 
(l) Method l:  The order shall fix the total lump sum value of the change, and shall establish the 

amount which shall be added to or deducted from the contract price.  On all changes 
involving extras which will be added to the contract price, the price of the extras shall include 
the CONTRACTOR’S overhead and profit, which shall be as described in Method (4) below.  
On all changes which involve a new credit to the OWNER, no allowance for overhead and 
profit shall be figured, except as otherwise noted in Method (2) below; 

 
 
(2) Method 2:  If the change involves construction items for which unit bid prices are  

shown in the BID, the amount to be added to or deducted from the contract price shall be 
determined by multiplying the unit quantities of the items to be added or omitted by the 
corresponding unit bid prices for the items involved, without further allowance for 
CONTRACTOR’S overhead and profit; 

 
(3) Method 3:  If the work is performed on a unit price basis and the change involves adding 

construction items for which no unit prices are shown in the BID, the unit prices for the items 
involved shall be estimated by Method (l) above or Method (4) below, based upon cost data 
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of similar bid items.  The amount to be added to the contract price shall be determined by 
multiplying the unit quantities of the item to be added by this estimated unit price;   

 
(4) Method 4:  Upon the OWNER’S order, the CONTRACTOR shall proceed with the work and 

keep and present to the OWNER, in such form as the OWNER may authorize, a correct 
account of the total cost of the change, together with all vouchers therefor.  The total cost 
shall be determined as follows: 

 
 a. Compute the net cost of the change, which shall include:  direct labor and items 

incidental to labor, such as public liability insurance, workmen’s compensation 
insurance, and social security; materials and sales taxes on materials; the actual 
use of power tools and equipment; power; and pro-rata charges for foremen. 

 
b. Except as otherwise specified in Paragraph B below, compute an allowance for 

overhead and profit.  This allowance shall not exceed the following percentages of 
the net cost of the change as determined in Paragraph (4)a above:  for all work 
performed, an allowance of 10% overhead and 10% profit shall be allowed; and an 
additional allowance of a 5% handling charge may be allowed for work performed 
by a sub-contractor.  In no case shall the 10% overhead and 10% profit be applied 
to any work which has previously had these allowances added, nor shall the 5% 
handling charge be applied to any work which is not Subcontracted.  The 5% 
handling charge may be applied to the net cost of the change plus its allowable 
overhead and profit.  Among the items which may be considered as overhead are:  
bond or bonds; supervision; superintendents; timekeepers; clerks; watchmen; small 
tools; incidental job burdens; general office expenses; and insurance other than that 
noted in Paragraph (4)a above. 

 
c. The sum of the amounts computed in accordance with Paragraphs (4)a and (4)b 

above shall constitute the total cost of the Change Order, except as otherwise 
specified in Paragraph B below. 

 
B.  Where a cash allowance is included in the BID for authorized Contract Amendments or other 

purposes, the CONTRACTOR shall include in his total bid price all overhead, profit, and handling 
charges on the stated amount of the allowance.  On all changes in the work which are to be paid for 
by this allowance, the CONTRACTOR shall not add to the net cost of the change any additional 
overhead and profit or any handling charges.  However, if any part of such work is subcontracted, 
each Subcontractor and Sub-subcontractor may allow himself not more than 10% overhead and 10% 
profit, as described in Paragraph (4)b above, but shall not include any handling charges. 

 
C.  Where required by the OWNER, the CONTRACTOR shall furnish to the OWNER an itemized 

breakdown of the quantities and prices used in computing the value of each change that may be 
authorized. 

 
D.  In figuring changes, instructions for measurement of quantities as set forth in the specifications shall 

be followed. 
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E.  During the progress of the work, should the CONTRACTOR encounter, or the ENGINEER or 
OWNER discover, subsurface or latent conditions at the site differing materially from those shown 
on the drawings or indicated in the specifications, or unknown conditions of an unusual nature 
differing materially from those ordinarily encountered and generally recognized as inherent in work 
of the character provided for in the drawings and specifications, the ENGINEER’S attention shall be 
called immediately to such conditions before they are disturbed. The ENGINEER will thereupon 
promptly investigate the conditions.  If he finds that they do materially differ, with the written approval 
of the OWNER, the Contract will be modified to provide for the increase or decrease of cost and 
difference in time resulting from such conditions. 

 
34.  SANITARY FACILITIES: 
 
  Where satisfactory sanitary facilities are not available to the job, the CONTRACTOR shall construct 

and maintain, at his expense, temporary toilet facilities complying with all local health department 
requirements and satisfactory to the ENGINEER, and shall remove them after completion of the 
project. 

 
35.  CUTTING AND PATCHING: 
 
A.  Generally, cutting of new construction shall be avoided wherever possible by the proper coordination 

between the various trades, and by the placing of proper sleeves, inserts, bolts, and other items in 
the construction as the work progresses. 

 
B.  However, where subsequent cutting of new construction or cutting of existing construction is 

required, it shall be done in a neat, careful, and approved manner, without unnecessary or extensive 
damage to the construction involved, and only to such an extent that is reasonably necessary for the 
installation of the work. 

 
C.  All patching, repairing, and altering shall be done only by mechanics skilled in the various trades 

involved, using materials and workmanship to match those of the original construction in type and 
quality. 

 
D.  All existing construction which is disturbed or damaged in any way by the CONTRACTOR’S 

operations shall be restored at least to the conditions which existed before work was begun, unless 
otherwise indicated. 

 
36.  REMOVAL OF DEBRIS: 
 
  During the progress of the work, the CONTRACTOR shall remove and properly dispose of the 

resultant dirt and debris and keep the premises reasonably clear thereof.  Upon completion of the 
work he shall:  remove all construction equipment and unused materials provided for the work;  put 
all the buildings, structures, and premises in a neat and clean condition; and do all cleaning and 
washing required by the specifications. 

 
37.  USE OF COMPLETED WORK: 
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A.  The ENGINEER may accept a section or sections of a project before the entire project is completed.  
Such section(s) shall be of reasonable size, as determined by the ENGINEER, and shall be 
completed in full accordance with the Plans, Specifications and all other applicable provisions of the 
Contract.  The acceptance of a section or sections of a project shall in no way void or alter any of 
the terms of the Contract. 

 
B.  Upon written request to the CONTRACTOR, the OWNER may elect to place any one or more of the 

approved completed portions of the work in operation, in which event the OWNER shall assume 
complete and sole responsibility for those portions of the work covered in the written request; 
provided, however, that nothing contained herein shall relieve the CONTRACTOR of any liability with 
respect to defective workmanship and materials as provided for under Article 40, GUARANTEE, 
below. 

 
38.  STARTING, TESTING, AND ADJUSTING: 
 
  Upon substantial completion of all work under this contract and after the ENGINEER’S preliminary 

inspection thereof, the CONTRACTOR shall maintain one or more qualified competent workers on 
the job as required: to put the project in operation; to conduct all specified tests; to make all necessary 
corrections and adjustments to obtain specified, indicated, and satisfactory operation; and if a trial 
run is specified in SPECIAL CONDITIONS or the TECHNICAL SPECIFICATIONS, to cooperate with, 
assist, and instruct the OWNER’S representatives during the required trial run.  Failure of the 
CONTRACTOR to comply with this requirement of the contract shall be considered just cause for 
delaying final approval and acceptance of the work, delaying the commencement of the guarantee 
period, and withholding any and all funds which may then be due the CONTRACTOR. 

 
39.  TAXES: 
 
  The CONTRACTOR shall pay all applicable Federal, State and Local taxes and shall include the 

total amount of the taxes in the bid price. 
40.  GUARANTEE 
 
A.       All labor and material furnished by the CONTRACTOR covered by the drawings and specifications 

and official modifications thereof shall be guaranteed by the CONTRACTOR for a period of one (1) 
year from the date of final acceptance of the completed project by the OWNER.  All necessary repairs 
required during this period due to defective workmanship or material shall be made promptly by the 
CONTRACTOR without cost to the OWNER at times convenient to the OWNER.  An additional one 
(1) year guarantee period from the date of acceptance of the repaired item by the OWNER shall 
apply to any such repaired item. 

 
B.       The ENGINEER shall have the sole right to establish the beginning of the guarantee period for all 

portions of the project, and if so stated in the SPECIAL CONDITIONS or the STANDARD 
SPECIFICATIONS, the guarantee period shall not begin until a trial run has been completed with 
satisfactory operation, to be determined in the sole discretion of the OWNER, for the period of time 
stated in the SPECIAL CONDITIONS or the STANDARD SPECIFICATIONS.  It shall be the 
CONTRACTOR’S duty to make all final adjustments, perform all miscellaneous clean-up work, and 
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conduct all specified performance tests.  Final acceptance will not be given until the completion of 
all final adjustments, clean-up work, and tests. 

 
C.  Where certain portions of the project are placed in use before the entire project is completed, the 

guarantee period for the equipment or items placed in use shall begin prior to the acceptance date 
of the entire project. 

 
41.  SAFETY AND HEALTH REGULATIONS 
 
A.  The CONTRACTOR shall comply with the Department of Labor Safety and Health Regulations for 

construction promulgated under the Occupational Safety and Health Act of 1970 (PL 91-596) and 
under Section 107 of the Contract Work Hours and Safety Standards Act (PL 91-54). 

 
B.  Authorized representatives of the Department of Labor shall be permitted free access to the project 

for inspections. 
 
42. ARCHITECTURAL PROVISIONS: 
 

The following provisions shall be applicable in the event that a licensed architect is involved with the 
Project: 

 
A. The drawings, specifications and other documents prepared by the ARCHITECT are instruments of 

the ARCHITECT’S service through which the Work to be executed by the CONTRACTOR is 
described.  The CONTRACTOR may retain one contract record set.  Neither the CONTRACTOR nor 
any Subcontractor, Sub-subcontractor or material or equipment supplier shall own or claim a 
copyright in the drawings, specifications and other documents prepared by the ARCHITECT, and 
unless otherwise indicated the ARCHITECT shall be deemed the author of them and will retain all 
common law, statutory and other reserved rights, in addition to the copyrights.  All copies of the 
drawings, except the Contractor’s record set, shall be returned or suitably accounted for to the 
ARCHITECT, on request, upon completion of the work.  The drawings, specifications and other 
documents prepared by the ARCHITECT, and copies thereof furnished to the CONTRACTOR are 
for use solely with respect to this Project.  They are not to be used by the CONTRACTOR or any 
Subcontractor, Sub-subcontractor or for additions to this Project outside the scope of the Work 
without the specific written consent of the OWNER and ARCHITECT.  The CONTRACTOR, 
Subcontractors, Sub-subcontractors and material or equipment suppliers are granted a limited 
license to use and reproduce applicable portions of the drawings, specifications and other documents 
prepared by the ARCHITECT appropriate to and for use in the execution of Work under the Contract 
Documents.  All copies made under this license shall bear the statutory copyright notice, if any, 
shown on the drawings, specifications and other documents prepared by the ARCHITECT.  Submittal 
or distribution to meet official requirements or for other purposes in connection with this Project is 
not to be construed as publication in derogation of the ARCHITECT’S copyright or other reserved 
rights.  PROVIDED, HOWEVER, notwithstanding any provision in this Section 42.A to the contrary, 
it is understood and agreed that the OWNER shall be the owner of all drawings, specifications and 
other documents prepared by the ARCHITECT for this Project and that the OWNER may make any 
use of same as is lawful. 
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B. The ARCHITECT will not have control over or charge of and will not be responsible for construction 
means, methods, techniques, sequences or procedures, or for safety precautions and programs in 
connection with the Work, since these are solely the CONTRACTOR’S responsibility.  The 
ARCHITECT will not be responsible for the CONTRACTOR’S failure to carry out the Work in 
accordance with the Contract Documents.  The ARCHITECT will not have control over or charge of 
and will not be responsible for acts or omissions of the CONTRACTOR, Subcontractors, or their 
agents or employees, or of any other persons performing portions of the Work. 

 
C. The ARCHITECT will have authority to reject Work, which does not conform to the Contract 

Documents.  Whenever the ARCHITECT considers it necessary or advisable for implementation of 
the intent of the Contract Documents, the ARCHITECT will have authority to require additional 
inspection or testing of the Work whether or not such Work is fabricated, installed or completed.  
However, neither this authority of the ARCHITECT nor a decision made in good faith either to 
exercise or not to exercise such authority shall give rise to a duty or responsibility of the ARCHITECT 
to the CONTRACTOR, Subcontractors, material and equipment suppliers, their agents or 
employees, or other persons performing portions of the Work. 

 
D. The ARCHITECT will review and approve or take other appropriate action under the 

CONTRACTOR’S submittals such as shop drawings, product data and samples, but only for the 
limited purpose of checking for conformance with information given and the design concept 
expressed in the Contract Documents.  The ARCHITECT’S action will be taken with such reasonable 
promptness as to cause no delay in the Work or in the activities of the OWNER, CONTRACTOR or 
separate contractors, while allowing sufficient time in the ARCHITECT’S professional judgment to 
permit adequate review.  Review of such submittals is not conducted for the purpose of determining 
the accuracy and completeness of other details such as dimensions and quantities, or for 
substantiating instructions for installation or performance of equipment or systems, all of which 
remain the responsibility of the CONTRACTOR as required by the Contract Documents.  The 
ARCHITECT’S review shall not constitute approval of safety precautions or, unless otherwise 
specifically stated by the ARCHITECT, of any construction means, methods, techniques, sequences 
or procedures.  The ARCHITECT’S approval of a specific item shall not indicate approval of an 
assembly of which the item is a component. 

 
E. The ARCHITECT will interpret and decide matters concerning performance under the requirements 

of the Contract Documents on written request of either the OWNER or CONTRACTOR.  The 
ARCHITECT’S response to such requests will be made with reasonable promptness and within any 
time limits agreed upon. 

 
F. Interpretations and decisions of the ARCHITECT will be consistent with the intent of and reasonably 

inferable from the Contract Documents and will be in writing or in the form of drawings.  When making 
such interpretations and decisions, the ARCHITECT will endeavor to secure faithful performance by 
both OWNER and CONTRACTOR, will not show partiality to either and will not be liable for results 
of interpretations or decisions so rendered in good faith. 
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43.  MODIFICATIONS TO GENERAL PROVISIONS 
 

 Modifications to these GENERAL PROVISIONS, if any, shall be as specified in SPECIAL 
CONDITIONS. 

 
[END OF GENERAL PROVISIONS]
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SPECIAL CONDITIONS 
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19. FINAL INSPECTION AND FINAL PAYMENT 

 
 
l. SCOPE OF THE CONTRACT: 
 

A. The work required under a City of Germantown contract includes furnishing and paying for 
all necessary materials, labor, tools, equipment and other items, and constructing 
improvements, complete in every detail, ready for the City's beneficial use, as specified 
herein, and/or indicated on the contract drawings. Typical projects shall consist generally of, 
but not limited to, the following items:   

 
1. Demolition of Existing Structures 
2. Landscape Installation 
3. Asphalt Paving 
4. Sod 
5. Drainage crossing 
6. Other Related Work. 

 
B. See paragraphs 1 and 10 of the General Provisions. 

 
2. WORK ITEMS AND MATERIAL NOT LISTED IN THE BID: 
 

Cost for work and/or material and/or services not specifically listed in the BID but needed for a 
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complete product as set forth in the Plans and Specifications shall be incidental to the work items 
listed in the BID, unless otherwise shown on the drawings or specified herein. 

 
3. AWARD OF CONTRACT: 
 

A. See Information for Bidders and Information for Successful Bidder. 
 

B. Instances of conflict between unit price and amount shown in the BID shall be by the unit 
price.  The amount to be considered in the bid will be the product of the quantity shown 
multiplied by the unit price shown by the bidder. 

 
4. PRE-CONSTRUCTION CONFERENCE: 
 

A. After the Contract is awarded, and incident to the issuance of the Notice to Proceed, the 
ENGINEER will conduct a pre-construction conference. 

 
B. The CONTRACTOR shall be prepared during the conference to: 

 
1. Present a general sequence of operations, including major work items along with 

anticipated completion dates. 
 
2. Present a list of all sub-contractors to be used in the execution of the work under this 

project. 
 

3. Discuss any of the submittals and/or respond to any questions the OWNER may have 
regarding the submittals. 

 
4. Advise the OWNER of all anticipated construction problems and difficulties with the 

OWNER’S operations, and present plans to avoid unnecessary interference therewith. 
 

5. Discuss conflicts between the proposed work and any existing utilities with the 
representatives of the affected utilities.  Determine the relocation plans, if required, of 
the utilities and develop a schedule that will coordinate the relocation plans of the utility 
with the work. 

 
6. Obtain the interpretation, clarification, and/or the OWNER’S decision concerning 

requirements of the drawings, specifications, or other contract documents which the 
CONTRACTOR finds unclear.  Discuss any other items pertaining to the work, as 
desired. 

 
C. The ENGINEER will furnish to the CONTRACTOR written minutes of the Pre-Construction 

Conference, verifying the interpretations, clarification, instructions, agreements, and other 
information pertinent to the Project resulting from the conference. 

 
5. LINES, GRADES, STAKES, AND TEMPLATES: 
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A. The construction horizontal and vertical control staking shall be performed by a licensed 
engineer or land surveyor acceptable to the OWNER. 

 
B. The following shall be the minimum requirements of the Project for construction control 

staking: 
 

1. Establish Centerline or Baseline Control 
 

a. Establish in field all control points, P.I.’s, P.C.’s, P.T.’s, P.O.T.’s, etc. 
b. Establish in field points on line of Centerline or Baseline. 

1. Maximum 100’ intervals for straight tangents 
2. Maximum 50’ intervals for horizontal curves 

c. The stationing used shall correspond to the Centerline or Baseline 
stationing used in the plans.  All points shall be labeled with the appropriate 
station. 

d. All control points shall be referenced so they may be easily and accurately 
re-established. 

e. The establishment of the Centerline or Baseline Control for the entire 
Project shall be established before any construction staking will be 
undertaken. 

 
2. Field notes shall be kept in a Surveyor’s Field Book of all construction and 

staking performed.  The Field Book shall be available for review or 
reference by the OWNER or CONTRACTOR at all times. 

 
C. Prior to final acceptance, the CONTRACTOR shall have a licensed engineer or land 

surveyor certify that the work has been constructed and completed essentially to the lines 
and grades shown on the contract drawings.  Receipt of said certification under the signed 
seal of the engineer or land surveyor shall be a condition of release of the final payment for 
the Contract.  
 

6. WATER AND ELECTRICITY & GAS FOR CONSTRUCTION:  
  

A. Water:  At no cost to the CONTRACTOR, the OWNER will furnish  all necessary water for 
testing, sterilizing, flushing, dust control and other construction purposes, subject to following 
conditions: 

 
1. Water will be available from existing facilities at locations designated by the OWNER.  

The CONTRACTOR shall obtain a fire hydrant use permit.  The fee for the permit will 
be waived; however, the CONTRACTOR should be prepared to provide the estimated 
quantity of water to be used.  The CONTRACTOR shall provide all necessary hoses, 
temporary pipework, portable tanks, and other equipment to convey and use water. 

 
2. The CONTRACTOR and subcontractors shall carefully conserve all water, and not 

waste it unnecessarily.  If, in the opinion of the OWNER, the CONTRACTOR is using 
excessive amounts of water, the OWNER may require the CONTRACTOR to begin 
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paying for all water used after such determination. 
 

B. Electricity:  At its own expense, the CONTRACTOR shall provide all electric power & gas for 
the Project construction. 

 
7. LABORATORY TESTING: 
 

A. The cost of laboratory testing services specified for earth work, concrete work, paving 
materials, and base course, and the cost of laboratory inspection, and stamping of pipe, 
fittings, equipment and other materials shall be included in the various unit prices; no 
separate payment shall be made thereof. 

       
B. The OWNER may, at its own expense, make arrangements for any additional testing 

services that it may deem appropriate.  These tests shall in no way release the 
CONTRACTOR of his responsibility to provide a quality product meeting the specification 
requirements for materials and workmanship of the project. 

 
8. EXISTING UTILITIES, STRUCTURES, AND OTHER PROPERTY: 
 

A. The position of pole lines, conduits, water mains, sewers, storm drains, natural gas lines, 
and other above and below ground utilities and structures is not necessarily shown on the 
contract drawings. Where shown, the accuracy of the position of such utilities and structures 
is not guaranteed.  Before construction begins, the CONTRACTOR shall inform himself of 
the exact location of all such utilities and structures, and shall assume all liability for 
damaging them.  Unless otherwise specified, the CONTRACTOR shall support all such 
utilities and structures, or temporarily remove them, and restore them to the satisfaction of 
the owners of the utilities and /or structures.   

 
B. After commencing work, the CONTRACTOR shall use every precaution to avoid interfaces 

with existing underground and surface utilities and structures, and to protect them from 
damage. 

 
C. The CONTRACTOR shall contact owners of underground utilities to determine the exact 

location of those utilities before performing any construction in the immediate vicinity of those 
respective utilities.  Contact for relocation shall be made through the Tennessee One Call 
service, telephone number 1-800-351-1111.  The location of the services must be requested 
three (3) days prior to digging. 

 
     
 

Utility Owner Telephone 
Gas and Electricity Memphis Light, Gas, and Water 901-367-3300 

(Hickory Hill Work Center) 
Sewer and Water City of Germantown 901-757-7350 
Cable Television  Comcast 800-351-1111 
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Telephone AT&T 800-351-1111 
Traffic Signal City of Germantown 901-757-7281 

 
 D. The CONTRACTOR shall repair or pay for any damage caused by his operations to all utility 

property, and private property whether it is above or below ground, and he shall settle in total 
cost all damage suits which may arise as a result of his operations. 

 
9. EXISTING UTILITY RELOCATIONS AND/OR ADJUSTMENTS: 
 
 A. All relocations and/or adjustments required for electrical facilities, natural gas mains and 

service lines, and related appurtenances shall be performed by Memphis Light, Gas, and 
Water. 

 
 B. Telephone lines and cables, above and below ground, shall be relocated and/or adjusted as 

needed by AT&T Telephone Company. 
 
 C. Television cable lines shall be relocated and/or adjusted as necessary by Comcast.   
 
 D. If the plans for the Project provide for relocation and/or adjustment of sanitary and/or related 

service lines and/or storm drainage facilities, the CONTRACTOR shall be responsible for 
performing such work at his expense.  

 
 E. The CONTRACTOR shall cooperate fully with each of the companies named in A, B, and C 

above.  The CONTRACTOR shall cooperate and schedule his work with these utilities to avoid 
all interference with each utility’s and CONTRACTOR’S work. 

 
F. Existing utilities and telecom lines located within the City’s right of Way and on City projects 

will be relocated or adjusted by the appropriate utility/telecom provider at no cost to the 
Contractor 

 
10. ACCESS TO PROPERTIES DURING CONSTRUCTION: 
 
 A. Each property owner affected by the Project will be provided with continuous access to his 

respective property.  The CONTRACTOR shall plan his work so as to ensure this.  When the 
situation requires, the CONTRACTOR shall provide signage and barricades to redirect local 
traffic to the appropriate detour. 

 
 B. Failure to provide appropriate signage and barricades shall be cause for the OWNER to stop 

work on all activities associated with the Project. 
 
 
11. VEHICULAR TRAFFIC AND PEDESTRIAN WARNINGS: 
 

The Contractor shall: 
 

A. Schedule and perform all work to interfere as little as possible with vehicular and pedestrian 
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traffic flow.  Poor planning and gross inconsideration of traffic flow will be just cause to stop 
the CONTRACTOR’S work until the unsatisfactory conditions have been remedied. 

 
B. Mark clearly all open ditches, open excavations, soft backfill, parked equipment, etc. with 

signs, fences, and/or barricades during daytime hours, and, in addition, with lights at night 
and maintain all flares, signs, fences, and/or barricades during weekend, holiday and all 
other times when work is not in progress. 

 
C. Provide adequate signage, barricades, fences, and watchmen to comply with the 

requirements of all authorities having jurisdiction, and, as necessary, for the safety and 
convenience of the general public. 

 
D. All traffic control shall conform to Section VI of the Manual on Uniform Traffic Control Devices 

as adopted by the Federal Highway Administration and the Tennessee Department of 
Transportation. 

 
E. All existing structures, trees, fences, etc. that are not required to be removed in the execution 

of the work shall be preserved as specified in the appropriate sections of the Technical 
Specifications portion of this document. 

 
 
12. EROSION AND SILTATION: 
 

The Contractor shall: 
 

A. During Project construction, use every precaution and make all provisions as required to 
minimize erosion and siltation, and to prevent damage to adjacent properties by erosion and 
siltation resulting from performance under this Contract.  

 
B. All adjacent properties damaged by erosion and/or siltation resulting from this Project are 

shall be restored to at least pre-construction conditions by the CONTRACTOR. 
 
13. AIR QUALITY PROTECTION: 
 

A. General:  The CONTRACTOR shall use suitable precautions to minimize air pollution during 
the progress of the work. The CONTRACTOR shall maintain all excavations, stockpiles, and 
all other work areas within and without the Project boundaries free from dust that would 
cause the standards for air pollution to be exceeded, thus causing a hazard or nuisance to 
others.  All equipment utilized for dust control shall be of safe design and/or of sufficient 
capacity for the intended work.  The CONTRACTOR shall perform dust control as the work 
proceeds and when a dust hazard or nuisance occurs. 

 
B. Burning:  No burning will be permitted. 

 
14. CHANGES IN WORK: 
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A. See Paragraph 33 of the General Provisions. 
 

B. If conditions described in Paragraph 33E of the General Provisions are encountered and the 
CONTRACTOR fails to notify the ENGINEER and/or proceeds to work in area(s) without 
written permission from the ENGINEER, the CONTRACTOR shall assume full responsibility 
for all work performed.  All unacceptable work performed under these conditions shall be 
promptly repaired or replaced at the CONTRACTOR’S expense with no cost to the City.  No 
extra cost shall be allowed for any work performed in the area(s) described in Paragraph 
33E without written approval from the ENGINEER. 

 
15. CLEAN UP: 
 

In addition to the requirements of Paragraph 36 of the General Provisions, the site and structures to 
be constructed thereon shall be maintained and kept clean and free of rubbish, unused materials, 
and equipment during the construction period. The CONTRACTOR shall remove all dirt, rubbish, 
and surplus materials of all descriptions, including equipment not in use, and maintain the site in a 
neat and orderly condition, all as approved by the OWNER in its sole discretion.  Materials and 
equipment known to belong to others shall not be removed from the site without duly notifying the 
owner thereof. 
 

 
16. WEATHER CONDITIONS: 
 

In the event of temporary suspension of work, or during a period of inclement weather, or whenever 
the ENGINEER shall direct, the CONTRACTOR will protect, and will cause his subcontractor(s) to 
protect, the CONTRACTOR’S and the respective subcontractor’s work and materials against 
damage or injury from the weather.  If, in the opinion of the ENGINEER, any work or materials are 
damaged by reason of the failure of the CONTRACTOR or any of his subcontractors to protect said 
work or materials, such work or materials shall be removed and replaced at the expense of the 
CONTRACTOR. 

 
17. SUBSTANTIAL COMPLETION: 
 

A. Substantial Completion is the stage in the progress of the Work when the Work or designated 
portion thereof is sufficiently complete in accordance with the Contract Documents so that 
the OWNER can occupy or utilize the Work for its intended use. 

 
B. When the CONTRACTOR considers that the Work, or a portion thereof which the OWNER 

agrees to accept separately, is substantially complete, representatives of the OWNER and 
the CONTRACTOR will make a thorough inspection of the entire Project and prepare a 
“Punch List” of all items requiring correction or additional work prior to final payment.  Failure 
to include an item on such list does not alter the responsibility of the CONTRACTOR to 
complete all Work in accordance with the Contract Documents. 

 
C. Upon receipt of the CONTRACTOR’S Punch List, the ENGINEER or the OWNER’S 

designee (as applicable) will make an inspection to determine whether the Work or 
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designated portion thereof is substantially complete.  If the inspection by the ENGINEER or 
the OWNER’S designee (as applicable) discloses any item, whether or not included on the 
CONTRACTOR’S Punch List, which is not sufficiently complete in accordance with the 
Contract Documents so that the OWNER can occupy or utilize the Work or designated 
portion thereof for its intended use, the CONTRACTOR shall, before issuance of the 
Certificate of Substantial Completion, complete or correct such item upon notification by the 
ENGINEER, or the OWNER’S designee, (as applicable).  In such case, the CONTRACTOR 
shall then submit a request for another inspection by the ENGINEER or OWNER’S designee 
to determine Substantial Completion. 

 
D. When the Work or designated portion thereof is substantially complete, the ENGINEER or 

OWNER’S designee will prepare a Certificate of Substantial Completion, which shall 
establish the date of Substantial Completion, shall establish responsibilities of the OWNER 
and CONTRACTOR for security, maintenance, heat, utilities, damage to the Work and 
insurance, and shall fix the time within which the CONTRACTOR shall finish all items on the 
Punch List accompanying the Certificate.  Warranties required by the Contract Documents 
shall commence on the date of Substantial Completion of the Work or designated portion 
thereof unless otherwise provided in the Certificate of Substantial Completion. 

 
 

E. The Certificate of Substantial Completion shall be submitted to the OWNER and 
CONTRACTOR for their written acceptance of responsibilities assigned to them in such 
Certificate.   

 
18. PARTIAL OCCUPANCY OR USE: 
 

A. The OWNER may occupy or use any completed or partially completed portion of the Work 
at any stage when such portion is designated in accordance with the Special Conditions 
herein contained, provided such occupancy or use is consented to by the insurer and 
authorized by public authorities having jurisdiction over the Work.  Such partial occupancy 
or use may commence whether or not the portion is substantially complete, provided the 
OWNER and CONTRACTOR have accepted in writing the responsibilities assigned to each 
of them for payments, retainage, if any, security, maintenance, heat, utilities, damage to the 
Work and insurance, and have agreed in writing concerning the period for correction of the 
Work and commencement of warranties required by the Contract Documents.  When the 
CONTRACTOR considers a portion substantially complete, the CONTRACTOR shall 
prepare and submit a Punch List to the ENGINEER or OWNER’S designee (as applicable) 
as provided under Section 17.   

 
B. Immediately prior to such partial occupancy or use, the OWNER, the CONTRACTOR and 

ENGINEER or OWNER’S designee (as applicable) shall jointly inspect the area to be 
occupied or portion of the Work to be used in order to determine and record the condition of 
the Work. 

 
19. FINAL INSPECTION AND FINAL PAYMENT: 
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A. After the CONTRACTOR has corrected all of the items listed on the Punch List to the 
satisfaction of the ENGINEER or the OWNER’S designee (as applicable), the ENGINEER 
or the OWNER’S designee (as applicable) will notify the CONTRACTOR, in writing, that the 
project is accepted (i.e., the “Notice of Acceptance”) and final payment will be made to the 
CONTRACTOR not less than thirty (30) days thereafter. 

 
B. The CONTRACTOR’S one (1) year guarantee period will commence with the date of the 

Notice of Acceptance.  All necessary repairs required during this period due to defective 
workmanship or material shall be made promptly by the CONTRACTOR without cost to the 
OWNER at times convenient to the OWNER.  An additional one (1) year guarantee period 
from the date of acceptance of the repaired items by the OWNER shall apply to any such 
repaired item. 

 
C. Neither final payment nor any retained percentage shall become due until the 

CONTRACTOR submits to the OWNER:  (1) an affidavit that payrolls, bills for materials and 
equipment, and other indebtedness connected with the Work for which the OWNER or the 
OWNER’S property might be responsible or encumbered (less amounts withheld by 
OWNER) have been paid or otherwise satisfied; (2) a certificate evidencing that insurance 
required by the Contract Documents to remain in force after final payment is currently in 
effect and will not be cancelled or allowed to expire until at least thirty (30) days’ prior written 
notice has been given to the OWNER; (3) a written statement that the CONTRACTOR knows 
of no reason that the insurance will not be renewed to cover the period required by the 
Contract Documents; (4) consent of surety, if any, to final payment; and (5) other data 
requested by the OWNER establishing payment or satisfaction of obligations, such as 
receipts, releases and waivers of liens, claims, security interests or encumbrances arising 
out of the Contract, to the extent and in such form as may be designated by the OWNER.  If 
a Subcontractor refuses to furnish a release or waiver required by the OWNER, the 
CONTRACTOR may furnish a bond satisfactory to the OWNER to indemnify the OWNER 
against such lien.  If such lien remains unsatisfied after payments are made, the 
CONTRACTOR shall refund to the OWNER all money that the OWNER may be compelled 
to pay in discharging such lien, including all costs and reasonable attorneys’ fees. 

 
 

D. If, after Substantial Completion of the Work, final completion thereof is materially delayed 
through no fault of the CONTRACTOR or by issuance of Change Orders affecting final 
completion, the OWNER may in the OWNER’S sole and absolute discretion, upon 
application by the CONTRACTOR without terminating the Contract, make payment of the 
balance due for that portion of the Work fully completed and accepted.  If the remaining 
balance for Work not fully completed or corrected is less than retainage stipulated in the 
Contract Documents, and if bonds have been furnished, the written consent of surety to 
payment of the balance due for that portion of the Work fully completed and accepted shall 
be submitted by the CONTRACTOR to the ENGINEER or OWNER’S representative (as 
applicable) prior to certification of such payment.  Such payment, if any, shall be made under 
terms and conditions governing final payment.   

 
E. The making of final payment shall not constitute a waiver of claims by the OWNER.  
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F. Acceptance of final payment by the CONTRACTOR, a Subcontractor or material supplier 

shall constitute a waiver of claims by that payee. 
 

  
 

[END OF SPECIAL CONDITIONS]
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 Germantown Greenway Repair 
 
 
 

SECTION 013000 
SUBMITTALS 

 
PART 1 - GENERAL 
 
1.01 RELATED DOCUMENTS 
 

A. Drawings and general provisions of Contract, including General and 
Supplementary Conditions and other Division 1 Specification Sections, 
apply to this Section. 

 
1.02 SUMMARY 
 

A. This Section specifies administrative and procedural requirements for 
submittals required for performance of the Work, including: 

 
Contractor's construction schedule 
Submittal schedule 
Shop Drawings 
Product data 
Samples 

 
B. Administrative Submittals:  Refer to other Division 1 Sections and other 

Contract Documents for requirements for administrative submittals.  Such 
submittals include, but are not limited to: 

 
Permits 
Applications for Payment 
Performance and Payment Bonds 
Insurance Certificates 
List of subcontractors 

 
C. The Schedule of Values submittal is included in Section "Applications for 

Payment." 
 

D. Inspection and test reports are included in Section "Quality Control 
Services." 

 
1.03 SUBMITTAL PROCEDURES 
 

A. Coordination:  Coordinate preparation and processing of submittals with 
performance of construction activities. Transmit each submittal sufficiently 
in advance of performance of related construction activities to avoid 
delay. 

 
1. Coordinate each submittal with fabrication, purchasing, testing, 

delivery, other submittals and related activities that require 
sequential activity. 
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2. Coordinate transmittal of different types of submittals for related 
elements of the work so processing will not be delayed by the 
need to review submittals concurrently for coordination. 

 
a. The Engineer/Landscape Architect reserves the right to 

withhold action on a submittal requiring coordination with 
other submittals until related submittals are received. 

 
B. Submittal Preparation:  Place a permanent label or title block on each 

submittal for identification.  Indicate the name of the entity that prepared 
each submittal on the label or title block. 

 
1. Include the following information on the label for processing and 

recording action taken. 
 

Project name 
Date 
Name and address of Engineer/Landscape Architect 
Name and address of contractor 
Name and address of subcontractor 
Name and address of supplier 
Name of manufacturer 
Number and title of appropriate Specification Section 
Drawing number and detail references, as appropriate 

 
2. Submittal Transmittal:  Package each submittal appropriately for 

transmittal and handling.  Transmit each submittal from Contractor to 
Town of Collierville/ Project manager using a transmittal form.  Submittals 
received from sources other than the Contractor will be returned without 
action.  On the transmittal, record relevant information and requests for 
data.  On the form, or separate sheet, record deviations from Contract 
Document requirements, including minor variations and limitations.  
Include Contractor's certification that information complies with Contract 
Document requirements. 

 
1.04 SHOP DRAWINGS 
 

A. Submit newly prepared information, drawn to accurate scale. Highlight, 
encircle, or otherwise indicate deviations from the Contract Documents.  
Do not reproduce Contract Documents or copy standard information as 
the basis of Shop Drawings.  Standard information prepared without 
specific reference to the Project is not considered Shop Drawings. 

 
B. Shop Drawings include fabrication and installation drawings, setting 

diagrams, schedules, patterns, templates and similar drawings.  Include 
the following information: 

 
Dimensions 
Identification of products and materials included 
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Compliance with specified standards 
Notation of coordination requirements 
Notation of dimensions established by field measurement. 

 
C. Sheet Size:  Except for templates, patterns and similar full-size Drawings, 

submit Shop Drawings on sheets at least 8 1/2" x 11" but no larger than 
24" x 36". 

 
D. Final Submittal: Submit 4 blue or black line prints. 2 prints will be retained; 

the remainder will be returned. 
 

E. Do not use Shop Drawings without an appropriate final stamp indicating 
action taken in connection with construction. 

 
1.05 ENGINEER/LANDSCAPE ARCHITECT'S ACTION 
 

A. Except for submittals for record, information or similar purposes, where 
action and return is required or requested, the Town of Collierville/Project 
Manager will review each submittal, mark to indicate action taken, and 
return promptly. 

 
1. Compliance with specified characteristics is the Contractor's 

responsibility. 
 

B. Action Stamp: The Town of Collierville/Project Manager will coordinate 
with the Landscape Architect/Engineer to stamp each submittal with a 
uniform, self-explanatory action stamp.  The stamp will be appropriately 
marked, as follows, to indicate the action taken. 

 
C. Approved as Submitted:  Where submittals are marked "Approved as 

Submitted," that part of the work covered by the submittal may proceed 
provided it complies with requirements of the Contract Documents; final 
acceptance will depend upon that compliance. 

 
D. Approved as Noted:  When submittals are marked "Approved as Noted," 

that part of the work covered by the submittal may proceed provided it 
complies with notations or corrections on the submittal and requirements 
of the Contract Documents; final acceptance will depend on that 
compliance. 

 
E. Returned for Correction - Resubmit: When submittal is marked "Returned 

for Correction - Resubmit," do not proceed with that part of the work 
covered by the submittal, including purchasing, fabrication, delivery, or 
other activity.  Revise or prepare a new submittal in accordance with 
notations; resubmit without delay.  Repeat if necessary to obtain a 
different action mark. 
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1. Do not permit submittals marked "Not Approved, Revise and 
Resubmit" to be used at the Project site, or elsewhere where work 
is in progress. 

 
F. Other Action:  Where a submittal is primarily for information or record 

purposes, special processing or other activity, the submittal will be 
returned, marked "Action Not Required". 

 
PART 2 - PRODUCTS 
 

(Not Applicable) 
 
PART 3 - EXECUTION 
 

(Not Applicable) 
 
 
 
 END OF SECTION 
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SECTION 015639 
TREE PROTECTION & MAINTENANCE 

 
PART 1 – GENERAL 
 
1.01 RELATED DOCUMENTS: 
 

Drawings and general provisions of Contract, including General Conditions and 
Modifications to General Conditions and Division 1 Specification Sections, apply 
to this Section. 

 
1.02 SUMMARY: 
 

1. This Section includes trimming and protection of trees that are indicated 
to remain but interfere with or are close to new construction, as herein 
specified. Trees, which are to remain and must be protected, are 
indicated on the Drawings. 

 
2. This Section also covers some maintenance items during the guarantee 

period and for an additional one-year period after acceptance of plant 
materials which is included as part of an add alternate bid item. 

 
3. The following Section contains requirements that relate to this Section: 
 

310000 Earthwork   
311100 Clearing, Grubbing and Site Preparation 

 
1.03 SUBMITTALS: 
 

A. Schedule for new tree maintenance: Submit schedule prepared by 
qualified arborist to be approved by the owner’s representative outlining 
recommended maintenance for each new tree, including but not limited to 
watering, fertilizing, pruning and aeration. Schedule must be submitted to 
the Owner’s Representative within 60 days after the contract notice to 
proceed. Schedule shall be for a one-year period starting from the day 
plants are installed based on Contractor’s schedule. 

 
Continuously maintain each plant and each portion after installation, 
during progress of work.  
 

B. Certification: Submit written certification by qualified arborist that trees 
indicated to remain have been protected during the course of construction 
in accordance with recognized standards and that where damage did 
occur, trees were promptly and properly treated. Indicated which 
damaged trees (if any) are incapable of retaining full growth potential and 
are recommended to be replaced. 

 
 
1.04 QUALITY ASSURANCE: 
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A. Arborist Qualifications: In addition to writing a maintenance schedule, 
engage a qualified arborist during construction for a minimum of four site 
visits. This arborist shall have successfully completed tree protection and 
trimming on projects of a similar scope, to perform the following work 
during construction: 

 
1. Recommended procedures to compensate for loss of roots and 

perform initial pruning of branches and stimulation of root growth 
where removed to accommodate new construction. 

2. Recommend procedures for excavation and grading work 
juxtaposed to established plants. 

3. Perform tree repair work for damage incurred by new construction 
on new trees and trees to remain as required. 

 
1.05 PROTECT CONDITIONS: 
 

A. Temporary Protection: Provide temporary fencing, located outside drip 
line (outer perimeter of branches) or as shown on drawings to protect 
trees and other plants that are to remain from damage.  

 
B. Protect Root System: Do not store construction materials, debris, or 

excavated material within drip line of trees to remain. Do not permit 
vehicles within drip line. Restrict foot traffic to prevent excessive 
compaction of soil over root systems within drip line. Owner reserves the 
right to shut down the job site if this requirement is not enforced. 

 
PART 2 – PRODUCTS 
 
2.01 DRAINAGE FILL: 
 

A. Drainage fill shall be selected stone or gravel, graded in accordance with 
Section 310000. 

 
2.02 TOPSOIL: 
 

A. New topsoil shall be fertile, friable, surface soil, containing natural loam. 
Obtain from local sources or from areas having similar characteristics to 
indigenous topsoil. 

 
B. Obtain topsoil only from well-drained sites where soil occurs in depth of 4-

inches or more; do not obtain from bogs or marshes. 
 
PART 3 – EXECUTION 
 
3.01 GENERAL: 
 

A. Protect tree root systems from damage to noxious materials caused by 
run-off or spillage during mixing, placement, or storage of construction 
materials. Protect root systems from flooding, eroding, or excessive 
wetting resulting from dewatering operations. 
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B. Do not allow fires under or adjacent to trees or other plants that are to 

remain. 
 

C. Remove branches from trees that are to remain, if required to clear new 
construction. 

 
1. Where directed by Consultant, extend pruning operation to restore 

natural shape of entire tree. 
 
2. Cut branches and roots, if required, with sharp pruning 

instruments; do not break or chop. 
 

D. During maintenance period, prune, rewrap, cultivate, weed, mulch, tighten 
and repair or replace stakes and guys, reset plants to proper grades or 
upright position, restore planting saucers, and apply sprays and fertilizers 
as necessary to maintain appearance and to keep plants in a healthy, 
vigorous condition, free of insects and disease. 

 
E. Treat or replace damaged plants and replace dead or dying plants 

promptly as directed and as necessary to keep the full number of plants in 
a healthy, vigorous condition. 

 
F. Protection of Existing Trees and Vegetation: Protect existing trees and 

other vegetation, against unnecessary cutting, breaking or skinning of 
roots, skinning or bruising of bark, smothering of trees by stockpiling 
construction materials or excavated materials within drip line, excess foot 
or vehicular traffic, or parking of vehicles within drip line. Provide 
temporary guards to protect trees and vegetation to be left standing as 
shown on plans. Guards to remain in place at all times. 

 
1. Using a soil sample tube, check rootball moisture and surrounding 

soil moisture at representative plants at least once a week. 
 

2. Repair or replace trees and vegetation indicated to remain which 
are damaged by construction operations, in a manner acceptable 
to consultant. Employ a qualified arborist to repair damages to 
trees and shrubs. 
 

3. Damage to trees is unacceptable to the Owner and may involve 
material replacement. 
 

 G. Care for New Trees: 
 

1. Water trees and other vegetation to remain within limits of contract 
work as required to maintain their health during course of 
construction operations. 
 

2. Water slowly to obtain penetration to the full depth of the root 
system. Depending upon weather conditions, water at least once 
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a week during the growing season. Do not allow plants to wilt. 
Submit watering schedule to Owner for each plant type. 

 
3. Pruning, aeration, fertilization and other care per maintenance 

schedule. 
 

 
3.02 EXCAVATION AROUND TREES: 
 

A. Excavate within proximity of trees only where indicated. Do not machine 
excavate within drip line. 

 
B. Where excavating for new construction is required within drip line of trees, 

hand excavate to minimize damage to root system. Provide sheeting at 
excavations if required. Use narrow-tine spading forks and comb soil to 
exposed roots. 

 
1. Relocate roots in backfill areas wherever possible. If large, main 

lateral roots are encountered, expose beyond excavation limits as 
required to bend and relocated without breaking. If encountered 
immediately adjacent to location of new construction and 
relocation is not practical, cut roots approximately 3-inches back 
from new construction. 

 
C. Do not allow exposed roots to dry before permanent backfill is placed; 

provide temporary earth cover or pack with peat moss and wrap burlap. 
Water and maintain in moist condition and temporarily support and 
protect from damage until permanently relocated and covered with earth. 

 
D. Where trenching for utilities is required within drip line, tunnel under or 

around roots by hand digging. Do not cut main lateral roots or tap roots; 
cut only smaller roots that interfere with installation of new work. Cut roots 
with sharp pruning instruments; do not break or chop. 

 
E. Prune branches to balance loss to root system caused by damage or 

cutting of root system. 
 
3.03 GRADING AND FILLING AROUND TREES: 
 

A. Maintain existing grade within drip line of trees. Coordinate with grading 
plan. Where small amounts of topsoil are added, scarify existing grade 
first. 

 
B. Lowering Grades: Where existing grade is above new finished grade 

shown around trees, gradually slope grade away from trees as 
recommended by arborist. Do not reduce grade within drip line. 

 
Prune branches to stimulate root growth and to compensate for loss of 
roots. Provide subsequent maintenance during the Contract period as 
recommended by arborist. Provide Owner with typed instructions for 
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recommended long-range maintenance procedures to be followed after 
completion of construction operations and the names and telephone 
numbers of the three qualified maintenance firms. 

 
C. Raising Grades: 

 
1. Minor Fills: Where existing grade is 6-inches or less below 

elevation of finish grade shown, use topsoil fill material specified. 
Place in single layer and do not compact; hand grade to required 
finish elevations. 

 
2. Moderate Fills: Where existing grade is more than 6-inches, but 

less than 12-inches below finish grade elevation, place a layer of 
drainage fill on existing grade before placing topsoil. Carefully 
place against trunk of tree approximately 2-inches above finish 
grade elevation and extend not less than 18-inches from tree trunk 
on all sides. For balance of area within drip line perimeter, place 
drainage fill to an elevation 6-inches below grade and complete fill 
with a layer of topsoil to finish grade elevation. Do not compact 
drainage fill or topsoil layers; hand grade to required elevations. 

 
3.04 REPAIR AND REPLACEMENT OF TREES: 
 

A. Repair trees damaged by construction operations. Make repairs promptly 
after damage occurs to prevent progressive deterioration of damaged 
trees. 

 
B. Remove and replace dead and damaged trees that arborist determines to 

be incapable of restoration to normal growth pattern. 
 

1. Provide new trees of same size and species as those being 
replaced. Plant and maintain as specified and if not specified as 
recommended by arborist. 

 
2. If trees over 10-inches in caliper measurement (taken 12-inches 

above grade) are required to be replaced, provide new trees of 
caliper size and of species selected by the Consultant. 

 
3.05 DISPOSAL 
 

A. Remove tree trunks, branches and bush materials from the project site 
and deliver to proper dumpsite. 

 
B. Burning on Owner’s property of removed trees and branches is not 

permitted. 
 
 
 

END OF SECTION 
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SECTION 031000 
CONCRETE FORMWORK 

 
 
PART 1 - GENERAL 
 
1.01 WORK INSTALLED 
 

A. Built-in anchors, inserts, bolts, hangers, sleeves, ferrules, waterstops and 
other accessories. 

 
1.02 QUALITY ASSURANCE 
 

A. Design, construct and erect formwork per ACI 347-78, Recommended 
Practice for Concrete Formwork. 

 
1.03 ALLOWABLE TOLERANCES 
 

A. In accordance with ACI 301-72 as listed in Table 4.3.1 - Tolerances for 
Formed Surfaces. 

 
1.04 REFERENCES 
 

A. The following references shall be obtained by the Contractor and maintained 
at the job site in a readable condition: 

 
1. ACI 347-78, Recommended Practice for Concrete Formwork. 
 

 
PART 2 - PRODUCTS 
 
2.01 MATERIALS 
 

A. Concealed concrete:  No. 2 Common Southern Pine, 545 
 

B. Exposed concrete:  B-B Plyform, Class I or II, EXT-APA, Metal or 
fiberglass forms may be used. 

 
C. Construction joint forms:  Key-type steel formers, Vulcan Screed Joints, 

Burke Keyed Kold Joint Form or equal. 
 

D. Form coating:  Non-staining mineral oil. 
 

E. Form ties:  Snap-off type which will break off at least 1/2" below surface of 
concrete.  For sanitary structures, the form times shall be of the "snap tie 
type", which can be removed to at least 1" below the surface leaving an 
opening no larger than the tie diameter, with or without cones.  Wall ties for 
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structures containing liquid shall have integral water stops. 
 

2.02 EARTH FORMS 
 

A. Where soil is firm enough to permit cutting to true size, concrete may be 
placed without forms. 

 
 
PART 3 - EXECUTION 
 
3.01 ERECTING 
 

A. Erect forms to obtain shapes, designs and dimensions indicated.  Make 
forms sufficiently tight to prevent leakage.  Brace, shore and tie forms 
together to maintain position without sagging or bulging. 

 
B. Provide 3/4" chamfering at exposed corners. 

 
C. Prepare insides of forms so that concrete will have a smooth, uniform 

finish, free from fins, stone pockets, voids and other surface defects. 
 

D. Provide construction joint forms where concrete placement terminates at 
the end of a day or because of other reasons. 

 
E. Provide bulkheads, with reinforcing steel penetrating bulkheads, where 

concrete placement stops at end of day or for other reasons. 
 

F. Where soil conditions are such that concrete cannot be placed without 
forms, and where other conditions cause trenches to be opened wider 
than footing or slab widths, erect forms for footing or slabs. 

 
G. Install items furnished by others for installation in concrete.  Use 

templates to locate anchor bolts and other critical items. 
 
3.02 PREPARING 
 

A. Prepare insides of forms so that concrete will have a smooth, uniform 
finish free of surface defects. 

 
B. Coat forms before reinforcement steel is placed.  Where mill-oiled forming 

material is used, follow manufacturer's instructions for re-coating.  Where 
forming material is not mill-oiled, coat forms before each use. 

 
C. Before reusing forms, thoroughly clean them and remove projecting nails 

or similar devices. 
 
3.03 FORM REMOVAL 
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A. Remove forms in such manner and such time as to insure safety of 

structure and to avoid chipping and spalling of concrete.  In no case shall 
forms be removed before limits set forth in the Commentary to Section 
6.2 of ACI 318-77. 
 

B. All concrete formwork shall remain in place a minimum of 24 hours after 
concrete has been placed.  Edges and limits of concrete pavements and 
surfaces shall be constructed as shown on the Drawings and shall not 
deviate more than 0.02 feet from true lines and radii. 

 
 

 
END OF SECTION 
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 SECTION 032000 
 CONCRETE REINFORCEMENT 
 
 
PART 1 - GENERAL 
 
1.01 SUBMITTALS 
 

A. Submit warranty from mill or supplier stating that materials meet requirements of 
referenced ASTM and ACI Standards. 

 
B. Detail reinforcing steel in accord with ACI 315-80, "Details and Detailing of Concrete 

Reinforcement."  Submit one reproducible sepia and three prints of shop drawings 
indicating bending and placement of reinforcement as well as sleeve and built-in 
work locations.  Do not fabricate reinforcement steel until approval of Engineer has 
been obtained. 

 
1.02 PRODUCT DELIVERY, STORAGE, AND HANDLING 
 

A. Deliver materials to project site in bundles marked with metal tags for easy 
identification. 

B. Handle and store materials to prevent contamination. 
C. Deliver and store welding electrodes in accord with American Welding Society D 

1.4-79. 
 
1.03 REFERENCES 
 

A. The following references shall be obtained by the Contractor and maintained at the 
job site in readable condition at all times: 
1. CRSI, Manual of Standard Practice, Latest Edition 
2. CRSI, Placing Reinforcing Bars, Latest Edition 
3. AWS D1.4-79, Reinforcing Steel Welding Code 

 
 
PART 2 - PRODUCTS 
 
2.01 REINFORCEMENT STEEL 
 

ASTM A 615-80, Grade 60, conforming to supplemental requirements S1. 
 
2.02 REINFORCEMENT WIRE 
 

Welded steel wire fabric, ASTM A 185-79. 
 

2.03 TIE WIRE 
 

ASTM A 82-79, Plain, cold-drawn steel. 
 
2.04 BAR SUPPORTS 
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A. All surfaces exposed to weather or liquid or which can be seen in service condition 
shall have bar supports conforming to Class C, D, or E as defined in CRSI, Placing 
Reinforcing Bars, Latest Edition.  Where no protection is required, Class A supports 
may be used. 

 
2.05 FABRICATING 
 

A. In accord with CRSI Manual of Standard Practice, Latest Edition. 
 
2.06 FIBER REINFORCEMENT 
 

A. Fiber reinforcement material shall be DuraFiber Polypropylene Fiber reinforcement, 
or approved equal. 

 
 

PART 3 - EXECUTION 
 
3.01 CONDITION OF SURFACES 
 

A. Maintain reinforcement surfaces free of rust scale and other coatings which might 
impair concrete bond as described in Section 7.4 of ACI 318-77. 

 
3.02 INSTALLING REINFORCING STEEL 
 

A. Handle, place and tie reinforcement steel in accord with "Building Code 
Requirements for Reinforced Steel," ACI 318-77 and CRSI publication "Placing 
Reinforcing Bars," Latest Edition. 

 
B. All reinforcement bars shall be supported and secured as directed in ACI 315-80 

and CRSI Manual of Standard Practice, Latest Edition. 
 

C. Provide Class C tension splices for all splices unless indicated or noted otherwise. 
Do no splicing of reinforcement steel except as authorized by Engineer. 

 
D. Reinforcement shall not be heated or welded without written permission of Engineer. 

 Where permission is obtained, welding shall be in accordance with American 
Welding Society publication "Recommended Practices for Welding Reinforcing 
Steel, Metal Inserts, and Connections in Reinforced Concrete Construction," AWS D 
1.4-79. 

 
E. Bend bars cold.  Do not field bend bars partially embedded in concrete except as 

specifically permitted by Engineer.  Do not heat or cut bars with a torch. 
 
3.03 INSTALLING WELDED WIRE FABRIC: 
 

A. After vapor barrier or underfloor waterproofing, as applicable, for slab-on-grade has 
been placed, install welded wire fabric. 

B. Locate welded wire fabric in center third of slabs. 
C. Lap side one full mesh plus 2". Lap ends two full meshes. Offset end laps in 

adjacent width to prevent continuous laps. 
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3.04 INSTALLING FIBER REINFORCEMENT 
 

A. DuraFiber, or approved Fiber reinforcement, shall be installed as per manufacturer’s 
recommendations. 

 
3.05 CONCRETE PROTECTION FOR REINFORCEMENT 
 

A.  Protect reinforcing by thickness of concrete indicated. 
 

B. Where not indicated, thickness of concrete over reinforcing shall be as follows: 
1. Where concrete is deposited against the ground without the use of forms - 

3". 
2. Where concrete is exposed to weather or to ground but placed in forms - 2" 

for bars larger than No. 5 and 1- 1/2" for No. 5 bars or smaller. 
3. In slabs and walls not exposed to the ground or to the weather - 3/4". 
4. In beams, girders, and columns not exposed to the ground or to the weather 

- 1-1/2". 
 

C. Variation from clear cover shall conform to Section 7.5 of ACI 318-77. 
 
 
 
 END OF SECTION 
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SECTION 055000 
BOARDWALK FRAMES 

 
 
PART 1 - GENERAL 
 
1.01 WORK INSTALLED 
 

A. Pre-fabricated steel boardwalk frames, boardwalk decking. 
 

 
PART 2 - PRODUCTS 
 
2.01 MATERIALS 
 

 
A. All frames must meet or exceed International Building Code requirements of 

100psf load capacity.  
 

B. All decking must meet or exceed International Building Code requirements of 
100psf load capacity supported by frame structure. 
 

C. Walkway frame are to be fabricated with ASTM A500 Structural Steel. 
 

D. All frame connecting plates to be fabricated from ¼” A36 Structural Steel and are 
laser cut for precision quality. 
 

E. All frame connecting pins to be fabricated from ¼” A36 Structural Steel. 
 

F. Legs are fabricated from ASTM A500 Structural Steel Tubing. 
 

G. Entire post fabrication frame assembly is hot dipped galvanized with a minimum 
of 3.9 micron thickness of zinc based galvanizing. 
 

H. All post galvanized frame assemblies are hand rasped and cleaned removing 
any sharp edges without compromising the galvanized integrity. 
 

I. If post pockets are added for a hand railing, 7 Gauge Plate Steel is used. 
 

J. If used, all decking is Arsenic Free Western Wood structural lumber. 
 

 
END OF SECTION 
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SECTION 310000 
EARTHWORK 

 
 
PART 1 - GENERAL 
 
1.01 SUMMARY 
 

A. This section includes the requirements for site grading, trenching, erosion 
control, placing topsoil, and geotechnical testing.   

 
 
1.03 PAYMENT 
 
     A. Earthwork is unclassified. 
 

B. The total volume of cut and fill for this project does not necessarily balance.   
 

C. The Contractor is solely responsible for required additional fill or stockpiling of 
excess material where indicated on the plans. 

 
D. Additional or alternate payment for earthwork will not be made for this work 

unless: 
 

1. Additional excavation other than that bid is required due to unsuitable 
material found below or around proposed utilities, roads, structures and 
fills. This does not include soil with high water content. 
 

2. The Owner's Representative request additional excavation or backfill over 
and above that which is shown on the Drawings. 

 
 
1.04  REFERENCE STANDARDS 
 
     A. ASTM: American Society for Testing and Materials 
 

B. AASHTO: American Association of State and Highway Transportation Officials. 
 
1.05 SUBMITTALS 
 

A. The Contractor shall submit data in accordance with the Project's General Conditions 
for the following earthwork products: 

 
1. Crushed stone material. 
2. Erosion Control Products 

 
B. Upon request from the Landscape Architect/Engineer, the Contractor shall 

submit an additional erosion control plan as identified in this specification prior to 
construction. 
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C. The Contractor shall also submit copies of the bi-weekly erosion control device 
maintenance reports as required by the State construction storm water permit to 
the Landscape Architect/Engineer at each project meeting. 

 
1.06 JOB CONDITIONS 
 

Use all means necessary to control dust on and near the work and on and near all off-
site borrow areas if such dust is caused by the Contractor's operations during 
performance of the work or is resulting from the condition in which the Contractor leaves 
the site. 

 
1.07 SOILS TESTING 
 

A. The Owner shall engage the services of an independent testing laboratory, 
acceptable to the Landscape Architect/Engineer and Owner, for soils testing. 

 
B. When the test indicate that selected area is below the required density, the 

particular layer or portion shall be reworked until the required density has been 
obtained and at no additional cost to the Owner. 

 
C. The Contractor shall be responsible for the protection of all disturbed areas to 

prevent erosion and sedimentation until final acceptance by the City.  Additional 
grading and erosion control measures may be required throughout the duration 
of the project, at no additional cost to the Owner. 

 
D. If the Contractor allows water to pond in any area of the project, and if that 

ponding saturates or degrades the soils so they are not workable, and/or 
compaction cannot be obtained, it is the contractor’s responsibility to amend the 
soils, based on the recommendations of a Geotechnical Engineer, and with the 
approval of the Landscape Architect/Engineer, so that work will continue on 
schedule, without undue delay to the project or additional cost to the Owner.  
Testing of these areas will be required to verify compaction. 

 
1.08 PROTECTION 
 

A. Protect excavations and grounds from water ponding and water damage.  
Construct and maintain temporary drainage pumping if required to keep 
excavations free of water.  Maintain site in well-drained condition at all times. 

 
B. Protect, maintain and restore benchmarks, monuments, and other reference 

points affected by this work.  If bench marks, monuments or other permanent 
reference points are displaced or destroyed, points shall be re-established and 
markers reset under supervision of a licensed surveyor who shall furnish the 
Engineer with certification of his work, at no additional cost to the Owner. 

 
 C.        Protect utilities, trees, and other items designated to remain in place.  
 
1.09   TOPSOIL 

 
A. Strip and stockpile all topsoil in cut and fill areas. 
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B. Provide silt fence or equivalent siltation barrier on downhill side of any topsoil 
stockpiles. 

 
C. The topsoil stockpile shall be on site in an area approved by the Landscape 

Architect, Engineer, and/or Owner. 
 
1.10      SUBGRADES 
  

 A. Where rock is encountered in the grading operation where the proposed surface 
is to be pervious, remove it to a minimum of 12” below grade, or as determined 
by the on-site Geotechnical Specialist.  Leave the final surface of the rock so that 
complete drainage will be provided and so that no water will be pocketed at any 
point. 

 

PART 2 - PRODUCTS 
 
2.01 TOPSOIL 
 

 A.   Topsoil material shall be a natural, fertile, fine sandy loam possessing the 
characteristics of representative topsoil in the vicinity, which produce heavy 
growths of vegetation.  The topsoil shall be free from subsoil, noxious weeds, 
stones, lime, cement, ashes, slag, or other deleterious matter.  Topsoil shall be 
well drained from its original position and free from toxic quantities of acid or 
alkaline elements. 

 
B. Topsoil shall be earth material containing at least 5 percent organic material by 

weight. 
 

C. Topsoil shall be capable of supporting the vegetation planned for the project. 
 
     D. Topsoil shall be free from stones, rocks and foreign objects. 
 
    E. Topsoil shall have a clay content of 25 percent or less. 
 

F. Topsoil removed during earthwork operations may be used providing it meets 
these requirements. 

 
G. Topsoil obtained off site must be approved in writing by the Landscape 

Architect/Engineer. 
 
2.02 CRUSHED STONE 
 

A. Crushed stone products shall meet the requirements of AASHTO M-43, Size No. 
57 unless noted differently on the plans, or called for by the on-site Geotechnical 
Specialist. 
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2.03 SOIL FILL 
 

A. In addition to the specifications below, contractor to refer to the Geotechnical 
Report for soil fill characteristics, along with the recommendations of the on-site 
Geotechnical Specialist. 

 
B. Soil fill shall consist of natural, fine-grained soils (clays and silts). 
 

              C. Soil fill shall be free of and rocks over 2 inches in their longest dimension. 
 
D. Soil fill shall not contain more than 10 percent rock material by weight. 

 
E. Soil fill shall have a having a plasticity index of not more than 20. 

 
F. Soil fill shall have a liquid limit of 45. 

 
G. Soil shall be free of organic matter and debris. 

 
H. On-site material removed during earthwork operations may be used for earth fill 

providing it meets these requirements. 
 
2.04 SELECT TRENCH BACKFILL 
 

A. Select trench backfill shall include earth material removed during trenching 
operations free from organic and foreign material and rocks over 2 inches in their 
longest dimension. 

 
2.05 RIP RAP 
 

A. Rip Rap, if necessary, shall consist of well-graded limestone having a D50 of 6 
inches unless otherwise noted on the drawings. 

 
PART 3 - EXECUTION 
 
3.01 GENERAL 
 

A. The Contractor shall obtain and pay for the permits required for this work.  
Existing storm water permits from the previous phase of work will be re-issued in 
the contractor of record’s name when possible. 

 
B. The Contractor is solely responsible for the protection and replacement of 

benchmarks, property corner markers and other physical reference points. 
 

C. Replacement of benchmarks and property corner markers shall be performed by 
a Surveyor licensed in the State of Tennessee. 

 
D. The Owner's Representative reserves the right to alter the grades, lines and 

elevations found on the Drawings during construction. The contractor shall notify 
the Landscape Architect/Engineer of any grade discrepancies or problems where 
grade changes are required for the good of the project.  
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E. Except for structure excavations, earthwork shall be kept free from standing 
water at all times. 

 
     F. The Contractor shall utilize all practical precautions to control dust. 
 

G. Necessary precautions shall be taken to protect all construction against flooding 
and/or floatation from hydrostatic uplift. 

 
H. Familiarization: 

Prior to all work of this section, become thoroughly familiar with the site, the site 
conditions, and all portions of the work falling within this section.   

  
I. Backfilling Prior to Approvals 

 
1. Do not allow or cause any of the work performed or installed to be 

covered up or enclosed by work of this section prior to all required 
inspections, tests, and approvals. 

 
2. Should any of the work be so enclosed or covered up before it has been 

approved, uncover all such work at no additional cost to the Owner. 
 

3. After the work has been completely inspected, and approved, make all 
repairs and replacements necessary to restore the work to the condition 
in which it was found at the time of uncovering, all at no additional cost to 
the Owner. 

 
  

J. Over-excavation 
 
Backfill and compact all over-excavated areas as specified for fill below and at no 
additional cost to the Owner. 

 
 
3.02 PRELIMINARY AND LAYOUT WORK 
 

A. All layout work shall meet or exceed current industry standards.  Contractor shall 
stake out proposed utilities and make adjustments as necessary to avoid utility 
conflict, or route around trees designated to remain. 

 
B. The Contractor shall have local utility companies inspect the site and locate 

existing utilities they own or operate prior to construction. 
 

C. The Contractor shall locate privately owned utilities shown on the Drawings prior 
to construction.  An as-built survey of installed utilities will be made available. 

  
3.03 EROSION CONTROL 
 

A. The temporary and permanent erosion control measures shown on the Drawings 
are believed to be the minimum devices necessary to establish an erosion 
control plan for this project.   
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B. Because neither the Landscape Architect/Engineer nor the Owner's 
Representative has control over the means and methods of the Contractor's 
work, the Contractor is solely responsible for developing and implementing a 
Storm Water Pollution and Prevention Plan (SWPPP) as required by the State of 
Tennessee within the construction storm water permit.  Engineer will provide the 
contractor an example SWPPP to utilize as an example.  The existing SWPPP 
will be modified to meet this project and reutilized if possible.  

 
C. The Contractor may modify the erosion control plan shown on the drawings.  All 

modifications shall be documented and made a part of the SWPPP for the 
project. 

 
D. If requested, the Contractor shall submit an additional erosion control plan to the 

Engineer and Landscape Architect/Engineer prior to construction that identifies 
the following: 
1. Additional erosion control measures that will be required for this project to 

prevent soil material from exiting the project site. 
2. A schedule of when erosion control devices will be installed and removed. 
3. A contingency plan to be implemented if the erosion control plan fails. 

 
E. The Contractor is responsible for maintaining erosion control devices throughout 

construction. 
  

F. The Contractor is responsible for maintaining modifying the erosion control plan 
as needed throughout construction. 

 
G. The Landscape Architect/Engineer has the authority to limit the surface area of 

erodible earth material exposed by clearing and grubbing. 
 

H. The Contractor shall check and report in writing the condition of each erosion 
control devise and corrective measures taken on a bi-weekly basis, and after 
each rain event as required by the State of TN construction storm water permit.  
These reports shall be made available to the Landscape Architect/Engineer/ 
Owner at their request. 

 
3.04 REMOVAL OF TOPSOIL 
 

A. Where earthwork will occur, existing topsoil shall be stripped to its entire depth. 
 
     B. Topsoil shall be stockpiled for future on-site use. 
 

C. The Contractor shall not remove any topsoil from the project site without the 
approval from the Landscape Architect/Engineer/ Owner. 

 
3.05 SITE GRADING 
 

A. Site grading includes the removal and or placement of earth material as required 
to achieve the proposed contours, lines, spot elevations and foundation 
elevations as indicated on the Drawings with the necessary allowances for 
topsoil placement, surfacing, construction of structures and construction of 
buildings.  
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B. Unless otherwise noted on the Drawings, fill material shall be earth fill as 

described in this section or in the Geotechnical Report. 
 

C. Areas to receive fill shall be striped of topsoil or unsuitable material prior to fill 
placement.  

 
D. Unsuitable material shall include materials not meeting the soil fill material 

requirements found in this specification.  
 
     E. Fill shall not be placed in water or on muddy or frozen areas. 
 

F. Fill work shall be performed when soil moisture will permit optimum compaction. 
 

G. Soil fill material shall be compacted in accordance with the soil compaction 
section of this specification. 

 
H. Existing sub-grades resulting from topsoil or unsuitable material removal shall be 

compacted to comply with the density requirements of the soil compaction 
section of this specification.   

 
I. Over-excavation not authorized in writing by the Landscape Architect/Engineer 

shall be backfilled with suitable soil fill, or compacted crushed stone at the 
Landscape Architect/Engineer’s discretion, at no additional cost to the Owner. 

 
J. Outside of building and structure areas, the finish grade resulting from site 

grading, with the necessary allowance for topsoil and or surfacing shall not 
deviate more than 0.10 feet from the proposed lines, contours, spot elevations 
shown on the Drawings. 

 
K. Within building and structure areas, the finish grade resulting from site                                                                    

grading shall not deviate more than 0.05 feet from the required foundation or slab 
base elevations shown on the drawings. 

 
L. Graded surfaces shall drain surface water away from buildings and structures. 

 
M. Site grading shall be approved by the Landscape Architect/Engineer prior to 

placement of topsoil and or surfacing.  Site grading within areas of structure or 
building footprints shall be approved by the Landscape Architect/Engineer prior 
to construction of those structures and buildings. 

 
N. Finished Condition of Graded surfaces 

 
1. Upon completion of grading, all surfaces shall have a smooth, continuous 

grade, free of depressions, bumps and ruts.  Uneven surfaces will be 
worked by the contractor, at the direction of the Landscape 
Architect/Engineer, and at no additional cost to the Owner, until 
considered acceptable by the Landscape Architect/Engineer. 

 
2.   All areas shall be kept free of rocks and gravel.  Contractor shall   
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remove any and all rocks, gravel or miscellaneous debris from graded 
areas, prior to seeding or sodding. 
                

3. Contractor shall use any and all means, and/or equipment, necessary to 
achieve smooth finished grades, including hand raking. 
 

A. Treatment after completion of grading 
  

1. After grading is completed and the Landscape Architect/Engineer has 
finished his inspection, permit no further excavation, filling, or grading 
except with the approval of and inspection of the Landscape 
Architect/Engineer. 

 
  2. Use all means necessary to prevent the erosion of freshly graded areas 

during construction and until such time as permanent drainage and 
erosion control measures have been installed. 

 
 
3.06 SOIL FILL COMPACTION 
 

A. Geotechnical Report shall be referenced in addition to the specifications listed in 
this section. 

 
B. Soil fill shall be placed in layers having a depth of 0.5 feet or less such that the 

required compaction can be obtained. 
 

C. Fill and compaction activities shall occur only when the effected soil's moisture 
content will permit optimum compaction. 

 
 D. Existing sub-grades and each layer of placed fill shall be compacted to meet the 

requirements of this specification. 
 

 E. Compaction requirements per the Geotechnical Engineering Report. 
 
 F. Lawn areas shall be compacted to a minimum degree of compaction of 85% 

maximum density. 
 
3.07 BACKFILL FOR STRUCTURES AND BUILDINGS 
 

A. Geotechnical Report shall be referenced in addition to the specifications listed in 
this section. 

 
B. Backfilling shall not commence until the adjacent concrete and or masonry has 

attained sufficient strength to withstand pressure of backfill material and 
compacting operation. 

 
C. Backfill material for structures shall be crushed stone unless otherwise indicated 

otherwise on the Drawings. 
 

D. Backfill material shall be placed in lifts having a thickness such that the required 
density can be obtained. 
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E. Backfill material shall be compacted as indicated in the Geotechnical Engineering 

Report. 
 

F. Backfill operations shall not commence until forms and debris have been 
removed and required foundation drains, waterproofing, and damp proofing has 
been examined and approved by the Landscape Architect/Engineer. 

 
G. The Contractor shall use precaution when backfilling against walls to prevent 

damage to foundation drains, waterproofing and foundation drains.   
 
3.10 TRENCHING 
 

A. Trenching shall include the excavation, bedding and backfilling of trenches and 
excavations necessary for the installation of the utility and drainage 
improvements. 

 
B. Trenches shall be excavated to the line and grade with an allowance for the pipe 

envelope as identified on the Drawings. 
 

C. The Contractor shall remove material that the Landscape Architect/Engineer may 
deem unsuitable below the pipe envelope and refill the void crushed stone. 

 
D. Pipe bedding material shall not be placed until the Landscape Architect/Engineer 

has determined that the foundation is sufficient to support the proposed 
construction. 

 
E. In soil, the bottom of the trench shall be compacted to 95% of its maximum 

proctor density. 
 

F. Any excavation carried below the required elevations not being due to unsuitable 
material shall be refilled with a compacted crushed stone at the Contractor's 
expense. 

 
G. The pipe bedding material shall be placed, graded and compacted to 100%of its 

maximum proctor density prior to pipe installation as determined by ASTM D698, 
Method D. 

 
H. The pipe envelope and trench backfill shall be as placed as shown on the 

drawings and compacted to 98%of the materials maximum proctor density as 
determined by ASTM D698, Method D. 

 
I. When required by the Landscape Architect/Engineer, pipe bedding, pipe 

installation, pipe envelope placement shall not occur until it has been approved 
by the Landscape Architect/Engineer.  

 
J. Trenches shall be backfilled with select trench backfill or crushed stone as noted 

on the drawings. 
 

K. Trench backfill shall be compacted to 98% maximum proctor density as 
determined by ASTM D698, Method D. 
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L. The Contractor shall be responsible for any damages to any utility caused by 

backfill and compaction activities. 
 
3.11 TOPSOIL PLACEMENT   
 

A. Areas disturbed by construction operations excluding surfaced, structure and 
building areas shall be covered with topsoil. 

 
     B. The topsoil layer shall have minimum depth of at six (6) inches. 
 

C. When the topsoil has been placed to the required depth, the area shall be graded 
to match the proposed contour lines and spot elevations or to match the original 
ground surface, whichever is applicable. 

 
D. The final surface shall then be fine raked to remove all vegetable matter, stones, 

or other objectionable material and smoothed ready for fertilizing, seeding and 
mulching or installation of erosion control materials. 

 
E. The finished surface of the topsoil layer shall not vary more than 0.05 feet from 

the proposed contours, lines, and elevations shown on the Drawings or to the 
original ground surface, whichever is applicable. 

 
F. When requested by the Landscape Architect/Engineer, the finished grade of the 

entire site or any portion of it after topsoil placement is completed shall be 
surveyed by a Surveyor licensed in the State of Tennessee in a manner 
satisfactory to the Landscape Architect/Engineer to determine compliance with 
this specification and the Drawings.    

 
G. Once the site topsoil is placed, the Contractor shall check random and 

representative samples of the material for pH.    
 
     H. Topsoil shall have a pH level between 6.0 and 6.5. 
 

I. Lime or sulfur shall be added to topsoil as needed to achieve the necessary pH 
level. 

 
J. During the warranty period the Contractor shall correct settlement within topsoil 

areas with additional topsoil. 
 
3.12 RIP RAP INSTALLATION 
 
     A. Rip-rap shall be placed on a thoroughly compacted sub-grade. 
 

B. Unless shown different on the Drawings, Rip-rap shall include a geotextile layer 
between the stone and sub-grade. 

 
C. Stones shall be set or placed as close together as practical in order to minimize 

void space. 
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D. Rip-rap shall be compacted by a method acceptable to the Landscape 
Architect/Engineer. 

 
3.13 ON-SITE DISPOSAL OF EXCESS AND UNSUITABLE MATERIAL 
 

A. Excess and unsuitable materials may be deposited on site if approved by the 
Owner and Landscape Architect/Engineer. 

B. Material shall not be taken from the project site without the approval of the 
Landscape Architect/Engineer. 

 
C. Materials shall be transported and spread or stockpiled by the Contractor in locations 

identified by the Owner's Representative. 
 

1. The material shall be graded to establish uniform slopes having a 
maximum grade of 20% and a minimum grade of 2%. 

2. Topsoil below designated waste areas shall be stripped, stockpiled and 
re-spread over the final graded area. 

3. Once the topsoil is placed in its final location, it shall be seeded, fertilized 
and mulched to establish in the planting section of these specifications. 

 
3.14 SITE PROOF ROLLING 
 

A. The Contractor shall proof roll the following areas in addition to areas determined 
by the Geotechnical Specialist: 

 
1. Areas to receive fill once the topsoil or unsuitable materials are stripped 

and prior to fill placement. 
2. Each level of fill prior to placing the following layer of fill. 
3. Building slabs prior to building construction. 
4. Pavement and or surfacing sub-grades prior to placement of the 

pavement or surfacing stone base. 
5. Pavement and or surfacing stone bases. 

 
B. The Contractor shall provide a heavily-loaded tandem axle dump truck (minimum 

80,000# total weight) and operator. 
 

C. The truck shall travel in uniform and adjacent rows such that the area to be 
tested is tested in its entirety. 

 
D. Noticeable soft or weak spots shall be corrected by a method acceptable to the 

Landscape Architect/Engineer. 
 

A. Corrected soft or weak spots shall be proof rolled. 
 
B. The Geotechnical Specialist, and or Project Engineer and Owner will determine 

areas to be undercut, based on proof rolling and compaction test. 
 
3.15  UNDERCUTTING 
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A. All undercutting shall consist of removing and disposing of unsatisfactory 

materials below subgrade elevation as shown on the plans, in cut sections, from 
areas upon which embankments and/or base are to be placed, and may also 
include material excavated below the foundation elevation for pipe.  Undercutting 
does not include the stripping, stockpiling, processing of soil with high water 
content,  and placing of topsoil if required.  Undercutting limits, along with 
remediation procedure shall be determined by the on-site Geotechnical 
Representative. 

 
3.16 GEOTECHNICAL TESTING 
 

A. The Owner may choose to employ and pay for a qualified and experienced 
independent Geotechnical Engineering Firm for geotechnical testing. 

 
B. The Contractor shall cooperate fully with the Geotechnical Engineering Firm.  

 
C. The Contractor shall notify the Geotechnical Engineering Firm a minimum of two 

working days in advance when work is to be tested. 
 

D. The Geotechnical Engineering Firm shall report all findings in writing to the 
Landscape Architect/Engineer. 

 
E. The Geotechnical Specialist shall inspect all excavations that will receive 

concrete slabs or footings and report the findings in writing. 
 

F. The Geotechnical Specialist shall observe and check the density of each layer of 
fill placement at a rate of one test per 500 square feet for building and roadway 
areas and report the findings in writing. 

 
G. The Geotechnical Specialist shall observe and check the density of each layer of 

fill placement at a rate of one test per 2,500 square feet for non-building or 
roadway areas and report the findings in writing. 

 
H. The Geotechnical Specialist shall observe structural backfill operations and 

report the findings in writing. 
 

I. The Geotechnical Specialist shall witness and report in writing the results of proof 
roll testing performed by the Contractor. 

 
J. The Geotechnical Engineering Firm shall perform any other Geotechnical test it 

believes is necessary to help insure that the earthwork related to this project is 
performed in accordance with the Construction Documents and in accordance 
with current industry standards. 

 
 

END OF SECTION 
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SECTION 311100 
CLEARING AND GRUBBING 

 
PART 1: GENERAL  
 
1.01 WORK INCLUDED 

 
A. Clearing, grubbing, removal and disposal of vegetation, rocks, roots and debris 

within the limit of the work except objects designated on the drawings to remain 
B. Preserve from injury or defacement all vegetation and objects to remain 

 
1.02 LIMITS OF WORK 

 
A. Construction area established by drawings.  
B. Designated stockpiles of construction material other than borrow material.  

 
1.03 PROTECTION 

 
A. Protect existing trees, shrubs and bushes located outside the clearing limits from 

damage for the life of this Contract.  
 
1.04 REQUIREMENTS OF REGULATORY AGENCIES  

 
A. Comply with State and local code requirements when disposing of trees, shrubs and 

all other materials removed under this Specification Section. Coordinate all clearing 
work with utility companies as necessary.  

 
1.05 DISPOSAL FEES  

 
A. Bear all expenses to obtain a suitable disposal area, haul to the disposal area, pay 

disposal fees, and dump at the disposal area.  
 
 
PART 2: PRODUCTS  
 
2.01 MATERIALS AND EQUIPMENT  
 

A. Provide all materials and equipment required to complete all clearing and grubbing in 
accordance with this Specification Section.  

 
 
PART 3: EXECUTION  
 
3.01 PREPARATION 

 
A. Maintain bench marks, monuments and other reference points.  Re‐establish if 

disturbed or destroyed at no cost to Owner.  
 

3.02 CLEARING AND GRUBBING  
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A. Clear and grub the minimum area required to provide space for construction 
operations.  
 

B. Clear and grub the work site within easement and/or clearing limit lines shown on the 
Drawings or as shown elsewhere in the Contract Documents. Remove those items 
that are designated for removal or obstruct construction. This includes, but is not 
limited to; trees, downed timber, shrubs, bushes, vines, roots, stumps, undergrowth, 
rubbish, paving materials, debris, and all other objectionable materials. Site objects 
outside clearing limits shall not be removed. Only those portions of the construction 
area which are absolutely necessary and essential for construction shall be cleared. 
Minimize the length of time of ground disturbance as much as practical, especially 
within environmentally sensitive areas. Ground shall not be cleared and grubbed until 
immediately prior to construction.  

 
C. Notify the Project Manager of locations where additional trees and shrubs will 

interfere with installation of facilities. Do not remove additional trees or shrubs 
without written permission of the Project Manager. Conduct operations to minimize 
disturbance of trees and shrubs. Trim trees and roots in accordance with the best 
horticultural practices, including sealing cuts to preserve the tree 

 
D. Clear and grub areas required for access to site and execution of the work. Remove 

all stumps and roots within limits of grubbing to the depths below: 
1. Footings – 18 inches  
2. Walks – 12 inches  
3. Roads – 18 inches 
4. Parking areas – 12 inches  
5. Lawn areas – 8 inches 
6. Fills – 12 inches  
7. In the case of footings, roads, walks, or other construction on fills, the greater 

depth shall apply. 
 

3.03 CLEARING (IMPROVED AREA) 
 

A. Remove site improvement objects such as signs, lawn ornaments, etc. which 
interfere with construction. Removed site improvement objects shall be stored in a  
manner to protect objects for reinstallation after construction is complete. Provide 
temporary traffic control signs when permanent signs are removed for construction. 
Temporary signs shall be worded to match permanent signs, except as necessary to 
be compatible with construction operations.  
 

B. Remove pavement, curb and sidewalk in accordance with applicable State 
Standards for Road and Bridge Construction and as specified in the Contract 
Documents and Drawings. Saw cuts may be eliminated where paving abuts curb or 
roadway expansion joints or construction joints, and pavement can be removed 
without damaging or disturbing curbs or remaining pavement. Remove sidewalks in 
full squares only. Saw cut sidewalks if no true joint exists.  

 
 
3.04 DISPOSAL 

 
A. Burning of logs, stumps, roots, and other material on the site will not be permitted.  
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B. All materials obtained as a result of the clearing and grubbing operations shall be 

disposed of in accordance with the requirements of the applicable governing 
agencies at the expense of the Subcontractor.  
 

C. Chipping of brush materials is permitted. However, the Subcontractor shall bear all of 
the costs associated with chipping of brush material and disposal of the resultant 
chips at an approved location.  

 
3.05 REPAIRS 

 
A. Should utilities to remain or other physical property be damaged by work of this 

Section, contractor shall repair damage. 
B. Backfill all excavations opened as a result of the work of this Section with the type of 

fill specified for the individual locations.  
 

 
END OF SECTION 
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SECTION 321216 
ASPHALTIC CONCRETE PAVEMENT 

 
PART 1 - GENERAL 
 
1.01 DESCRIPTION 
 

A. Work Included 
 

Asphaltic concrete pavement required for this project is indicated on the 
drawings and includes, but is not necessarily limited to: 

 
1. Parking Lots and Drives 
2. Trails 

 
B. Related Work Specified Elsewhere  

 
1. Earthwork - Section 02300 

 
1.02 Quality Assurance  
 

A. Direction  
 

1. Provide at least one person who shall be thoroughly trained and 
experienced in the skills required, who shall be completely familiar 
with the design and application of the work described for this 
section, and who shall be present at all times during progress of 
the work of this section and shall direct all work performed under 
this section. 

 
2. For actual finishing of asphaltic concrete surfaces and operation of 

the required equipment, use only personnel thoroughly trained 
and experienced in the skills required. 

 
B. Codes and Reference Standards  

 
In addition to complying with all pertinent codes and regulations, comply 
with the referenced portions of "Specifications and Construction Methods 
for Asphalt Concrete", SS-1, latest edition, published by Asphalt Institute, 
800 South McDonough Street, Montgomery, Alabama, 36104. 

 
1.03 SUBMITTALS 
 

A. Materials List  
 

Within 35 days after award of contract, and before any asphaltic concrete 
pavement materials are delivered to the job site, submit to the Landscape 
Architect/Engineer, in accordance with Section 01300 of these 
specifications a complete list of all asphaltic concrete materials proposed 
to be furnished and installed. 
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1.04 PRODUCT HANDLING 
 

A. Protection  
 

Use all means necessary to protect asphaltic concrete pavement 
materials before, during and after installation and to protect the installed 
work and materials of all other trades. 

 
B. Replacements  

 
In the event of damage, immediately make all repairs and replacements 
necessary to the approval of the Landscape Architect/Engineer and at no 
additional cost to the Owner. 

 
C. Dust Control  

 
1. Use all means necessary to prevent the spread of dust during 

performance of the work of this section. 
 

2. Thoroughly moisten all surfaces as required to prevent dust being 
a nuisance to the public, neighbors, and concurrent performance 
of other work on the job site. 

 
PART 2 - PRODUCTS 
 
2.01 ASPHALTIC CONCRETE WEARING SURFACE COURSE 
 

Asphaltic concrete wearing surface course shall be Tennessee Department of 
Highway Specification 411 Grading E.  

 
2.02 PRIME COAT  
 

Prime coat shall be Tennessee Department of Highway Specification 402. 
 
2.03 TACK COAT: 
 

Tack coat shall be Tennessee Department of Highway Specification 402 
(Emulsified Asphalt). 

 
2.04 BINDER COURSE: 

Binder course shall meet or exceed the requirements of Section 307, Grade “A” 
or “B-Modified” the Tennessee Department of Transportation Highway 
Specifications. 
 

In locations where Binder Course has been previously installed, it shall be 
patched, and clean from all debris prior to the installation of the tack coat, 
prime coat, and asphalt wearing surface as specified above.   
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PART 3 - EXECUTION 
 
3.01 INSPECTION 
 

A. Prior to all work of this section, carefully inspect the installed work of all 
other trades and verify that all such work is complete to the point where 
this installation may properly commence. 

 
B. Verify that asphaltic concrete pavement may be installed in strict 

accordance with the original design, all pertinent codes and regulations, 
and all pertinent portions of the referenced standards. 

 
3.02 DISCREPANCIES 
 

A. In the event of discrepancy, immediately notify the Landscape 
Architect/Engineer. 

 
B. Do not proceed with installation in areas of discrepancy until all such 

discrepancies have been fully resolved. 
 
3.03 DUST CONTROL 
 

A. Use all means necessary to prevent the spread of dust during 
performance of the work of this section. 

 
B. Thoroughly moisten all surfaces as required to prevent dust being a 

nuisance to the public, neighbors, and concurrent performance of other 
work on the job site. 

 
3.04 EQUIPMENT 
 

A. Compacting Equipment  
 

All equipment for compacting shall be steel-tired power rollers having a 
minimum weight of ten tons, except that hand-held vibrator-compactors 
may be used in areas not accessible to rollers when specifically approved 
in advance by the Landscape Architect/Engineer. 

 
B. Coating Equipment  

 
All equipment for prime coating seal coating and tack coating shall be 
specifically designed for the purpose and shall be subject to the 
inspection and approval of the Landscape Architect/Engineer. 

 
C. Paving Equipment  

 
All equipment for paving shall be spreading, self-propelled asphalt paving 
machines capable of maintaining line, grade, and minimum surface 
course thickness specified. 
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3.05 PLACEMENT OF ASPHALTIC CONCRETE 
 

A. Roads and Drives 
 

1. The areas to receive asphaltic concrete wearing surface and base 
courses shall be approved by the Landscape Architect/Engineer 
before any surface material is deposited thereon.   

 
2. Place the asphaltic concrete in strict accordance with the 

provisions of the referenced standards (Tennessee Department of 
Highway Specification 411).  Roll the surface until a smooth and 
dense texture is obtained, free draining and free from birdbaths 

 
3. The Landscape Architect/Engineer reserves the right to perform 

any test identified in the Section of the Tennessee Department of 
Transportation Specifications corresponding to the type of 
pavement being placed or coating being applied. 

 
4. Initial testing cost will be the Owner’s responsibility.  Any 

pavement found to be defective by the test shall be replaced and 
retested at the Contractor’s expense. 

 
B. TRAILS 

 
1. The areas to receive asphaltic concrete wearing surface and base 

courses within trail areas shall be approved by the Landscape 
Architect/Engineer, before any surface material is deposited 
thereon.  

 
2. Trails shall be installed per plan details. 
 

 
3.06 PLACEMENT OF PRIMER COAT AND TACK COAT AND BINDER COURSE 
 

A. Preparation  
 

1. The surface shall be dry at the time of application of the binder 
course, tack coat or prime coat.  Preparation of surface in strict 
accordance with Tennessee Department of Highway Specification 
402, and 403. 

 
 B. Application 
   
  1. When required on the paving details located on the Drawings, 

apply a prime coat to the base course in accordance with Section 
402 of the Tennessee Department of Transportation Highway 
Specifications. 

 
B. Coverage  
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1. Primer Coat - Apply primer coat at the rate of 0.05 to 2.0 gallons 
per square yard. 

 
2. Tack Coat - Apply tack coat at the rate of 0.05 to 1.5 gallons per 

square yard. 
  
 C. Asphalt binder course shall be placed and compacted in accordance with 

Section 307 of the Tennessee Department of Transportation Highway 
Specifications. 

 
 D. A tack coat shall be applied to all pavement surfaces prior to placement of 

additional pavement layers. 
 
 E. Tack coat shall be placed in accordance with Section 402 of the 

Tennessee Department of Transportation Highway Specifications. 
 
3.07 REMEDIAL MEASURES 
 

Upon direction of the Landscape Architect/Engineer, cut out and/or rework all 
surfaces and subgrade areas which do not meet the requirements of this section.  
Perform all remedial measures at no additional cost to the Owner. 

 
 
 
 END OF SECTION 
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SECTION 321616 
CAST-IN-PLACE CONCRETE 

 
 

PART 1 - GENERAL 
 
1.01 QUALITY ASSURANCE 
 

A. Contractor will employ a testing laboratory to perform concrete tests.  Included in 
the responsibilities for concrete testing are the taking, handling, protecting and 
storing of test specimens, and the accurate reporting of compressive strength, 
weight of cylinders, or content of concrete, slump, air content, and location of 
concrete.  If the concrete fails to meet any part of the specifications, immediately 
notify Engineer for obtaining instructions. 

B. Laboratory will be required to obtain samples, in accordance with C 31-69 and 
perform compression tests per ASTM C 39-72; air content tests per ASTM C 
173- 78 (volumetric method) or ASTM C 2331-78 (pressure method); slump tests 
per ASTM C 143-78. 

 
C. Laboratory will test one set of cylinders (6 specimens) for each 50 cubic yards, or 

fraction thereof, of each class of concrete placed each day; two cylinders shall be 
tested at 7 days for information, and two cylinders shall be tested at 28 days for 
acceptance.  If the cylinders tested at 28 days do not indicate proper strength, 
the third set of two will be tested at a later time as directed by the Engineer. 

 
D. The strength level shall be considered satisfactory so long as the averages of all 

sets of three consecutive strength test results equal or exceed the specified 
strength f'c, and no individual test result falls below the specified strength f'c by 
more than 500 psi. 

 
E. Additional tests may be required if evidence of faulty workmanship, failure of 

laboratory tests, or questionable concrete exists.  These tests shall be paid for by 
the Contractor. 

 
F. Mockups: Where noted, cast mockups of full‐size sections of concrete pavement 

to demonstrate typical joints, surface finish, texture, color, and standard of 
workmanship. 

 
1. Build a 4’ x 4’ mockup on site. If location not indicated, as directed by 

Owner’s representative. 
2. Notify Owner’s representative seven days in advance of dates and times 

when mockups will be constructed. 
3. Obtain approval from Owner’s representative before starting mockup 

construction. 
4. Maintain approved mockups during construction in an undisturbed condition 

as a standard for judging the completed pavement. 
5. Demolish and remove approved mockups from the site when directed by 

Owner’s representative. 
 

1.02 EVALUATION AND ACCEPTANCE OF CONCRETE 
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A. Concrete strength will be evaluated by the Engineer according to the provisions 

of ACI 318-77, Section 4.8. Should evidence of low-strength concrete exist, or if 
test results indicate non-conformance with these specifications, additional 
testing, as outlined in ACI 318-77, Section 4.8.4 may be directed by the 
Engineer. The Contractor shall bear the cost of any additional testing required. 

 
B. If, after additional testing, evidence of low-strength concrete still exists, load tests 

in accordance with Chapter 20 of ACI 318-77 may be ordered by the Engineer.  
In the event the concrete is determined to be inadequate by the Engineer, The 
Contractor will remove it from the Project and replace it with concrete conforming 
to these specifications, subject to all testing requirements herein.  All such 
remedial work shall be at the Contractor's expense. 

 
1.03 CONCRETE QUALITY DESIGN 
 

A. All concrete mix designs shall be proportioned in accordance with Section 4.3 
(field experience) or Section 4.4 (trial batches) of ACI 318-77.  Submit mix design 
for each class of concrete based on a standard deviation analysis or trial 
batches. If trial batches are used, the proposed mix design shall achieve an 
average strength 1,200 psi higher than the specified strength. 

 
1.04 SUBMITTALS 
 

A. Submit five copies of the concrete mix designs with supporting data confirming 
compliance with ACI 318-77, Chapter 4 and this specification.  Indicate types and 
quantities of materials used, the fresh unit weight, compressive strength, slump, 
air content, and aggregate analysis in mix design. 

 
B. Submit two copies of certification showing that the aggregate cement, and all 

admixtures conform to these specifications. 
 

C. Submit two copies of each laboratory test report indicating type of concrete 
furnished, compressive strength, slump, air content, and water added to concrete 
after batching. 

 
D. Retain ready-mix delivery tickets at job site for inspection by Engineer. 

 
1.05 ENVIRONMENTAL REQUIREMENTS 
 

A. Do not place concrete when temperature is below 40 degrees F (4.5 degrees C.) 
or forecast to go below 40 degrees F within 24 hours, unless adequate heating 
and protecting equipment is on hand to warm concrete.  In these circumstances, 
use heating and protecting equipment continuously until concrete has set up for 
at least 72 hours after placing. 

 
B. Perform cold weather concrete work in accordance with ACI 306, "Cold Weather 

Concreting, 1978." 
 

C. Perform hot weather concrete work in accordance with ACI 305, "Hot Weather 
Concreting, 1977." 
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D. When high temperatures and/or placing or humidity conditions dictate, the mix 

may be initially retarded by use of the water reducing, retarding formulation (Type 
D)  of the specified water reducing admixture (Type A). 

 
1.06 REFERENCES 
 

A. The following references shall be obtained by the Contractor and maintained at 
the job site in a readable condition at all times. 

 
1. ACI 318-77, Building Code Requirements for Reinforced Concrete 
2. ACI 315-80, Details and Detailing of Concrete Reinforcement 
3. ACI 306, Cold Weather Concreting, 1978 
4. ACI 305, Hot Weather Concreting, 1977 
5. ACI 302-80, Guide for Concrete Floor and Slab Construction 
6. ACI 301-72 (Rev. 1981), Specifications for Structural Concrete for 

Buildings 
7. Manufacturer's Instructions of all products required for proper use or 

installation of the product 
 
 
PART 2 - PRODUCTS 
 
2.01 PORTLAND CEMENT 
 

A. Cement shall be used meeting the requirements of ASTM-c-150 STANDARD, 
TYPE  

 
2.02 FINE AGGREGATE 
 

A. Natural siliceous sand conforming to ASTM C 33-78 except Section 4.2 of C 33-
78 shall not apply. 

 
2.03 COARSE AGGREGATE 
 

A. Crushed or uncrushed stone or gravel, ASTM C 33-78, SIZE 57.  Size coarse 
aggregate in accordance with ACI 318-77, Chapter 3, Subparagraph 3.3.3. 

 
B. The following additional limitations shall apply: 

1. Soft particles:  2.0 percent maximum 
2. Chert as a soft impurity (defined in Table 3 of ASTM C 33):  1.0 percent 

maximum 
3. Total of soft particles and chert as a soft impurity:  2.0 percent maximum 
4. Flat and elongated particles (long dimension more than 5 times short 

dimension):  15.0 percent maximum 
 
2.04 WATER 
 

A.     Clean water, free from elements which might adversely affect concrete, and                 
 embedded items. 
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B.    Water shall conform to ASTM C-494 standard. 
 
2.05 ADMIXTURES 
 

A. Water Reducing Admixture:  Eucon WR-75 by the Euclid Chemical Company, 
Pozzolith 100 XR by Master Builders or Plastocrete 160 by Sika Chemical 
Corporation.  The admixture shall conform to ASTM C 494, Type A, and not 
contain more chloride ions than are present in municipal drinking water. 

 
B. Water Reducing, Retarding Admixture:  Eucon Retarder-75 by the Euclid 

Chemical Company, Pozzolith 100 XR by Master Builders or Plastiment by Sike 
Chemical Corporation.  The admixture shall conform to ASTM C 494, Type D, 
and not contain more chloride ions than are present in municipal drinking water. 

 
C. High Range Water Reducing Admixture/(Superplasticizer):  Pozzolith 400 N by 

Master Builders, Eucon 37 by the Euclid Chemical Company or Sikament by Sika 
Chemical Corporation.  The admixture shall conform to ASTM C 494, Type F or 
G, and not contain more chloride ions than are present in municipal drinking 
water. 

 
D. Non-Chloride Accelerator:  Pozzolith 555A by Master Builders, Accelguard 80 by 

the Euclid Chemical Company or Darex Set Accelerator by W. R. Grace.  The 
admixture shall conform to ASTM C 494, Type C or E, and not contain more 
chloride ions than are present in municipal drinking water. 

 
E. Air Entraining Admixture:  Conforming to ASTM C 260. 

 
F. Calcium Chloride:  Calcium chloride or admixtures containing more than 0.1 

percent chloride ions are not permitted. 
 

G. Certification:  Written conformance to requirements stated above and the chloride 
ion content will be required from the admixture manufacturer prior to mix design 
review by the Engineer. 

 
2.06 FLY ASH:  Shall conform to ASTM C 618-78 Class F. 
 
2.07 CONCRETE CLASSIFICATIONS 
 

A. Class A Concrete:  Unless otherwise specified and shown on the Plans, all 
concrete shall be Class A. 
 
1. In accord with ASTM C 94-78a, Alternate No. 2. 
2. Strength:  4,000 psi 
3. Concrete shall be air entrained. 
4. Air Content:  All concrete subjected to freezing and thawing and/or 

required to be watertight shall have an air content of 4.5 percent to 7.5 
percent.  All interior slabs subject to abrasion shall have a maximum air 
content of 3 percent. 

5. Water-Cement Ratio:  All concrete exposed to freezing and thawing shall 
have a maximum water-cement ratio of 0.50.  All concrete subjected to 
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de-icers and/or required to be watertight shall have a maximum water- 
cement ratio of 0.45. 

6. Slump:  All concrete containing the high range water reducing admixture 
(superplasticizer) shall have a maximum slump of 8" unless otherwise 
approved by the Engineer.  The concrete shall arrive at the job site at a 
slump of 2" to 3", be verified, then the high range water reducing 
admixture added to increase the slump to the approved level. 

7. All other concrete shall have a maximum slump of 3" for slabs and 4" for 
other members. 

 
B. Class B Concrete:  Use for anchors, kickers, encasement for pipelines, and fill, 

unless otherwise specified. 
 
1. Fine Aggregate:  Proportion by dry weight of fine to coarse aggregates 

between 30-45%.  Test for potential alkali reactivity per ASTM C-289-71. 
Use natural river sand or specially approved manufactured sand, only. 

2. Coarse Aggregate:  Size No. 57. 
3. Minimum Cement Content:  5.0 bags (470 pounds)  per cubic yard. 
4. Minimum Compressive Strength:  28 day, 2,500 psi, average of any 3 

cylinders. 
5. Slump:  5 to 8 inches for pipe encasements and 2 to 4 inches for other 

specified areas. 
6. Mixing Water:  Maximum amount of water per 94 pound bag of portland 

cement shall be 6.5 gallons.  Deduct the moisture content of the 
aggregate from the amount of water required. 

 
C. Washed Limestone Aggregate Concrete 
 

1. Concrete shall be 4000 psi 
2. Washed white concrete sand shall be used 
3. Aggregate mix shall be Lonestar; No. 8 Vulcan gravel or approved equal 

 
 
2.08 ADMIXTURES 
 

A.  All concrete slabs placed at air temperatures below 50 F.  shall contain the 
specified non-chloride accelerator.  All concrete required to be air entrained shall 
contain the approved air entraining admixture. 

 
2.09 VAPOR BARRIER:  Polyethylene sheeting conforming to ASTM E 154-68 with 

thicknesses as shown on plans. 
 
2.10 BOND BREAKER:  30# and 90# asphalt saturated roofing felt.   
 
2.11 CURING AND SEALING COMPOUND 
 

A. Super Floor Coat or Super Pliocure by the Euclid Chemical Company or 
Masterseal 66 by Master Builders.  The compound shall conform to Federal 
Specification TT-0-800A, 30 percent solids content minimum, and have test data 
from an independent laboratory indicating a maximum moisture loss of 0.030 
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grams per square cm when applied at a coverage rate of 300 square feet per 
gallon.  Manufacturer's certification required. 

 
2.12 SHEET MATERIAL FOR CURING CONCRETE 
 

A. Waterproof paper or polyethylene film as per ASTM C171- 69. 
 

B. Bonding Compound:  Euco Weld by the Euclid Chemical Company or Weldcrete 
by the Larsen Company.  The compound shall be a polyvinyl acetate, rewettable 
type. 

 
C. Epoxy Adhesive:  Euco Epoxy #463 or #615 by the Euclid Chemical Company or 

Sikadur Hi-Mod by Sika Chemical Corporation.  The compound shall be a two (2) 
component, 100 percent solids, 100 percent reactive compound suitable for use 
on dry or damp surfaces. 

 
D. Non-Shrink Grout:  Firmix (metallic) or Euco NS (non- metallic) by the Euclid 

Chemical Company or Embeco 153 (metallic)  and Masterflow 713 (non-metallic) 
by Master Builders.  The grout shall conform to CRD-C-621-80, "Corps of 
Engineers Specification for Non-Shrink Grout." 

 
2.13 WATERSTOPS 
 

A. Waterstops at construction joints shall be Greenstreak Plastic Products, Division 
of Wester Textile Products Company, P.  O. Box 7139, St. Louis, Missouri  
63177, #784 or Vinylex Corporation, 2636 Bylington-Solway Road, Knoxville, 
Tennessee 37921, #RB6-12, or equal.  Waterstops shall be at least 1/2" thick at 
their center and 6" wide. 

 
B. Between new and old construction waterstops shall be Synko Flex Preformed 

Plastic Adhesive Waterstop by Synko-Flex Products, Inc., Houston, Texas. 
 
2.14 CONCRETE EXPANSION JOINT 
 

A. Expansion joint filler shall be a pre-molded asphaltic impregnated material 
conforming to the ASTM C1751 standard unless otherwise noted on the 
Drawings or approved.  

B. Expansion joint caulk shall be a caulk that is specifically produced for concrete 
expansion joints. 

 
C. Expansion joint caulk color shall be white unless otherwise noted on the 

drawings or approved. 
 
PART 3 - EXECUTION 
 
3.01 FIELD QUALITY CONTROL 
 

A. As concrete is delivered, a testing laboratory will take three sets of two cylinders 
per set for each 50 cubic yards or fraction thereof of each type of concrete placed 
each day.  In addition, laboratory will take small batches of the same concrete 
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used for making cylinders for making slump tests and air entrainment tests.Assist 
the laboratory in taking samples and furnish concrete required for making tests. 

 
3.02 CONDITION OF SURFACES 
 

A. Notify testing laboratory at least 48 hours before starting concrete placement. Do 
not start concrete placing until laboratory has approved surfaces, reinforcement 
placement, and other embedded items. 

 
B. Place no concrete until reinforcement and other embedded items are positioned 

and secured. 
 

C. Forms, surfaces, and trenches shall be free from water, mud, ice, frost and 
debris when concrete is placed. 

 
D. Wet surfaces before placing concrete. 

 
3.03 VAPOR BARRIER 
 

A. Place vapor barrier under all slabs placed on earth or aggregate.  Place 
smoothly, without wrinkles and trapped air.  Lap side and end joints at least 6" 
(15 cm) and weight down sheeting to avoid blowing.Turn vapor barrier up 4" (10 
cm) at all  vertical surfaces.  Keep unnecessary traffic off of vapor barrier. 

 
3.04 BOND BREAKERS 
 

A. Where separation from a vertical surface is desired, place 12" wide strips of 30# 
felt, crased at a right angle in the long direction at all vertical surfaces, except 
where fiberboard is to be installed.  Turn up on vertical surfaces for full thickness 
of concrete. 

 
B. Where floor slabs bear on tops of foundations, place a 90# strip of felt, full width 

of bearing surfaces, on all bearing surfaces. 
 
3.05 PRODUCTION OF CONCRETE 
 

A. Produce concrete in accordance with Chapter 7 of ACI 301- 72 for ready-mixed 
concrete. 

 
3.06 PLACING CONCRETE 
 

A. Prepare place of deposit and equipment.  Convey and place concrete in accord 
with ACI 318 standard. 

 
B. Deposit concrete within one hour after water is added to dry batching. 
 
C. Convey concrete promptly to point of use in a manner which will prevent 

separation of ingredients and loss of water.  Deposit concrete near its final 
position to avoid rehandling. 
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D. Consolidate concrete, including floor slabs, in accordance with ACI 309, 
"Recommended Practice for Consolidation of Concrete."  All concrete shall be 
vibrated.  Maintain at least one vibrator as a stand-by.  Lower frequency vibrators 
may be used with "flowing" concrete. 

 
E. Do not use vibrators to cause concrete to flow. 

 
3.07 CONSTRUCTION JOINTS AND EMBEDDED ITEMS 
 

A. Construction joints and embedded items shall conform to Chapter 6 of ACI 301- 
72.  Location of all construction joints shall be approved by the Engineer. 

 
B. Aluminum embedded in concrete shall be coated with and approved bitumastic 

paint. 
 
3.08 FINISHING 
 

A. After placing concrete, screed to levels and slopes indicated.  Do not use 
tamping tools to force aggregate away from surface. 

 
B. When the water sheen has disappeared, use a wood float to bring concrete to a 

true level or slope as indicated.  Depressions between high spots shall not 
exceed 5/16" under a 10' straightedge after floating. 

 
C. Exterior vertical surfaces which will be exposed to view after construction shall 

receive a rubbed finish.  All other surfaces shall receive a broom finish. 
 

D. Do not use dry materials, such as sand and cement, on surfaces during finishing. 
 

E. Maximum allowable variation in finished surfaces should be such that 
depressions between high spots should not exceed 3/16" under a 10' 
straightedge. 

 
F. Concrete edges, including those along expansion joints and control joints shall 

be rounded to a 0.5-inch radius. 
 
 
3.09 CURING 
 

A. As finished work is completed, begin curing.  Curing may be accomplished by 
either of the methods described below, except for items specifically designated 
for a particular method. 

 
B. Waterproof paper or plastic film curing: Cover damp surfaces with film or paper 

and lap at edges at least 4 inches.  Apply weights to prevent displacement. 
Repair tears and punctures, as they occur. 

 
C. The foundation membrane slab shall be wet cured. To minimize shrinkage, the 

floor shall be kept saturated by flooding or other means until the structure is 
placed in service. 
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D. Where forms are left in place, keep forms damp by spraying at frequent intervals 
for at least 8 days.  Do not allow forms to dry out. 

 
3.10 PROTECTION 
 

A. Protect concrete against traffic for at least 48 hours.  Erect barriers as necessary 
to protect uncured areas.  Provide wood covers to protect concrete step-ups from 
all construction traffic. 

 
B. Protect concrete from paint and other stains, and from abrasive traffic. 

 
3.11 PATCHING 
 

A.  After forms are removed do not patch or repair, except that fins may be removed 
back to formed surfaces, until Engineer has examined the work. After inspection 
by Engineer, patch voids, honeycombs, spalls, chips, as directed. 

 
B. Cut out honeycomb, rock pockets, voids over 1/4" in any dimension, and holes 

left by tie rods and bolts, down to solid concrete, but in no case to a depth of less 
than 1".  Make edges of cuts perpendicular to the concrete surface.  Before 
placing cement mortar, thoroughly clean, dampen with water and apply the 
specified bonding compound.  The cement mortar shall be placed after the 
bonding compound has dried. 

 
C. Rub exposed interior finished concrete as specified above.  Where form marks 

and fins detract from appearance or are otherwise objectionable remove them by 
rubbing. 

 
D. All structural repair shall be made with prior approval of the Engineer, as to 

method and procedure, using the specified epoxy adhesive and/or epoxy mortar. 
 
3.12 CLEANUP 
 

A. Cleanup and leave concrete work free from any loose material.   Leave areas 
free from debris. 

 
 

END OF SECTION 
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SECTION 329223 
SEEDING & SODDING 

 
PART 1 - GENERAL 
 
1.01 DESCRIPTION 
 

A. Work Included: 
 

This section shall cover the work of furnishing sowing and establishing an 
acceptable growth of grass from seed, as well as covering the work of furnishing 
and planting solid grass sodding in various locations throughout the limits of 
work. 

 
1.02 QUALITY ASSURANCE 
 

A. Qualifications of Workmen 
 

Provide at least one person who shall be present at all times during execution of 
this portion of the work and who shall be thoroughly familiar with the type of 
materials being installed and the best methods for their installation and who shall 
direct all work performed under this Section. 

 
B. Applicable Documents 

 
The following specifications and standards of the issues listed and referred to in 
this Section form a part of this Specification to the extent required by reference 
thereto. 

 
1. U.S.A. Standard for Nursery Stock, American Association of Nurserymen, 

Inc., 1973. 
 

C. Approvals and Rejection of Materials and Work 
 

1. The selection of all materials and execution of all preparations required 
under the Drawings and Specifications shall be subject to the approval of 
the Owner.   

 
2. The Owner shall have the right to reject any and all materials, any and all 

work, which in his opinion does not meet the requirements of the 
Specifications or Drawings at any stage of the operations.  All rejected 
materials shall be removed from the site and shall not be discarded on 
adjacent sites. 

 
3. Notify the Owner at least 48 hours in advance of the time he intends to 

begin sodding and shall not proceed with such work until permission to do 
so has been granted by the Owner.  Before starting the grassing 
operation on any area, final dressing shall have been completed. 

 
4. All seeding, sodding, and related operation shall be continuous 

operations. 
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D. Maintenance of Site During Planting 

 
Sidewalks, roads and other pavement adjacent to planting operation shall be 
kept clean and free from obstructions, mud and debris at all times.  Wheels of 
vehicles used in work shall be cleaned if necessary.  Flushing of streets or 
disposal of dirt or debris into sewers or drainage ditches will not be permitted.  
Dust shall be controlled by approved means to the satisfaction of the Owner. 

 
1.03 PLANT AVAILABILITY 
 

All sod specified shall be located and certified available to be installed following 
completion of the related work. 

 
1.04 PRECAUTIONS 
 

Locate underground utilities and drainage lines on the site with flags or similar markings 
prior to excavating or driving stakes. Take proper precautions to prevent damaging or 
disturbing these improvements. Planting Contractor is responsible for damage or 
dislocation by his company. 

 
1.05 GUARANTEE  
 

A. One year after substantial completion of project, sod, sprigged, and hydro-
seeded lawn areas shall be consistent color, well matted, and 95% free from 
weeds. 

 
B. Inspection for Beginning of Guarantee Period 

 
1. Inspection of the planting work, to determine its completion for beginning 

the guarantee period, will be made by the Owner, and given approval in 
writing upon notice requesting such inspection by the Contractor. 

 
2. All planting must be alive, healthy, and a uniform stand of grass in order 

to be considered complete. 
 

C. Final Inspection and Replacements 
 

Inspection of the planting to determine its final acceptance will be made at the 
conclusion of the guarantee period by the Owner.  No grassing shall be accepted 
unless the area shows a uniform, healthy stand of grass. 

 
1.06 PRODUCT HANDLING 
 

A. DELIVERY AND STORAGE 
 

1. Insofar as is practicable, sod shall be laid the day of delivery. In the event 
that this is not possible, the Planting Contractor shall protect the sod not 
laid by placing it in a shaded area. 
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2. Sod that cannot be laid immediately on delivery shall be kept well watered 
and shall not remain unplanted for longer than 48 hours after delivery to 
the site. Any sod left uninstalled for a longer period is subject to rejection 
by the Owner. 

 
PART 2 - PRODUCTS 
 
2.01 GENERAL 
 

A. All materials shall be in accordance with the U.S.A. Standard for Nursery Stock, 
and shall have a normal growth habit and be sound, healthy, vigorous and free 
from insect infestation. 

 
1. The health of all materials shall be in accordance with the Tennessee 

Department of Highways Specifications 801.00. 
 

2. The quality of all plant materials shall be in accordance with the 
Tennessee Department of Highways Specifications 801.00. 

 
2.02 SEED 
 

A. Seed shall meet the requirements of the Tennessee Department of Agriculture 
and no "Below Standard" seed will be accepted. 

 
1. Seed shall be furnished in new bags that are sound and not mended. 

 
2. Each bag of seed shall bear the growers guarantee of analysis. 

 
3. Wet, moldy, or otherwise contaminated seed shall be rejected. 

 
4. Seed Mixture, Sowing Rate and time of Seeding: 

 
a. Bermuda Seed Mix shall be ‘Riviera’ Bermuda, and shall be sown 

between April 1 and September 1. Sow at a rate of 50 lbs. per acre. 
b. Fescue Seed Mix shall be BMI Five Star Fescue Seed Mix, and shall 

be sown between early September and mid-October. Sow at a rate of 
30 lbs. per acre. 

 
B. At the discretion of the Owner, samples may be taken for testing.  Sampling and 

testing will be in accordance with the requirement of the Tennessee Department 
of Agriculture. 

 
 
2.03 SOD 
 

A. Class of Sod – “Certified”, based on the American Sod Producers Association 
(APA) classes of sod. 

 
B.       Sod Composition: 
  Sod shall consist of live, dense, well rooted growth of 419 Bermuda grass, free 

from Johnson grass, nut grass, and other obnoxious grasses and weeds.   
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C.   Block sod shall be cleanly cut in strips having a reasonably uniform thickness of 

not less than 1½” and a uniform width of 12” and length of 24”. Block sod shall be 
used around drainage structures, headwalls and swales, as noted  on plans. 

 
D.       Rolled sod shall be cleanly cut in strips, having a reasonably uniform thickness of 

not less than 1½”.  Sod shall be cut in uniform widths of either 24”, 30”, or 42”, 
with a minimum length of 25 yard to a roll.  

 
E. Standard size sections of sod shall be strong enough that when grasped at one 

end, it can be picked up and handled without damage. 
 
F. Sod shall not be harvested or transplanted when moisture content (excessively 

wet or dry) may adversely affect its survival. 
 
2.04 MISCELLANEOUS MATERIALS 
 

A. Topsoil for landscape areas and infields 
 

  Fertile, friable, natural topsoil of a loamy character without admixture of clay, 
hardpan, mulch, marl, shell or fine sand and capable of sustaining vigorous plant 
growth.  It shall contain a normal amount (5-8%) of decomposed organic matter 
and shall be free of stones, lumps, plants or their root, or seeds, sticks and other 
extraneous matter greater than 2 inches in length or diameter and shall contain 
no substance or material inhibitory to plant growth.  The results of soil tests by 
the Contractor shall show that topsoil pH is between 5 and 7 and that topsoil is 
free of excessive soluble salts at time of use. 

 
B. Fertilizer 

 
1. Commercial Fertilizer: Commercial Fertilizer shall be 13-13-13.  Fertilizer 

shall be a standard commercial fertilizer containing the specified 
percentages by weight of nitrogen, phosphoric acid, and potash. 

 
a. The fertilizer shall be furnished in standard containers with the 

name, weight, and guaranteed analysis of the contents clearly 
marked.  The container shall insure proper protection in handling 
and transporting the fertilizer. 

 
b. All commercial fertilizer shall comply with local, state, and federal 

fertilizer laws. 
 

2. Agriculture Limestone: Agriculture limestone shall contain not less than 
85% of calcium carbonate and magnesium carbonate combined and shall 
be crushed so that at least 85% will pass the No. 10 mesh sieve. 

 
 
C. Mulch Material 

 
1. All mulch material shall be air-dried and reasonably free of noxious weeds 

and weed seeds or other materials detrimental to plant growth on the 
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project or on adjacent agriculture lands.  Mulch material shall be oat or 
wheat straw bright in color, free of rot. Chopped cornstalks unacceptable. 

 
a. When seeding with mulch is specified, the mulch material shall be 

spread evenly over the seeded area at the approximate rate of 
100 pounds per 1,000 square feet immediately following the 
seeding operation. 

b. All portions of the seeded areas shall be covered with a uniform 
layer of mulch so that approximately 25% of the ground is visible. 

c. Water mulch and seedbed thoroughly, and immediately, after 
completion of mulching.  Soil shall be moistened to a depth of one 
(1) inch. 

 
4. Water 

 
Water shall be free of toxic substances and in accordance with 
Tennessee Department of Transportation standard specifications for 
roads and bridges. Section 802.00. 

 
PART 3 - EXECUTION 
 
3.01 SEEDBED PREPARATION AND SEEDING METHOD 
 

A. The seedbed shall be prepared in the following manner and sequence. 
 

1. Each area to be hydroseeded shall be scarified, disked, harrowed, raked, 
or otherwise worked until it has been loosened and pulverized to a depth 
of not less than 1½” (inches).  This operation shall be performed only 
when the soil is in a tillable and workable condition.  All construction 
material debris, rocks, etc. shall be removed from the seedbeds. 

 
2. Areas to be sodded shall be fertilized at the rate of not less than 10 

pounds of grade 13-13-13 per 1,000 square feet (435 lbs. per acre) and 
agricultural limestone at the rate of not less than 92 pounds per 1,000 
square feet (4,000 pounds per acre) shall be distributed evenly over the 
seedbed unless other rates are specified by the supplier. 

 
3. The limestone and fertilizer shall be lightly harrowed, raked, or otherwise 

incorporated into the soil for a depth of approximately 1/2 inch. 
 

4. Broadcast half the seed with a mechanical spreader and then broadcast 
the remaining half of the seed at right angles to the first seeding pattern, 
using the mechanical spreader. Utilize rotary speakers as needed 
adjacent to the top of walls. 

 
5. Cover seed to a depth of 1/8 inch be raking or harrowing. 

 
6. No seeding shall be done during winds exceeding 10 mph or when the 

ground surface is frozen, wet, or otherwise non-tillable. 
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B. If seeded areas do not show a uniform or healthy stand of grass, with a 90 
percent or greater coverage after 14 calendar days, reseed and/or re-fertilize 
those areas as directed by the Owner without any additional cost to the Owner. 

 
3.02 SODDING METHOD 
 

A. The area to be sodded shall be brought to the lines and grades shown on the 
plans. Slight field adjustments may be necessary.  The surface of the ground to 
be sodded shall be loosened to a depth of not less than 1 inch with a rake or 
other device.  The ground shall be sprinkled until saturated for a minimum depth 
of 1 inch and kept moist until the sod is placed. 

 
B. Immediately before placing the sod, fertilizer and lime shall be applied uniformly 

to the prepared surface of the ground.  Fertilizer shall be applied at the rate of 8 
pounds of grade 13-13-13 or equivalent per 1,000 square feet.  Agricultural 
limestone shall be applied at the rate of 75 pounds per 1,000 square feet. 

 
C. Sod shall be placed as soon as practical after removal from the point of origin 

and shall be kept in a moist condition during the interim.  The sod shall be 
carefully placed by hand on prepared ground surface with the edges in close 
contact and in a staggered jointing method. 

 
D. Immediately after placing the sod, it shall be thoroughly wetted and rolled with an 

approved roller or hand tamped as approved by Owner.  On sloped area of 2:1 or 
steeper, pinning or pegging is required to hold the sod in place. 

 
E. The sod shall be watered as needed by the Contractor for a period of three 

weeks after which ammonium nitrate shall be applied at the rate of 3½ pounds 
per 1,000 square feet and then watered.  The Contractor shall not allow any 
equipment or material placed on any planted area and shall erect suitable 
barricades and guards to prevent this equipment, labor or the public from 
traveling on or over any area planted with sod. 

 
 
3.03 CARE DURING CONSTRUCTION 
 

A. All seeded areas shall be cared for properly to the Owner’s satisfaction until 
acceptance of the work.  Such care shall include watering and a maximum of one 
mowing of the seeded area when grass reaches a maximum 4-inch height.  
When mowing is required, mower blades shall be set at a 3-inch height 

 
B. Surfaces gullied, eroded areas, or any damaged areas found following seeding 

and sprigging shall be repaired by re-grading and re-seeding.  
 

C. Re-grade, re-fertilize, and re-seed any or all seeded areas to correct any 
unsatisfactory and unacceptable conditions regardless of who may have caused 
the unacceptable or unsatisfactory area. 
 

D. The Contractor shall be responsible for protecting his work at all times and shall 
erect temporary barricades to do so. 
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E. The Contractor shall be responsible for proper weed control during the grow-in 
period. Contractor shall be familiar with various products, including 2,4-d type 
products, broadleaf control products, etc., and the proper use and application of 
the various products. 

 
F. Seeded areas shall show a uniform or healthy stand of grass, with a minimum of 

95% coverage at the time of acceptance. Areas not meeting this requirement 
shall be re-seeded and/or re-fertilized as directed by the Owner without any 
additional cost to the Owner. 

 
 

END OF SECTION 
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SEEDING AND SODDING NOTES

1. NOTIFY THE OWNER AT LEAST 48 HOURS IN ADVANCE OF THE TIME CONTRACTOR INTENDS TO BEGIN SODDING
AND SHALL NOT PROCEED WITH SUCH WORK UNTIL PERMISSION TO DO SO HAS BEEN GRANTED BY THE OWNER.
BEFORE STARTING THE GRASSING OPERATION ON ANY AREA, FINAL DRESSING SHALL HAVE BEEN COMPLETED.

2. INSOFAR AS IS PRACTICABLE, SOD SHALL BE LAID THE DAY OF DELIVERY. IN THE EVENT THAT THIS IS NOT POSSIBLE,
THE PLANTING CONTRACTOR SHALL PROTECT THE SOD NOT LAID BY PLACING IT IN A SHADED AREA. SOD THAT
CANNOT BE LAID IMMEDIATELY ON DELIVERY SHALL BE KEPT WELL-WATERED AND SHALL NOT REMAIN UNPLANTED
FOR LONGER THAN 48 HOURS AFTER DELIVERY TO THE SITE. ANY SOD LEFT UNINSTALLED FOR A LONGER PERIOD IS
SUBJECT TO REJECTION BY THE OWNER.

3. PRIOR TO PLACING SOD, FERTILIZER AND LIMES SHALL BE APPLIED UNIFORMLY TO PREPARED SURFACE. AFTER

PLACING THE SOD, IT SHALL BE THOROUGHLY WETTED AND ROLLED WITH APPROVED ROLLER/HAND TAMP. THREE
WEEKS AFTER INSTALLATION, AMMONIUM NITRATE SHALL BE APPLIED TO NEWLY SODDED AREA AND THEN
WATERED.

4. IN ADDITION TO ANY REQUIREMENTS DESCRIBED ABOVE, AT TIME OF FINAL ACCEPTANCE, SODDED AREAS SHALL
SHOW A UNIFORM OR HEALTHY STAND OF GRASS, WITH A MINIMUM OF 90 PERCENT COVERAGE. AREAS NOT
MEETING THIS REQUIREMENT SHALL BE RE-SODDED AND RE-FERTILIZED AS DIRECTED BY THE OWNER OR OWNER'S
REPRESENTATIVE WITHOUT ANY ADDITIONAL COST TO THE OWNER.

SOD INSTALLATION
NOT TO SCALE

INSTALLATION NOTES:
1. GENERAL CONTRACTOR TO PROVIDE GRADES TO WITHIN TWO TENTHS OF A FOOT FOR

PROPOSED GRADES.
2. FINE GRADE AS REQUIRED TO REACH FINISH GRADE SHOWN IN GRADING PLANS.
3. APPLY LIME AND FERTILIZER AS SPECIFIED.
4. APPLY PRE-EMERGENT HERBICIDE PER MANUFACTURER'S RECOMMENDATION.
5. LAY SOD & ROLL LEVEL.
6. WATER ENTIRE AREA THOROUGHLY.
7. INSTALL SOD SO THAT THE TOP OF SOIL AND ROOT LAYER IS LEVEL WITH TOP OF PAVEMENT.

SOD
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SOIL AND ROOT LAYER
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