CITY OF GERMANTOWN
ADDENDUM NO.1
C0G2025-08 RIVERDALE PARK REINVESTMENT PHASE 2

The attached items on the above-named Project will be updated and adjusted (if required) by this Addendum No. 1
so as to reflect the revision to the Request for Bids:

REVISED DRAWINGS are as Follows:

ELECTRICAL DRAWINGS, SHEET E-101 — ELECTRICAL SITE PLAN: Remove and destroy this sheet and insert
the attached revised Sheet E-101 — ELECTRICAL SITE PLAN dated 04/25/25.

ELECTRICAL DRAWINGS, SHEET E-102 — SITE PHOTOMETRIC PLAN: Remove and destroy this sheet and insert
the attached revised Sheet E-102 — SITE PHOTOMETRIC PLAN dated 04/25/25.

ELECTRICAL DRAWINGS, SHEET E-103A — LIGHTING PLAN - PICKLEBALL COURT: Remove and destroy this
sheet and insert the attached revised Sheet E-103A — LIGHTING PLAN — PICKLEBALL COURT dated 04/25/25.

ELECTRICAL DRAWINGS, SHEET E-103B — LIGHTING PLAN - PICKLEBALL COURT: Remove and destroy this
sheet and insert the attached revised Sheet E-103B — LIGHTING PLAN — PICKLEBALL COURT dated 04/25/25.

ELECTRICAL DRAWINGS, SHEET E-103C - LIGHTING PLAN - PICKLEBALL COURT: Remove and destroy this
sheet and insert the attached revised Sheet E-103C — LIGHTING PLAN — PICKLEBALL COURT dated 04/25/25.

ELECTRICAL DRAWINGS, SHEET E-103D - LIGHTING PLAN - PICKLEBALL COURT: Remove and destroy this
sheet and insert the attached revised Sheet E-103D — LIGHTING PLAN — PICKLEBALL COURT dated 04/25/25.

ELECTRICAL DRAWINGS, SHEET E-104 — LIGHTING CUTSHEETS: Remove and destroy this sheet and insert the
attached revised Sheet E-104 — LIGHTING CUTSHEETS dated 04/25/25.

The following questions have been submitted:

1. As per the erosion control notes, the contractor is responsible for the stormwater inspection reports, which need to be
carried out twice a week. Does this apply for the whole duration of the project, 120 days?
Answer: Yes, or until site is completely stabilized and Notice of Termination is issued by TDEC.

2. Do we need to install any temporary post-mounted mailbox at the entrance to contain SWPPP reports?
Answer: Yes

3. Do we need to have a private utility location for this project?
Answer: No, private utilities were not located. Contractor responsible for utility locates.

4. Refer to the attached Electrical sheet E-101, please provide a panel schedule for both panels and also provide a one-
line diagram.
o Answer: In new (Hoffman or as approved) cabinet, provide a mini load center, Eaton
P48G11B0518CUB or Square D MPUBS540F or as approved. Provide a Square D 125A. 480/277V.
18 Space Type NF Panel.
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o Innew 125A. 480/277V. Panel, Provide a 20A. 480V. 2P circuit breaker for ‘P2’ lighting fixture circuit.
Provide a new 20A. 480v. 2P. circuit breaker for Musco ‘P3’ lighting circuit. Coordinate with Musco.
Provide a 20A. 480V. 2P. circuit breaker for mini load center.

o In new mini load center, Provide a 20A. 120V. 1P. circuit breaker for ‘P1’ lighting fixture circuit.
Provide a 20A. 120V. 1P. circuit breaker for Musco ‘P3'’ lighting controls as required. Coordinate with
Musco for connections.

o Meter CT Cabinet and Meter are located at existing power and controls cabinets. Coordinate with
MLGW for tie in.

o Conduit/conductor runs to lighting fixtures shall be the shortest runs possible to avoid obstructions
and as coordinated with other trades. Wiring size to fixture poles shall be #4 AWG. CU. Wiring maybe
be pigtailed in pole to #12 AWG. CU for run up pole and as necessary to accommodate lugs within
panels.

o See updated drawings attached in this addendum for additional details, including fence lighting.

In some cases, the above items may be clarifications and further explanations of the Specifications in the Request
for Bid. However, any changes to the Specifications will be incorporated in the Contract Documents for this Project.
Al CONTRACTORS must acknowledge receipt of this Addendum No. 1 on the attached Addendum
Acknowledgement form when submitting a Bid for consideration.

Cathryn Perdue June 2, 2025
Cathryn Perdue Date
Director Procurement & Risk
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ADDENDA ACKNOWLEDGEMENT FORM

Bidder acknowledges receipt of the following addenda (as applicable):

Addendum No. 1 Dated
Addendum No. 2 Dated
Addendum No. 3 Dated
Addendum No. 4 Dated
Addendum No. 5 Dated
Addendum No. 6 Dated

(Name of Bidder)

By:

Title:
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14b
14a

14

11

HANDHOLE
LOCATIONS
MAY NEED TO
BE ADJUSTED

11. Provide 120’-0” of LED lighting tape by Targetti DL-HV-37-0-40/
DL120HV-JCVR6510/DL88ALUMUS, Factory Cut. Place tape in aluminum|channel
(DL8BALUMUS) in precut slot on fence railing.

12. Provide 22’-9” of LED lighting tape, see Note #11.

13. Provide 164’-0” of LED lighting tape, see Note #11.

14. Provide 123'-0" of LED lighting tape, see Note #11.

14a. Provide 34'-6” of LED lighting tape, see Note #11.

14b. Provide 39'-4” of LED lighting tape, see Note #11.



AutoCAD SHX Text
CO

AutoCAD SHX Text
CO

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
GV

AutoCAD SHX Text
GV

AutoCAD SHX Text
P1

AutoCAD SHX Text
P1

AutoCAD SHX Text
P1

AutoCAD SHX Text
P1

AutoCAD SHX Text
P1

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P2

AutoCAD SHX Text
P4

AutoCAD SHX Text
P4

AutoCAD SHX Text
P5

AutoCAD SHX Text
P5

AutoCAD SHX Text
P5

AutoCAD SHX Text
P5

AutoCAD SHX Text
P5

AutoCAD SHX Text
P5

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
P4

AutoCAD SHX Text
P4

AutoCAD SHX Text
P4

AutoCAD SHX Text
P4

AutoCAD SHX Text
1

AutoCAD SHX Text
TYPICAL

AutoCAD SHX Text
2

AutoCAD SHX Text
TYPICAL

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
TYPICAL

AutoCAD SHX Text
5

AutoCAD SHX Text
TYPICAL

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
6

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
10

AutoCAD SHX Text
(3)P3

AutoCAD SHX Text
(3)P3

AutoCAD SHX Text
3

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
HH

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
17

AutoCAD SHX Text
18

AutoCAD SHX Text
19

AutoCAD SHX Text
20

AutoCAD SHX Text
26

AutoCAD SHX Text
26

AutoCAD SHX Text
26

AutoCAD SHX Text
26

AutoCAD SHX Text
26

AutoCAD SHX Text
26

AutoCAD SHX Text
21

AutoCAD SHX Text
22

AutoCAD SHX Text
23

AutoCAD SHX Text
24

AutoCAD SHX Text
24

AutoCAD SHX Text
25

AutoCAD SHX Text
27

AutoCAD SHX Text
ELECTRICAL SITE PLAN

AutoCAD SHX Text
80'

AutoCAD SHX Text
40'

AutoCAD SHX Text
20'

AutoCAD SHX Text
0

AutoCAD SHX Text
DATE

AutoCAD SHX Text
NO.

AutoCAD SHX Text
THIS DRAWING IS AN INSTRUMENT OF SERVICE AND THE PROPERTY OF DALHOFF THOMAS design|studio, LLC.  IT IS NOT TO BE COPIED IN WHOLE OR PART OR USED BY THE CLIENT FOR ANY PURPOSE DETRIMENTAL TO THE INTEREST OF DALHOFF THOMAS design|studio, LLC.

AutoCAD SHX Text
24.641

AutoCAD SHX Text
4/2025

AutoCAD SHX Text
SH

AutoCAD SHX Text
SH

AutoCAD SHX Text
1. P1 LIGHT POLES SHALL BE PLACED AT A HEIGHT OF 15 FEET P1 LIGHT POLES SHALL BE PLACED AT A HEIGHT OF 15 FEET ABOVE FINISHED GRADE TO AVOID POSSIBLE CONTACT WITH MLG&W POWER LINES. PROVIDE STEEL SQUARE DARK BRONZE POLE ON 2'-6" AFG CONCRETE BASE AS SHOWN IN DETAIL ON SHEET E-104. 2. P2 LIGHT POLES SHALL BE PLACED AT A HEIGHT OF 25 FEET P2 LIGHT POLES SHALL BE PLACED AT A HEIGHT OF 25 FEET ABOVE FINISHED GRADE. PROVIDE STEEL SQUARE DARK BRONZE POLE ON 2'-6" AFG CONCRETE BASE AS SHOWN IN DETAIL ON SHEET E-104 3. P3 LIGHT POLES SHALL BE PLACED AT A HEIGHT OF 40 FEET AT P3 LIGHT POLES SHALL BE PLACED AT A HEIGHT OF 40 FEET AT OPPOSITE CORNERS OF THE PICKLEBALL COURT AS SHOWN. SEE SHEETS E-103A, E-103B, AND E-103C FOR ADDITIONAL INFORMATION FOR PICKLEBALL COURT. PROVIDE 3#4 AWG. IN 1" SCHEDULE 40 PVC CONDUIT FROM CONTROL CABINET TO LIGHTING FIXTURES. COORDINATE WITH JIMMY JUMPER (256-483-5433) AT MUSCO LIGHTING FOR CONNECTIONS AND CONFIGURATION. 4. P4 LIGHT POLES SHALL BE RELOCATED FROM OLD DEMOLISHED P4 LIGHT POLES SHALL BE RELOCATED FROM OLD DEMOLISHED PATH TO NEW POSITION ON NEW PATH AS SHOWN. EXISTING HANDHOLES SHALL BE MOVED AS REQUIRED. 5. P5 LIGHT POLES SHALL BE NEW FIXTURES PLACED ON NEW P5 LIGHT POLES SHALL BE NEW FIXTURES PLACED ON NEW SECTIONS OF PATH AS SHOWN. HEIGHT SHALL BE 25 FEET. 6. HANDHOLES SHALL BE PLACED AT EACH P4 AND P5 LIGHT POLE. HANDHOLES SHALL BE PLACED AT EACH P4 AND P5 LIGHT POLE. NEW HANDHOLES SHALL BE OF SAME TYPE AND DEPTH AS EXISTING HANDHOLES. 7. PROVIDE A NEW CABINET FOR NEW 225A. 480/277V PANEL AND PROVIDE A NEW CABINET FOR NEW 225A. 480/277V PANEL AND NEW 125A. 120/240V. PANEL. CABINET SHALL BE THE SAME MEASUREMENT AS EXISTING CABINET AND PLACED ON CONCRETE PAD WITH SAME DIMENSIONS AS EXISTING PAD. PROVIDE 45KVA 480V-240/120V. TRANSFORMER IN NEMA3R ENCLOSURE. 8. PROVIDE 1" PVC SCHEDULE 40 CONDUITS AT 36" DEPTH TO EACH PROVIDE 1" PVC SCHEDULE 40 CONDUITS AT 36" DEPTH TO EACH LIGHT POLE. FOR 'P1' LIGHTING FIXTURES PROVIDE 3#4 AWG. FROM A 20A. 120V. CIRCUIT BREAKER IN NEW 208/120V. PANEL TO HANDHOLE IN POLE CONDUCTORS MAY BE CHANGED TO #12 AWG FOR RUN UP POLE TO FIXTURE. FOR 'P2' LIGHTING FIXTURE ALSO USE 3#4 TO HANDHOLE IN POLE FROM A SPARE 20A. 277V. CIRCUIT BREAKER IN NEW PANEL. CONDUCTORS MAY BE CHANGED TO #12 FOR RUN UP POLE TO FIXTURE.  9. EXISTING PANEL FOR POWER AND CONTROLS FOR TRAIL LIGHTING. EXISTING PANEL FOR POWER AND CONTROLS FOR TRAIL LIGHTING. 10. CONNECT TO EXISTING HOMERUNS TO EXISTING POWER AND CONNECT TO EXISTING HOMERUNS TO EXISTING POWER AND CONTROL PANELS. 11. PROVIDE 164 FEET OF LED LIGHTING TAPE BY TARGETTI PROVIDE 164 FEET OF LED LIGHTING TAPE BY TARGETTI DL-HV-37-O-40/DL120HV-JCVR6510/DL88ALUMU8. FACTORY CUT. PLACE TAPE IN ALUMINUM CHANNEL(DL88ALUMU8) IN PRECUT SLOT ON FENCE RAILING. 12. PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 13. PROVIDE 90 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 90 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 14. PROVIDE 80 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 80 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 15. PROVIDE 85 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 85 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 16. PROVIDE 90 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 90 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 17. PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 18. PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 19. PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 20. PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 PROVIDE 164 FEET OF LED LIGHTING TAPE. SEE KEYNOTE #11 21. PROVIDE 3#4 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM PROVIDE 3#4 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM JUNCTION BOX AT CONCESSION STAND TO HANDHOLE. 22. PROVIDE 3#4 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM PROVIDE 3#4 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM HANDHOLE TO HANDHOLE. 23. PROVIDE 6#4 AWG IN 1-1/2" PVC SCHEDULE 40 CONDUIT FROM PROVIDE 6#4 AWG IN 1-1/2" PVC SCHEDULE 40 CONDUIT FROM JUNCTION BOX AT CONCESSION STAND TO HANDHOLE. 24. PROVIDE 3#4 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM PROVIDE 3#4 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM JUNCTION BOX HANDHOLE TO HANDHOLE. 25. PROVIDE   AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM PROVIDE   AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM 34 AWG. IN 1" PVC SCHEDULE 40 CONDUIT FROM HANDHOLE TO HANDHOLE. 26. PROVIDE HANDHOLE FOR CONNECTIONS TO #12 CONDUCTORS IN PROVIDE HANDHOLE FOR CONNECTIONS TO #12 CONDUCTORS IN RIGID CONDUIT STUB UPS ON FENCE POSTS TO WEATHERPROOF OUTLET BOXES. CONNECT LEADS FROM LED TAPE LIGHTING TO #12 CONDUCTORS IN WEATHERPROOF OUTLET BOX. 27. PROVIDE RIGID CONDUIT FOR STUB UPS FROM PVC CONDUIT TO PROVIDE RIGID CONDUIT FOR STUB UPS FROM PVC CONDUIT TO JUNCTION BOX ON EXTERIOR WALL OF CONCESSION STAND. PROVIDE PHOTOCELL FOR EXTERIOR WALL OF CONCESSION STAND FOR CONTROL OF FENCE LIGHTING. MAKE SPLICES TO 9#10 AWG IN EXTERIOR JUNCTION BOX AND PENETRATE WALL RUN TO CEILING IN 3/4" EMT CONDUIT. ROUTE AT CEILING LEVEL ON INTERIOR WALL TO PHOTOCELL JUNCTION BOX THE TO 100A. 120V. PANEL. CONNECT CIRCUITS TO (3) 20 AMP UNUSED CIRCUIT BREAKERS. IF NONE ARE AVAILABLE PROVIDE CIRCUIT BREAKERS IN PROVISIONAL SPACES.  
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1. ALL WORK SHALL BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE ALL WORK SHALL BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE PROVISIONS OF THE NATIONAL ELECTRICAL CODE AND LOCAL AMENDMENTS AS ENFORCED BY THE AUTHORITY HAVING JURISDICTION. 2. ELECTRICAL DRAWINGS ARE GENERALLY DIAGRAMMATIC AND INDICATE ELECTRICAL DRAWINGS ARE GENERALLY DIAGRAMMATIC AND INDICATE APPROXIMATE LOCATIONS AND GENERAL ARRANGEMENTS OF THE ELECTRICAL WORK. COORDINATE THE EXACT LOCATIONS OF DEVICES, ETC. WITH THE EQUIPMENT INSTALLER AND ARCHITECT. 3. CONCEAL CONDUITS BELOW FLOORS, WITHIN WALLS AND ABOVE CEILINGS WHERE CONCEAL CONDUITS BELOW FLOORS, WITHIN WALLS AND ABOVE CEILINGS WHERE POSSIBLE. 4. TEST ALL FIXTURES, DEVICES AND WIRING FOR PROPER OPERATION AND REMEDY TEST ALL FIXTURES, DEVICES AND WIRING FOR PROPER OPERATION AND REMEDY ANY DEFECTS. 5. ALL CONDUIT, BOXES, FIXTURES, DEVICES AND WIRING SHALL BE NEW UNLESS ALL CONDUIT, BOXES, FIXTURES, DEVICES AND WIRING SHALL BE NEW UNLESS OTHERWISE INDICATE ON THE DRAWINGS. 6. PROVIDE ALL HANGERS AND SUPPORTS AS REQUIRED. TIE WIRE AND PLASTIC PROVIDE ALL HANGERS AND SUPPORTS AS REQUIRED. TIE WIRE AND PLASTIC TIE WRAPS ARE NOT ACCEPTABLE. 7. ABOVE GRADE CONDUIT SHALL BE EMT. BELOW GRADE SHALL BE PVC. ABOVE GRADE CONDUIT SHALL BE EMT. BELOW GRADE SHALL BE PVC. 8. CONDUIT FITTINGS SHALL BE ZINC COATED STEEL, RAIN TIGHT COMPRESSION CONDUIT FITTINGS SHALL BE ZINC COATED STEEL, RAIN TIGHT COMPRESSION TYPE. SET SCREW FITTINGS ARE NOT ACCEPTABLE. 9. MINIMUM SIZE CONDUIT SHALL BE 3/4". MINIMUM SIZE CONDUIT SHALL BE 3/4". 10. RUN CONDUITS PARALLEL AND PERPENDICULAR TO THE BUILDING LINES. RUN CONDUITS PARALLEL AND PERPENDICULAR TO THE BUILDING LINES. 11. OUTLET BOXES SHALL BE ZINC COATED STEEL, 4 INCH SQUARE OR OUTLET BOXES SHALL BE ZINC COATED STEEL, 4 INCH SQUARE OR NON-GANGABLE MULTI-DEVICE BOXES BY 2-1/8 INCHES DEEP WITH PLASTER RINGS. OUTLET BOXES SHALL BE SUPPORTED ON THE STUDS WITH APPROVED DEVICES AND NOT SUPPORTED FROM THE WALL MATERIAL. 12. JUNCTION BOXES SHALL BE ZINC COATED STEEL, SIZE AS REQUIRED. 4 INCH JUNCTION BOXES SHALL BE ZINC COATED STEEL, SIZE AS REQUIRED. 4 INCH SQUARE JUNCTION BOXES AND OUTLET BOXES IN THE CEILING SHALL BE SUPPORTED FROM THE TEE BAR OR CEILING SUPPORT MEMBER WITH A HANGER DESIGNED FOR THE PURPOSE AND NOT THE CEILING MATERIAL. LARGER JUNCTION BOXES SHALL BE SUPPORTED FROM THE STRUCTURE. 13. WIRE SHALL BE THWN OR THHN STRANDED COPPER UNLESS OTHERWISE WIRE SHALL BE THWN OR THHN STRANDED COPPER UNLESS OTHERWISE INDICATED. THE MINIMUM SIZE SHALL BE NO. 12. 14. COLOR CODING OF THE WIRE SHALL BE THE SAME AS THE EXISTING. COLOR CODING OF THE WIRE SHALL BE THE SAME AS THE EXISTING. 15. INSULATION ON WIRING NO. 8 AND SMALLER SHALL BE FACTOR COLOR CODED. INSULATION ON WIRING NO. 8 AND SMALLER SHALL BE FACTOR COLOR CODED. 16. WIRE CONNECTORS FOR NO. 8 AND SMALLER SHALL BE TOOL APPLIED, WIRE CONNECTORS FOR NO. 8 AND SMALLER SHALL BE TOOL APPLIED, INSULATED, TWIST-ON TYPE APPROVED FOR THE WIRE SIZES. 17. SWITCHES SHALL BE 20A, 120/277 VAC, 1 POLE, SPECIFICATION GRADE: SWITCHES SHALL BE 20A, 120/277 VAC, 1 POLE, SPECIFICATION GRADE: HUBBELL 1220 SERIES OR AS APPROVED. 18. DUPLEX RECEPTACLES SHALL BE 20A, 125 VAC, 2 POLE, 3 WIRE, GROUNDING DUPLEX RECEPTACLES SHALL BE 20A, 125 VAC, 2 POLE, 3 WIRE, GROUNDING TYPE, SPECIFICATION GRADE: HUBBELL 5362 OR AS APPROVED. 19. GROUND FAULT INTERRUPTER RECEPTACLES SHALL BE DUPLEX 20A, 125 VAC. GROUND FAULT INTERRUPTER RECEPTACLES SHALL BE DUPLEX 20A, 125 VAC. FEED THROUGH 5 MA TYPE WITH TEST AND RESET BUTTONS: HUBBELL GFR5362 OR AS APPROVED. 20. THE COLOR OF ALL WIRING DEVICES SHALL BE WHITE UNLESS OTHERWISE THE COLOR OF ALL WIRING DEVICES SHALL BE WHITE UNLESS OTHERWISE INDICATED. 21. ALL WIRING DEVICE PLATES SHALL BE 302 SMOOTH SATIN FINISH STAINLESS ALL WIRING DEVICE PLATES SHALL BE 302 SMOOTH SATIN FINISH STAINLESS STEEL WITH BEVELED EDGES AND SCREWS TO MATCH THE PLATE. 22. LIGHTING SENSORS SHALL BE THE TYPES INDICATED ON THE DRAWINGS OR AS LIGHTING SENSORS SHALL BE THE TYPES INDICATED ON THE DRAWINGS OR AS APPROVED. PROVIDE POWER PACKS, CONTROLLERS AND RELAYS AS REQUIRED. SENSORS SHALL BE MOUNTED ON OUTLET BOXES MOUNTED IN THE CEILING. POWER PACKS, CONTROLLERS AND RELAYS SHALL BE MOUNTED ON JUNCTION BOXES ABOVE THE CEILING. PROVIDE LINE VOLTAGE AND LOW VOLTAGE WIRING AS REQUIRED BY THE MANUFACTURER AND REQUIRED BY CODE. LOW VOLTAGE WIRING MAY BE RUN WITHOUT CONDUIT BY SUPPORTED PER CODE. ALL SPLICES AND JUNCTIONS SHALL BE MADE IN THE OUTLET OR JUNCTION BOXES. SENSORS SHALL BE INSTALLED, AIMED AND ADJUSTED PER THE MANUFACTURERS INSTRUCTIONS AND TESTED AND ADJUSTED FOR PROPER OPERATION. 23. LIGHTING FIXTURES SHALL BE THOSE LISTED IN THE LIGHTING FIXTURE LIGHTING FIXTURES SHALL BE THOSE LISTED IN THE LIGHTING FIXTURE SCHEDULE ON THE DRAWINGS OR AS APPROVED. 24. EMT CONDUIT FITTINGS SHALL BE ZINC COATED STEEL, RAIN TIGHT EMT CONDUIT FITTINGS SHALL BE ZINC COATED STEEL, RAIN TIGHT COMPRESSION TYPE. SET SCREW FITTINGS ARE NOT ACCEPTABLE. PVC CONDUIT FITTINGS SHALL BE OF THE SAME MANUFACTURER AS THE CONDUIT. 25. FLEXIBLE METAL CONDUIT SHALL BE ZINC COATED OR GALVANIZED STRIP STEEL FLEXIBLE METAL CONDUIT SHALL BE ZINC COATED OR GALVANIZED STRIP STEEL WITH CLAMP TYPE FITTING WITH INSULATED THROATS. LIQUID TIGHT FLEXIBLE CONDUIT SHALL BE FURNISHED WITH A PVC JACKET. 26. WIRE SHALL BE THWN OR THHN STRANDED COPPER. THE MINIMUM SIZE SHALL WIRE SHALL BE THWN OR THHN STRANDED COPPER. THE MINIMUM SIZE SHALL BE NO. 12. TYPE MC CABLE SHALL BE STRANDED COPPER CONDUCTORS, #12 MINIMUM TYPE THHN WITH POLYESTER TAPE AND STEEL JACKET. MC CABLE SHALL BE USED ONLY IN DRY INTERIOR LOCATIONS WHERE IT CAN BE CONCEALED IN WALLS OR CEILINGS. 27. GROUND FAULT INTERRUPTER RECEPTACLES SHALL BE DUPLEX 20A, 125 VAC. GROUND FAULT INTERRUPTER RECEPTACLES SHALL BE DUPLEX 20A, 125 VAC. FEED THROUGH 5 MA SELF TEST WEATHER RESISTANT TYPE WITH TEST AND RESET BUTTONS: HUBBELL GFWRST20 OR AS APPROVED. 28. WEATHERPROOF RECEPTACLE PLATES SHALL BE CAST METAL, EXTRA HEAVY-DUTY WEATHERPROOF RECEPTACLE PLATES SHALL BE CAST METAL, EXTRA HEAVY-DUTY WHILE IN USE TYPE AS REQUIRED BY THE CODE. 29. DISCONNECT SWITCHES SHALL BE 600V, HEAVY DUTY TYPE WITH PAD LOCK DISCONNECT SWITCHES SHALL BE 600V, HEAVY DUTY TYPE WITH PAD LOCK PROVISIONS. GE, EATON, SQUARE D, OR SEIMENS.  30. STANDARD TRANSFORMERS SHALL BE GE, EATON, SQUARE D OR SIEMENS, AS STANDARD TRANSFORMERS SHALL BE GE, EATON, SQUARE D OR SIEMENS, AS APPROVED, ENCLOSED THREE PHASE, VENTILATED DRY TYPE, WITH ALUMINUM WINDINGS, EACH WITH AT LEAST TWO 2.5% FCBN TAPS AND TWO 2.5% FCAN TAPS, NEMA STANDARD SOUND LEVEL, AND 115 DEGREE C. MAXIMUM TEMPERATURE RISE. KVA SIZE AND VOLTAGE RATINGS SHALL BE AS INDICATED ON THE DRAWINGS. TRANSFORMERS SHALL MEET THE MOST CURRENT VERSION OF FEDERAL LAW 10 CFR, PART 431 " ENERGY EFFICIENCY PROGRAM FOR CERTAIN COMMERCIAL AND INDUSTRIAL EQUIPMENT". THE TRANSFORMER SHALL BEAR THE UL ENERGY EFFICIENCY VERIFICATION MARK TO CONFIRM THAT THE UNIT MEETS THE REQUIREMENTS OF 10 CFR PART 431.  31. SUBMITTALS FOR LIGHTING FIXTURES, WIRING AND DEVICES INDICATED AND SUBMITTALS FOR LIGHTING FIXTURES, WIRING AND DEVICES INDICATED AND SPECIFIED ON ELECTRICAL DRAWINGS SHALL BE SUBMITTED TO THE PICKERING FIRM THROUGH THE GENERAL CONTRACTOR.  32. ISOLATED GROUND DUPLEX RECEPTACLES SHALL BE 20A, 125VAC, 2 POLE, 3 ISOLATED GROUND DUPLEX RECEPTACLES SHALL BE 20A, 125VAC, 2 POLE, 3 WIRE ISOLATED GROUND TYPE, ORANGE COLOR. HUBBELL IG5362 OR AS APPROVED.  33. PANELBOARDS SHALL BE GE, EATON, SQUARE D OR SIEMENS, AS APPROVED, PANELBOARDS SHALL BE GE, EATON, SQUARE D OR SIEMENS, AS APPROVED, CIRCUIT BREAKER TYPE AS SPECIFIED BELOW. EACH PANELBOARD SHALL HAVE A LOCKABLE DOOR WITH A CIRCUIT DIRECTORY CARD AND FRAME TYPE CARD HOLDER INSIDE THE DOOR. LOAD CENTERS WILL NOT BE PERMITTED. PANELBOARD PHASE, NEUTRAL AND GROUND BUSSES SHALL BE COPPER WITH FULL AMPERE RATED NEUTRAL BUSSES AND GROUND BUSSES. PROTECTIVE DEVICES AND BUSSES SHALL BE FULLY RATED. SERIES RATING OF DEVICES AND BUSSES SHALL NOT BE ACCEPTABLE. OVERCURRENT PROTECTIVE DEVICE TYPE SHALL BE BOLT ON MOLDED CASE CIRCUIT BREAKERS. WHERE INDICATED OR REQUIRED, CIRCUIT BREAKERS SHALL HAVE GROUND FAULT TRIPPING DEVICES. 
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11. Provide 120’-0” of LED lighting tape by Targetti DL-HV-37-0-40/ 
      DL120HV-JCVR6510/DL88ALUMU8, Factory Cut. Place tape in aluminum channel 
      (DL88ALUMU8) in precut slot on fence railing.
12. Provide 22’-9” of LED lighting tape, see Note #11.
13. Provide 164’-0” of LED lighting tape, see Note #11.
14. Provide 123’-0”  of LED lighting tape, see Note #11.
14a. Provide 34’-6” of LED lighting tape, see Note #11.
14b. Provide 39’-4” of LED lighting tape, see Note #11.
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