
 
ADDENDUM NO. 1 – COG2027-01 

Page 1 of 1 
 

CITY OF GERMANTOWN 
ADDENDUM NO. 1 

COG2027-01 GERMANTOWN ATHLETIC CLUB NATATORIUM & LOCKER ROOM 
RENOVATIONS 

 
Vendor shall acknowledge receipt of Addendum No. 1 consisting of 7 pages on the Addenda Acknowledgement Form. 
The attached items on the above-named Project will be updated and adjusted (if required) by this Addendum No. 1 so as to 
reflect the revision to the Request for Bids: 
 
REVISED PROJECT MANUAL TECHNICAL SPECIFICATIONS are as Follows: 
 
SECTION  09 06 00 FINISH SCHEDULE: Remove and destroy this section and insert the attached revised SECTION 09 06 00 
FINISH SCHEDULE marked “Addendum No. 1 – COG2027-01”.  Updates included in this revision: Revised Acoustical Panel 
thickness to 1 ½”. 
 
REVISED STRUCTURAL DRAWINGS are as Follows: 
 
SHEET S0.1 – GENERAL NOTES: Remove and destroy this sheet and insert the attached revised Sheet S0.1 GENERAL 
NOTES dated 6/26/2026.  Updates included in this revision: Special Inspections masonry note revised. 
 
SHEET S1.1 – NATATORIUM PLAN & DETAILS: Remove and destroy this sheet and insert the attached revised Sheet S1.1 
NATATORIUM PLAN & DETAILS.  Updates included in this revision: Revised duct opening details @ structure. 
 
REVISED ARCHITECTURAL DRAWINGS are as Follows: 
 
SHEET A7.7 – INTERIOR DETAILS: Remove and destroy this sheet and insert the attached revised Sheet A7.7 INTERIOR 
DETAILS dated 6/26/2026.  Updates included in this revision: Revised thickness of Acoustical Panel to 1 ½”. 
 
CLARIFICATIONS: 
At Natatorium ceiling: remove all abandoned and out-of-service mechanical equipment, electrical equipment, conduits, hangers, 
and associated miscellaneous components. 
 
PRODUCT SUBSTITUTION REQEST 

1. Substitution Request: Woolf Substitution Kinetics Woolf Panels is rejected.  
 
SWIMMING POOL SPECIALTY SUBCONTRACTOR REQEST 

1. Swimming Pool subcontractor approval: Serenity Hardscapes is rejected. 
 
In some cases, the above items may be clarifications and further explanations of the Specifications in the Request for Bid.  
However, any changes to the Specifications will be incorporated in the Contract Documents for this Project.  All CONTRACTORS 
must acknowledge receipt of this Addendum No. 1 on the attached Addendum Acknowledgement form when submitting a 
Bid for consideration. 
 
Cathryn Perdue      June 26, 2026 
Cathryn Perdue     Date 
Director Procurement & Risk 
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ADDENDA ACKNOWLEDGEMENT FORM 
 
 

Bidder acknowledges receipt of the following addenda (as applicable): 
 
 
Addendum No. 1 __________________________ Dated ________________________ 
 
Addendum No. 2___________________________ Dated ________________________ 
 
Addendum No. 3 __________________________ Dated ________________________ 
 
Addendum No. 4 __________________________ Dated ________________________ 
 
Addendum No. 5 __________________________ Dated ________________________ 
 
Addendum No. 6 __________________________ Dated ________________________ 
 
 
 
 
             
             
       (Name of Bidder) 
       
       By:      
 
       Title:       
 
 



 

 

Germantown Athletic Club 

Natatorium Renovation 
09 06 00 - 1 FINISH SCHEDULE 

SECTION 09 06 00  
FINISH SCHEDULE 

PART 1  GENERAL 

1.01 SECTION INCLUDES 

A. Finish Schedule. 

PART 2  PRODUCTS 

2.01 MANUFACTURERS  

A. Substitutions shall meet the original specification material characteristics including but not 
limited to durability, recycled content, color, texture, pattern and sheen. 

B. Refer to the individual specification section for equal manufacturers. 

2.02 FINISH SCHEDULE 

(MANUFACTURERS LISTED BELOW ARE THE BASIS OF DESIGN) 

 

FLOORS 

A. Porcelain Floor Tile A (12x24) – Daltile, Haddonstone, Horizon, Textured Floor Tile, 12” x 24”, 
textured finish 

B. Porcelain Floor Tile B (Mosaic 2x2) – Daltile, Haddonstone, Horizon, 2” x 2” mosaic, matte 
finish 

C. Epoxy Floor Color A (Typical) – Torginal, Resin Quartz Flooring, Marina QB-1019, 40S 
Broadcast 

D. Epoxy Floor Color B (Accent) – Torginal, Resin Quartz Flooring, Custom Mix: Q1120 - 30%, 
Q1340 - 65%, & Q1310 - 5%, 40S Broadcast 

 

BASE 

A. Porcelain Tile Base A– – Daltile, Haddonstone. Horizon, Cove Base, 6” x 12” S36C9 

B. Metal Transition Strip – Schluter Dilex AHK Cove, brushed nickel - floor tile to wall tile and tile 
base to floor tile 

Integral Epoxy Base – To match Epoxy Floor Color A, height to match existing (sloped concrete 
base)  

 

WALLS 

A. Wall Tile A (field tile in outdoor locker room) – Daltile, Color Wheel Linear, Matte Arctic White, 
4”x16” 

B. Wall Tile B (accent tile in outdoor locker rooms) – Daltile, Color Wheel Classic, Electric Blue, 
Glossy, 4”x16” 

C. Wall Tile C (RR tile in Indoor locker rooms) – Daltile, Haddonstone, Horizon, Vein-Cut Floor 
Tile, 12” x 24”, Satin Finish / Bullnose Trim 3” x 24” P43F9 

D. Wall Tile D (accent tile in Women’s Locker) – Tilebar, Parry, Blue, 3” x 8”, Glossy 

E. Wall Tile E (Indoor Pool Grey) – Daltile, Keystones, Suede Gray, Matte, 2x2 

F. Paint Color A (Corridor) – Sherwin Williams, Egret White SW7570 

G. Paint Color B (White Ceilings) – Sherwin Williams, Extra White SW7006 

H. Paint Color C (Indoor Locker Rooms) – Sherwin Williams, Anew Gray SW7030 

I. Paint Color D (Accent Blue) – Sherwin Williams, Favorite Jeans SW9147 
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Germantown Athletic Club 

Natatorium Renovation 
09 06 00 - 2 FINISH SCHEDULE 

J. Paint Color E (Accent Dark Gray) – Sherwin Williams, Peppercorn SW7674 

K. Paint Color F (Indoor Pool) – Sherwin Williams, Egret White SW7570 

L. Paint Color G (Accent Logo Blue) – To match Pantone 2995C 

M. Paint Color H (Hollow Metal Frames and Pool Ceiling) - Sherwin Williams, Summit Gray 
SW7669 

 

 

MISC. 

A. PLAM A – Formica Oiled Legno 8846-58, matte texture 

B. Quartz – BPI Prestige Stone, Clemente PS9504 

C. Solid Surface Bench Seat – LX Hausys - Hi Macs Price Group 'D' - Color TBD 

D. Toilet Partition Type A – Scranton Sandcastle Orange Peel, raised panel style door 

E. Toilet Partition Type B – Scranton Shale, Orange Peel, flat panel style door 

F. Whirlpool Tile A (Waterline Accent) – Daltile, Keystones, Berry Blend, Matte, 1”x1” 

G. Whirlpool Tile B (Top Perimeter Edge) – Daltile, Keystones, Moonshine, Matte, 1”x1” 

H. Whirlpool Tile C (Typical Overall) – Daltile, Keystones, Waterfall, Matte, 1”x1” 

I. Locker Stain – Stain to match existing Hollman Lockers 

J. Architectural Window Film – Reatec from Koroseal 

K. Wood Door Stain – To match existing Door Stain 

L. Corner Guards – TBD 

M. Acoustical Wall Panel Type A Color A – Armstrong Tectum 23 ¾” x 48” x 1 1/2” Color Polar 

N. Acoustical Wall Panel Type A Color B– Armstrong Tectum 23 ¾” x 48” x 1 1/2” Color Custom 

O. Acoustical Wall Panel Type A Color C - Armstrong Tectum 23 ¾” x 48” x 1 1/2” Color Mist 

P. Acoustical Wall Pabel Type A Color D - Armstrong Tectum 23 ¾” x 48” x 1 1/2” Color Ocean 

Q. Acoustical Wall Panel Type B Color D- Armstrong Tectum 12” x 48” x 1 1/2” Color Ocean 

R. Acoustical Wall Panel Type C – Armstrong Projectworks Case #2450750 

 

 

END OF SECTION 
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GENERAL

1. REFERENCE TO STANDARDS OR SPECIFICATIONS OF TECHNICAL SOCIETIES, ORGANIZATIONS, OR ASSOCIATIONS, OR TO CODE 
OF LOCAL/STATE AUTHORITIES, MEANS THE LATEST STANDARD, SPECIFICATION, OR CODE ADOPTED BY THE DATA SHOWN ON 
THE DRAWINGS, UNLESS SPECIFICALLY NOTED OTHERWISE.

2. MATERIAL, WORKMANSHIP, AND DESIGN SHALL CONFORM TO THE REFERENCE BUILDING CODE.
3. FOR DIMENSIONS NOT SHOWN ON THE STRUCTURAL DOCUMENTS, SEE THE ARCHITECTURAL DOCUMENTS.
4. CONTRACTOR RESPONSIBILITIES INCLUDE, BUT ARE NOT LIMITED TO, THE FOLLOWING:

A. COORDINATE THE STRUCTURAL DOCUMENTS WITH THE ARCHITECTURAL, MECHANICAL, ELECTRICAL, PLUMBING, AND 
CIVIL DOCUMENTS.  ARCHITECTURAL/STRUCTURAL ENGINEER SHALL BE NOTIFIED OF ANY DISCREPANCY OR OMISSION.

B. VERIFY EXISTING DIMENSIONS, ELEVATIONS, AND SITE CONDITIONS BEFORE STARTING WORK.  ARCHITECT/STRUCTURAL 
ENGINEER SHALL BE NOTIFIED OF DISCREPANCY OR OMISSION.

C. THE STRUCTURE IS DESIGNED TO BE SELF-SUPPORTING AND STABLE AFTER THE BUILDING IS FULLY COMPLETED.  IT IS 
THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE ERECTION PROCEDURES AND SEQUENCE AND TO INSURE THE 
SAFETY OF THE BUILDING AND ITS COMPONENT PARTS DURING ERECTION.  THIS INCLUDES THE ADDITION OF SHORING, 
SHEETING, TEMPORARY BRACING, GUYS OR TIE DOWNS THAT MAY BE NECESSARY.  REVIEW OF THE CONSTRUCTION BY 
THE ENGINEER IS FOR CONFORMANCE WITH THE DESIGN ASPECTS ONLY, NOT TO REVIEW THE CONTRACTOR'S 
CONSTRUCTION PROCEDURES.  LACK OF COMMENT ON THE PART OF THE ENGINEER WITH REGARD TO CONSTRUCTION 
PROCEDURES IS NOT TO BE INTERPRETED AS APPROVAL OF THOSE PROCEDURES.

D. REFER TO THE ARCHITECTURAL DRAWINGS FOR ANGLES, CLIPS, BARS, PLATES, AND OTHER ITEMS ATTACHED TO 
STRUCTURAL MEMBERS.

E. PROVIDE TEMPORARY BRACING AS REQUIRED TO MAINTAIN THE ALIGNMENT AND SECURITY OF STRUCTURES DURING 
CONSTRUCTION.

F. DO NO CUTTING, DRILLING, OR MODIFYING OF STRUCTURAL MEMBERS WITHOUT THE APPROVAL OF THE 
ARCHITECT/STRUCTURAL ENGINEER OF RECORD.

G. JOB SITE SAFETY IS SOLELY THE RESPONSIBILITY OF THE CONTRACTOR.  REVIEW OF THE CONSTRUCTION BY THE 
ENGINEER IS FOR CONFORMANCE WITH DESIGN ASPECTS ONLY, NOT TO REVIEW THE CONTRACTOR'S PROVISIONS FOR 
JOB SITE SAFETY.  LACK OF COMMENT ON THE PART OF THE ENGINEER WITH REGARD TO JOB SITE SAFETY IS NOT TO BE 
INTERPRETED AS APPROVAL OF JOB SITE SAFETY ASPECTS.

H. DURING CONSTRUCTION, THE GENERAL CONTRACTOR SHALL GIVE THE STRUCTURAL ENGINEER 48 HOURS OF NOTICE 
FOR ITEMS REQUIRING FIELD OBSERVATIONS BY THE STRUCTURAL ENGINEER.  SUCH ITEMS ARE THE PLACING OF 
FOOTING AND SLAB CONCRETE, AND THE COMPLETION OF DIFFERENT AREAS OF FRAMING BEFORE THOSE AREAS ARE 
COVERED UP WITH SHEATHING, ROOFING, OR CEILINGS.

I. NO PORTION OF THE CONSTRUCTION IS TO PROCEED BEFORE SHOP DRAWINGS FOR THAT AREA HAVE BEEN REVIEWED 
BY THE ARCHITECT AND STRUCTURAL ENGINEER.

J. INDEPENDENT TESTING AGENCY/AGENCIES SHALL PERFORM TESTS IN ACCORDANCE WITH APPLICABLE CODES AND 
STANDARDS FOR SOIL COMPACTION, FOUNDATION BEARING CAPACITY, REBAR PLACEMENT, CONCRETE COMPRESSIVE 
STRENGTH, GROUT COMPRESSIVE STRENGTH, METAL DECK ATTACHMENTS AND HIGH STRENGTH BOLT TIGHTENING.  
WHERE SPECIFIED ELSEWHERE ON THE EITHER THE DRAWINGS OR THE SPECIFICATIONS TESTS ARE ALSO TO BE DONE 
FOR WELD TESTING.  A COPY OF EACH OF THESE TEST REPORTS IS TO BE SENT BY MAIL OR EMAIL TO JAMNU H. TAHILIANI 
AND ASSOCIATES, INC., 474 PERKINS EXT., SUITE 211, MEMPHIS, TN 38117, drarick@tahiliani.com.

CONCRETE MASONRY UNITS (CMU)

1. CONCRETE MASONRY UNITS SHALL BE LIGHTWEIGHT IN ACCORDANCE WITH ASTM. C-90, SELECTED TO PROVIDE A MASONRY 
STRENGTH OFf'm=2000psi.

2. MASONRY UNITS SHALL HAVE CURED FOR NOT LESS THAN 28 DAYS WHEN PLACED IN THE STRUCTURE.
3. GROUT FOR POURING SHALL BE OF FLUID CONSISTENCY AND MIXED TO CONFORM TO ASTM C-476 WITH A COMPRESSIVE 

STRENGTH OF 3000 PSI MINIMUM.
4. MASONRY MORTAR SHALL BE FRESHLY PREPARED AND UNIFORMLY MIXED AND SHALL CONFORM TO ASTM C-270, TYPE M OR 

S WITH A 28 DAY COMPRESSIVE STRENGTH OF 1800 PSI MINIMUM.
5. ALL CORES CONTAINING REINFORCING AND CORES BELOW GRADE SHALL BE GROUTED SOLID WITH THE LOW LIFT METHOD.
6. MASONRY REINFORCING STEEL SHALL BE PLACED IN THE CENTER OF THE 6" AND 8" CONCRETE MASONRY UNIT CELL.
7. HORIZONTAL JOINT REINFORCEMENT SHALL CONFORM TO ASTM A-82 WITH A MINIMUM YIELD STRENGTH OF 60,000 PSI AND A 

MINIMUM SIZE 9 GAUGE FOR SIDE RODS AND 9 GAUGE FOR TRUSS RODS.
8. THE CONSTRUCTION OF CONCRETE MASONRY SHALL CONFORM TO SPECIFICATIONS BY THE MASONRY SOCIETY AND 

TMS402/602-16.
9. PROVIDE (2) FULL HEIGHT VERTICAL BARS (1 EACH IN TWO CELLS) AT WALLS ENDS, INTERSECTIONS AND EACH SIDE OF 

MASONRY OPENINGS UNLESS NOTED OTHERWISE.  USE CORELOCK REBAR POSITIONERS BY WIRE-BOND OR AN APPROVED 
EQUAL.

10. SHOP DRAWINGS SHALL BE SUBMITTED TO THE ARCHITECT FOR REVIEW OF ALL MASONRY JOINT REINFORCING PRIOR TO 
CONSTRUCTION.

11. AN INDEPENDENT INSPECTOR IS TO INSPECT REINFORCEMENT LOCATIONS AND INSTALLATION DETAILS, GROUTING, 
CONSOLIDATION AND RECONSOLIDATION.

CONNECTIONS

1. STRUCTURAL STEEL CONNECTIONS SHALL BE DESIGNED BY A PROFESSIONAL ENGINEER LICENSED IN TENNESSEE FOR THE 
CAPACITY OF THE MEMBERS.

2. STEEL BOLTS SHALL BE 3/4" DIAMETER, ASTM A-325 TYPICALLY, UNLESS NOTED OTHERWISE.
3. EXPANSION ANCHORS SHALL BE SIMPSON STRONG-TIE "WEDGE-ALL ANCHORS" OR AN EQUIVALENT.
4. ADHESIVE ANCHORS SHALL BE SIMPSON STRONG-TIE "SET-3G HIGH STRENGTH EPOXY" OR AN EQUIVALENT.
5. POWDER ACTUATED FASTENERS SHALL BE SIMPSON STRONG-TIE "PDP FASTENERS" OR AND EQUIVALENT.
6. NAILS ARE AS FOLLOWS:

A. "6d" ARE 6d COMMON -0.113" DIA., 2"  IN LENGTH
B. "8d" ARE 8d COMMON -0.131" DIA., 21/2" IN LENGTH 
C. "10d" ARE 10d COMMON -0.148" DIA., 3" IN LENGTH
D. "12d" ARE 12d COMMON -0.148" DIA., 31/4" IN LENGTH
E. "16d" ARE 16d COMMON -0.162" DIA., 31/2" IN LENGTH

STRUCTURAL STEEL

1. STRUCTURAL STEEL SHALL CONFORM TO THE FOLLOWING UNLESS NOTED OTHERWISE:
A. HOLLOW STRUCTURAL SHAPES (HSS)A.S.T.M. SPECIFICATION A-500 (Fy=46KSI)
B. STEEL PIPEA.S.T.M. SPECIFICATION A-53, GRADE B (Fy=35KSI)
C. STEEL ANGLES, CHANNELS, PLATESA.S.T.M.  SPECIFICATION A-36 (Fy=36KSI)

2. ALL STEEL EXPOSED TO WEATHERING AND/OR CORROSION SHALL BE HOT-DIPPED GALVANIZED AT THE DIRECTION OF THE 
ARCHITECT AND/OR OWNER, PER SPECIFICATIONS.

3. STRUCTURAL STEEL SHALL BE DETAILED IN ACCORDANCE WITH THE STANDARD PRACTICES OF A.I.S.C.
4. FIELD AND SHOP CONNECTIONS SHALL BE HIGH STRENGTH BOLTS OR EQUIVALENT WELDS.
5. ALL WELDS SHALL BE MADE IN ACCORDANCE WITH AWS D1.1 STRUCTURAL WELDING CODE -STEEL.
6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE ADEQUACY OF ALL CONNECTIONS, WHICH SHALL BE DESIGNED BY A 

PROFESSIONAL ENGINEER, LICENSED IN TENNESSEE, IN ACCORDANCE WITH THE STANDARD PRACTICES OF A.I.S.C.  SHOP 
DRAWING REVIEW SHALL BE ONLY FOR GENERAL COMPLIANCE WITH THE INFORMATION CONTAINED IN THE CONTRACT 
DRAWINGS AND SPECIFICATIONS.

7. BEFORE FABRICATION, SHOP DRAWINGS SHALL BE SUBMITTED TO THE ARCHITECT FOR REVIEW OF ANCHOR BOLTS, 
STRUCTURAL STEEL, STEEL JOISTS, STEEL GIRDERS/TRUSSES, AND METAL DECK.  WHERE SPECIFIED ON THE DRAWINGS, 
THE SHOP DRAWINGS ARE TO INCLUDE DESIGN OF THE CONNECTIONS FOR STEEL FRAMING SIGNED AND SEALED BY AN 
ENGINEER, LICENSED IN TENNESSEE.

SUBMITTALS

1. SHOP DRAWINGS AND SUBMITTALS
A. REPRODUCTION OF STRUCTURAL DRAWINGS FOR SHOP DRAWINGS IS NOT PERMITTED.
B. ELECTRONIC DRAWING FILES WILL NOT BE PROVIDED TO THE CONTRACTOR.
C. REVIEW OF SHOP DRAWINGS WILL BE FOR CONFORMANCE WITH THE CONTRACT DOCUMENTS REGARDING 

ARRANGEMENT AND SIZES OF MEMBERS AND THE CONTRACTOR'S INTERPRETATION OF THE DESIGN LOADS, IF 
APPLICABLE, AND CONTRACT DOCUMENT DETAILS.  SUCH REVIEW SHALL NOT RELIEVE THE CONTRACTOR OF THE 
FULL RESPONSIBILITY TO COMPLY WITH THE CONTRACT DOCUMENTS.

D. FOR DISCREPANCY OF DIMENSIONS BETWEEN ARCHITECTURAL AND STRUCTURAL DRAWINGS, CONTACT THE 
ARCHITECT AND ENGINEER FOR RESOLUTION.

STRUCTURAL NOTES
THE STRUCTURAL NOTES DEFINE GENERAL DESIGN AND MATERIAL REQUIREMENTS AND ARE INTENDED TO SUPPLEMENT, BUT NOT 
REPLACE, THE PROJECT SPECIFICATIONS

ABBREVIATIONS
A.B. 
ANCH.
ARCH.
B.
BM
BRG
BOT.
CLR. CVR.
CMU
COL.
CONC.
CONN.
CONST.
CONT.
DIA.
D.P.
E.F.
E.W.
EA.
EL.
EQUIV.
F.F.
F.F.E.
FTG. 
GA.
HORZ.
I.F.
JST
LLH
LLV
N.T.S.
O.C.
O.F.
PL.
REINF.
REM.
REQ'D
RTU
SPEC.
SQ.
T.O.F.
T&B
T/
TYP.
U.N.O.
VERT.
W.W.F.

ANCHOR BOLT
ANCHOR
ARCHITECTURAL
BASE
BEAM
BEARING
BOTTOM
CLEAR COVER
CONCRETE MASONRY UNIT
COLUMN
CONCRETE
CONNECTION
CONSTRUCTION
CONTINUOUS
DIAMETER
DOUBLE PITCHED
EACH FACE
EACH WAY
EACH
ELEVATION
EQUIVALENT
FINISHED FLOOR
FINISHED FLOOR EL.
FOOTING
GAUGE
HORIZONTAL
INSIDE FACE
JOIST
LONG LEG HORIZONTAL
LONG LEG VERTICAL
NOT TO SCALE
ON CENTER
OUTSIDE FACE
PLATE
REINFORCING
REMAINDER
REQUIRED
ROOF TOP UNIT
SPECIFICATIONS
SQUARE
TOP OF FOOTING
TOP AND BOTTOM
TOP OF
TYPICAL
UNLESS NOTED OTHERWISE
VERTICAL
WELDED WIRE FABRIC

GENERAL:
THE OWNER SHALL ENGAGE AND EMPLOY A QUALIFIED SPECIAL INSPECTION AGENCY TO CONDUCT SPECIAL INSPECTIONS OF 
STRUCTURAL WORK AS REQUIRED BY CHAPTER 17 OF THE 2021 INTERNATIONAL BUILDING CODE AND AS LISTED BELOW.  AGENCIES 
THAT ARE CONSIDERED QUALIFIED AND ACCEPTABLE TO ACT AS SPECIAL INSPECTORS WILL BE THOSE ACCEPTABLE TO THE BUILDING 
OFFICIAL OF THE JURISDICTION THAT GRANTS THE BUILDING PERMIT AND THE OWNER.

SPECIAL INSPECTIONS SHALL BE IN ACCORDANCE WITH THE FOLLOWING SECTIONS OF THE 2021 IBC:
• STRUCTURAL STEEL -SECTION 1705.2.1
• CONCRETE -SECTION 1705.3
• MASONRY -2021 IBC SECTION 1705.4 and TMS 602-16 TABLE 3 Level 2
• COLD-FORMED STEEL LIGHT-FRAME CONSTRUCTION -SECTION 1705.12.2

SPECIAL INSPECTION REPORT REQUIREMENTS:
SPECIAL INSPECTORS SHALL KEEP RECORDS OF INSPECTIONS.  THE SPECIAL INSPECTOR SHALL FURNISH INSPECTION REPORTS TO 
THE BUILDING OFFICIAL, OWNER, ARCHITECT, STRUCTURAL ENGINEER, AND CONTRACTOR.  REPORTS SHALL INDICATE THAT THE 
STRUCTURAL WORK INSPECTED WAS DONE IN CONFORMANCE WITH THE CONTRACT DOCUMENTS.  DISCREPANCIES SHALL BE 
BROUGHT TO THE IMMEDIATE ATTENTION OF THE CONTRACTOR FOR CORRECTION.   IF THE DISCREPANCIES ARE NOT CORRECTED, 
THE DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE BUILDING OFFICIAL, OWNER, ARCHITECT, AND THE STRUCTURAL 
ENGINEER PRIOR TO THE COMPLETION OF THAT PHASE OF WORK.  A FINAL REPORT OF INSPECTIONS DOCUMENTING REQUIRED 
SPECIAL INSPECTIONS OF STRUCTURAL WORK AND CORRECTION OF ANY DISCREPANCIES NOTED IN THE INSPECTIONS SHALL BE 
SUBMITTED AT A POINT IN TIME AGREED UPON BY THE OWNER AND THE BUILDING OFFICIAL PRIOR TO START OF THAT PHASE OF 
WORK.

REQUIRED SPECIAL INSPECTIONS:
THE FOLLOWING TYPES OF STRUCTURAL WORK REQUIRE SPECIAL INSPECTIONS.  REFER TO INDIVIDUAL SPECIFICATION SECTIONS FOR 
SPECIFIC TESTING AND INSPECTION REQUIREMENTS.  INSPECTION DEFINITIONS SHALL BE AS FOLLOWS:
• CONTINUOUS INSPECTION IS THE FULL-TIME OBSERVATION OF WORK BY A QUALIFIED SPECIAL INSPECTOR WHO IS PRESENT IN 

THE AREA WHERE THE WORK IS BEING PERFORMED.
• PERIODIC SPECIAL INSPECTION IS THE PART-TIME OR INTERMITTENT OBSERVATION OF WORK BY A QUALIFIED SPECIAL 

INSPECTOR WHO IS PRESENT IN THE AREA WHERE THE WORK HAS BEEN OR IS BEING PERFORMED AND AT THE COMPLETION 
OF THE WORK.

SPECIALINSPECTIONNOTES:
1. SPECIAL INSPECTIONS SHALL CONFORM TO CHAPTER 17 OF THE 2021 INTERNATIONAL BUILDING CODE.  REFER TO THE ABOVE 

SPECIAL INSPECTION TABLES FOR APPLICABLE INSPECTION ITEMS.
2. SPECIAL INSPECTIONS AND ASSOCIATED TESTING SHALL BE PERFORMED BY AN APPROVED ACCREDITED INDEPENDENT 

AGENCY MEETING THE REQUIREMENTS OF ASTM E329 (MATERIALS), ASTM C1077 (CONCRETE), ASTM A880 (STEEL), AND ASTM 
E543 (NON-DESTRUCTIVE).  THE INSPECTION AND TESTING AGENCY SHALL FURNISH TO THE STRUCTURAL ENGINEER A COPY 
OF THEIR SCOPE OF ACCREDITATION. SPECIAL INSPECTORS SHALL BE CERTIFIED BY THE BUILDING OFFICIAL.  WELDING 
INSPECTORS SHALL BE QUALIFIED PER SECTION 6.1.4.1.1 OF AWS D1.1.  THE OWNER SHALL SECURE AND PAY FOR SERVICES OF 
THE INSPECTING AND TESTING AGENCY TO PERFORM ALL SPECIAL INSPECTIONS AND TESTS.

3. SPECIAL INSPECTOR SHALL OBSERVE THE INDICATED WORK FOR COMPLIANCE WITH THE APPROVED CONSTRUCTION 
DOCUMENTS.  ALL DISCREPANCIES SHALL BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE CONTRACTOR FOR 
CORRECTION AT CONTRACTOR’S OWN EXPENSE, AS NOTED IN THE INSPECTION REPORTS, AND IF NOT CORRECTED, THEY 
SHALL BE BROUGHT TO THE ATTENTION OF THE STRUCTURAL ENGINEER AND THE BUILDING OFFICIAL.

4. SPECIAL INSPECTOR SHALL FURNISH INSPECTION REPORTS FOR EACH INSPECTION TO THE BUILDING OFFICIAL, STRUCTURAL 
ENGINEER, CONTRACTOR, AND OWNER.   THE SPECIAL INSPECTION AGENCY SHALL SUBMIT A FINAL REPORT INDICATING THE 
WORK REQUIRING SPECIAL INSPECTION WAS INSPECTED AND IS IN CONFORMANCE WITH THE APPROVED CONSTRUCTION 
DOCUMENTS, AND THAT ALL DISCREPANCIES NOTED IN THE INSPECTION REPORTS HAVE BEEN CORRECTED.

STRUCTURALOBSERVATIONS:
1. THE STRUCTURAL ENGINEER OF RECORD WILL PERFORMPERIODICALLY STRUCTURAL OBSERVATIONS FOR GENERAL 

COMPLIANCE WITH THE CONTRACT DOCUMENTS IN ACCORDANCE WITH THE 2021 INTERNATIONAL BUILDING CODE.
2. THE STRUCTURAL ENGINEER SHALL OBSERVE THE WORK NOTED FOR GENERAL COMPLIANCE WITH THE CONTRACT 

DOCUMENTS.  ANY DISCREPANCIES SHALL BE NOTED IN THE OBSERVATION REPORTS AND BROUGHT TO THE ATTENTION OF 
THE CONTRACTOR, BUILDING OFFICIAL, ARCHITECT, AND OWNER.  DISCREPANCIES SHALL BE CORRECTED BY THE 
CONTRACTOR AT THE CONTRACTOR’S EXPENSE.  ANY DISCREPANCY WHERE THE CONTRACTOR REQUESTS ENGINEERING 
RESOLUTION BY THE STRUCTURAL ENGINEER OF RECORD SHALL BE AT THE CONTRACTOR’S EXPENSE.  ENGINEERING 
RESOLUTION BY A STRUCTURAL ENGINEER OTHER THAN THE STRUCTURAL ENGINEER OF RECORD SHALL BE SUBMITTED TO 
THE STRUCTURAL ENGINEER OF RECORD FOR REVIEW AND APPROVAL AT THE CONTRACTOR’S EXPENSE.

3. THE STRUCTURAL ENGINEER OF RECORD WILL PREPARE PERIODIC SITE OBSERVATION REPORTS AND A FINAL OBSERVATION 
REPORT ON WORK OBSERVED FOR SUBMISSION TO THE BUILDING OFFICIAL, ARCHITECT, CONTRACTOR, AND OWNER.   ANY 
DISCREPANCIES NOT CORRECTED OR RESOLVED SHALL BE NOTED IN THE FINAL REPORT.

SPECIAL INSPECTION NOTES

1

SHEET

Date

Project Number

4FDESIGN
5101 WHEELIS DRIVE, SUITE 215
MEMPHIS, TN 38117
T: 901.767.3924  

www.4f.design

COPYRIGHT NOTICE

COPYRIGHT 2025 4FDESIGN, P.C. ALL RIGHTS RESERVED. THIS DOCUMENT IS 

PROPRIETARY TO 4FDESIGNAND MAY NOT BE USED, COPIED OR DUPLICATED 

WITHOUT PRIOR WRITTEN CONSENT.

6
/3

/2
0

2
6
 8

:3
4

:4
0

 A
M

180225

S0.1

GENERAL NOTES

05.01.26

N
A

T
A

T
O

R
IU

M
 A

N
D

 L
O

C
K

E
R

 R
O

O
M

 R
E

N
O

V
A

T
IO

N

1
8
0

1
 E

X
E

T
E

R
 R

O
A

D
G

E
R

M
A

N
T

O
W

N
, T

N
 3

8
1

3
8

G
E

R
M

A
N

T
O

W
N

 A
T

H
L

E
T

IC
 C

L
U

B

JAMNU H. TAHILIANI & ASSOCIATES, INC.
474 PERKINS EXTD., SUITE 211

MEMPHIS, TN 38117
901-767-5393

REVISIONS
DateRev. #Description

5/22/20261Revision 1 6/26/20262Revision 2

2

Addendum No. 1 - COG2027-01



-4'-0"-2'-0"-2'-0"0'-0" -3'-0" -4'-0"

4'-
4 1/

8"

I NO UT

2"
2"

2"
2"

1.25

1

SUCTION

WASTE

R
E

TU
RN

1

1

2

3

4

3

3

ATTACH NEW STUD TO EXISTING 

CMU WALL W/ 3/8"⌀X2 1/2" TITEN 

HD ANCHORS AT 24" O.C.

4" STUD BRACE

EQEQEQ

KEYNOTES

1. NEW 8" CMU CHASE WALLS. THE NEW WALLS WILL BE RUNNING 
BOND WALLS. SEE SECTION 2 FOR INFORMATION.

2. NEW 4" LG METAL STUD SCREEN WALL.  SEE SECTION 3 FOR 
INFORMATION.

3. NEW DOOR OPENING.  SEE DETAIL B FOR LINTEL INFORMATION.
4. EXISTING CMU WALL OPENING INFILL. SEE DETAIL A FOR 

INFORMATION.  THE NEW INFILL WILL BE RUNNING BOND.

#

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL DIMENSIONS 
AND ELEVATIONS WITH THE ARCHITECTURAL DRAWINGS, AND FOR FIELD 
VERIFYING ALL DIMENSIONS.

2. SEE DETAILS C, E AND F FOR INFORMATION REGARDING THE MODIFICATIONS 
TO STRUCTURE FOR NEW DUCT OPENINGS.

PLAN NOTES

EXISTING 8" 
CONCRETE SLAB

4'-6 7/8"

4" STUDS AT 16 O.C. EXISTING 
CONC. WALL

4" STUD BRACE AT 
(3) EQUAL SPACES

4" TRACK X 2" LONG AT 

EACH BRACE W/ (2) 3/8"⌀x2 

3/8" TITEN HD SCREWS BY 
SIMPSON STRONG-TIE

4" TRACK W/ 3/8"⌀x2 1/2" TITEN 
HD SCREWS BY SIMPSON 
STRONG-TIE AT 12" O.C.

(4) SCREWS AT BRACE 
TO STUD CONNECTION

REFER TO ARCH. 
DRAWINGS FOR 
SHEATHING ON STUDS & 
AROUND BRACES

EXISTING CONC. WALL

EXISTING 4" CONC. SLAB

EXISTING 3" MUD SLAB

8" RUNNING BOND MASONRY WALL 
W/ #5 AT 48" O.C., EACH WAY

DRILL & EPOXY VERT. #5 INTO 
EXISTING GRADE BEAM W/ SIMPSON 
STRONG-TIE SET-3G HIGH-STRENGTH 
EPOXY ADHESIVE OR AN EQUIV.

16" DEEP U-BLOCK LINTEL 
OVER OPENING W/ (1) #5 
CONT. TOP & BOT.
(1) #5 VERT. EACH SIDE OF 
OPENING

CUT EXISTING CONC. SLAB AND 
MUD SLAB. FILL VOID WITH GROUT 
AFTER PLACEMENT OF CMU WALLS

EXISTING GRADE BEAM

M
IN

.

8
"

1
'-4

"

EXISTING STUD WALL

(1) #5 ATOPENING SILL

NEW STUD WALL, REFER 
TO ARCH. DRAWINGS

NOTES:
1. GROUT CORE AND REINFORCEMENT ARE CONTINUOUS THROUGHOUT BOND BEAM.
2. TERMINATE ALL VERTICAL REINFORCEMENT INTO BOND BEAM USING STANDARD 

HOOK. EMBED HOOK A MINIMUM OF 6" INTO BOND BEAM. PROVIDE AT LEAST 1 1/2" 
CLEAR COVER FROM TOP OF BOND BEAM.

3. PROVIDE MATCHING CORNER BARS AT ALL BUILDING CORNERS. LAP WITH 
REINFORCEMENT SHOWN, REFER TO DETAIL <TYPICAL BOND BEAM AT WALL 
INTERSECTION>.

4. PROVIDE LAP SPLICE PER <TYPICAL CMU VERTICAL BAR TENSION DEVELOPMENT 
AND LAP SPLICE LENGTHS>.

5. REFER TO OTHER DETAILS FOR EMBEDDED ANCHORS AND COMPONENTS THAT 
BEAR ON BOND BEAM NOT SHOWN.

2-#5 CONTINUOUS FOR 12" 
CMU OR 1-#5 CONTINUOUS 
FOR 8" CMU

BOND BEAM UNIT

USE ONLY NON-CORROSIVE 
POLYPROPYLENE GROUT 
SCREEN CONTINUOUS

BOND BEAM UNIT

GROUT (REFER 
TO NOTES AND 
SPECIFICATIONS)

1 VERTICAL BAR, MATCH 
SIZE OF TYPICAL 
REINFORCEMENT

00"

0

CORNER BARS TO MATCH 
HORIZONTAL BOND BEAM 
REINFORCEMENT AT ALL 

WALL LOCATIONS

LAP SPLICE REFER 
TO SCHEDULE TYP

NOTES:
1.REINFORCEMENT MUST BE PLACED USING REINFORCING BAR POSITIONERS THAT 

LOCATE THE BAR AS SPECIFIED AND PREVENT MOVEMENT OF THE BAR DURING 
CONSTRUCTION.

2.SPLICED REINFORCEMENT MUST BE A CONTACT LAP SPLICE WITH SPLICED BARS 
ALIGNED PARALLEL TO THE WALL AS SHOWN.

3.THE ENGINEER MUST BE NOTIFIED PRIOR TO PLACEMENT OF REINFORCEMENT THAT IS 
REQUIRED TO BE PLACED OUTSIDE OF THE TOLERANCES OF THIS DETAIL SUCH AS TO 
AVOID INTERFERENCE WITH OTHER REINFORCEMENT, CONDUITS, OR EMBEDDED ITEMS.

E
Q

E
Q

0

SCHEDULED REINFORCEMENT

ONE BAR IN CELL

E
Q

E
Q

SCHEDULED REINFORCEMENT TERMINATING AT SPLICE

ONE BAR IN CELL -SPLICE

SCHEDULED REINFORCEMENT CONTINUING ABOVE SPLICE

E
Q

 ±
1
/2

"
E

Q
 ±

1
/2

"

EQ ±2"0

L6x4x3/8" (LLV) CONT. W/ 8" 
MIN. BEARING EACH SIDE 
OF NEW OPENING WIDTH

EXISTING CMU WALL

3/8" THICK SPACER 
BAR BETWEEN TOES 

OF THE L6 ANGLES

WALL BEYOND NEW 
DOOR OPENING

ARCH.

REFER TO

1

NEW MASONRY 
BLOCK INFILL

GROUT CELLS 
SOLID AT VERT. 

REINF. (TYP.)

(1) #4 VERT. AT 16" O.C.
DRILL & EPOXY #4 INTO 
EXISTING BOND BEAM 

LINTEL ABOVE OPENING & 
CONCRETE SLAB BELOW 

OPENING W/ 3" EMBED

EDGE OF EXISTING 
WALL OPENING

EXISTING MASONRY WALL

3/16"2"
TYP.

ADD C6x8.2 ABOVE 
AND BELOW DUCT

REMOVE SECTION OF 
EXISTINGANGLE HANGER FOR 

DUCT TO PASS THROUGH

EXISTING ANGLE 
HANGER AT 4'-0" O.C.

EXISTING 
ANGLE & TUBE

F

3/16"2"
TYP.

ADD C6x8.2 ABOVE 
AND BELOW DUCT

REMOVE SECTION OF 
EXISTING ANGLE HANGER FOR 
DUCT TO PASS THROUGH

EXISTINGANGLE 
HANGERS AT 4'-0" O.C.

EXTEND CHANNELS 
1 BAY OUTSIDE OF 
OPENING -TYP.

EXTEND CHANNELS 
1 BAY OUTSIDE OF 
OPENING -TYP.

1/4"3"
TYP.

EXISTING W12X26 BEAM 
AT HIGH ROOF

CENTER ANCHORS 
IN CORE OF CMU

NEW DUCT 
OPENING

NEW L5x5x7/6"

NEW L5x5x7/6"

1'-4" TYP.

8
"

1
'-4

" T
Y

P
.

LOW ROOF 
DECK BEYOND

CENTER ANCHOR IN 
CORE OF CMU (TYP.)

1/4"3"
TYP.

GROUT ALL 
CELLS

TITEN HD 

3/4"⌀X6" (TYP.)

NEW L5x5x7/6"

EQEQ
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DateRev. #Description

5/22/20261Revision 1

1/8" = 1'-0" 1
OVERALL FOUNDATION PLAN

1/2" = 1'-0" 3
Screen Wall Section

1/2" = 1'-0" 2
Chase Wall Section

1" = 1'-0" D
Typical Masonry Bond Beam

3/4" = 1'-0" H
Typical Bond Beam at Wall Intersection

3/4" = 1'-0" G
Typical CMU Vertical Bar Placement

1" = 1'-0" B
New Door Opening in Existing CMU Wall

3/4" = 1'-0" A
Existing Masonry Wall Opening Infill Detail

1" = 1'-0" E
Section Detail at Duct Opening in Steel Hangers

1" = 1'-0" F
PLAN DETAIL

3/4" = 1'-0" C
Elevation Detail at Duct Opening in CMU Wall

1

1

11 22

2

2

5/22/20261Revision 1
6/26/20262Revision 2
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2' - 0"

4' - 0"

2' - 0"

4' - 0"

2' - 0"

4' - 0"

2' - 0"

4' - 0"

4' - 0"
4' - 0"

1' - 0"

ACOUSTICAL WALL PANEL - 
TYPE A COLOR A - 
ARMSTRONG TECTUM 
PANEL 23 3/8" X 48" X 1.5" 
COLOR POLAR

ACOUSTICAL WALL PANEL - 
TYPE A COLOR B - 
ARMSTRONG TECTUM PANEL 
23 3/8" X 48" X 1.5" CUSTOM 
COLOR TO MATCH PMS

ACOUSTICAL WALL PANEL - 
TYPE A COLOR C - 
ARMSTRONG TECTUM 
PANEL 23 3/8" X 48" X 1.5" 
COLOR MIST

ACOUSTICAL WALL PANEL - 
TYPE A COLOR D - 
ARMSTRONG TECTUM 
PANEL 23 3/8" X 48" X 1.5" 
COLOR OCEAN

ACOUSTICAL WALL 
PANEL - TYPE B COLOR D - 
ARMSTRONG TECTUM 
PANEL 12" X 48" X 1.5" 
COLOR OCEAN

NEW ACOUSTICAL WALL PANEL 
TYPE C - CUSTOM CUT "G" 
PANEL - 
ARMSTRONG PROJECTWORKS 
CASE #: 2450750

5' - 0"

NEW WOOD LOCKERS -  TYPE B 
HOLLMAN 12"W x 18"D x 80"H
DOUBLE TIER, W/ BUILT-IN SOLID 
SURFACE BENCH SEAT (STAINED TO 
MATCH EXISTING)

LOCKER MANUFACTURER TO PROVIDE 
FILLER PANELS AS REQUIRED

COAT ROD

COAT HOOK

COAT ROD

COAT HOOK

1' - 6"

WHITE MELAMINE 
INTERIOR

CHROME KNOB/PULL 
WITH HIGH SECURITY 
PADLOCK HASP 

NOTE: LOCKERS TO 
HAVE CHROME 
NUMBER DISC PLATES

7' - 2"

2 x 6 BASE WITH 
1/2" PLYWOOD 

PORCELAIN TILE 
BASE

STAINED WOOD 
OPEN BOX

SOLID SURFACE 
TOP

1/2"

11 1/4"

1' - 3"

1' - 2 1/4"
5' - 6"

2 1/4"

PARTIAL LOUVER FLAT 
PANEL DOORS - CHERRY 
WITH AMBER FINISH AND 
VENEER EDGE BANDING

6' - 8"
6"

2' - 8 1/4"

NEW WOOD LOCKERS TYPE A 
HOLLMAN 12"W x 18"D x 80"H, SINGLE TIER, W/ 
BUILT-IN SOLID SURFACE BENCH SEAT (STAINED 
TO MATCH EXISTING)

LOCKER MANUFACTURER TO PROVIDE FILLER 
PANELS AS REQUIRED

5' - 6"

1' - 2 1/4"

2 x 6 BASE WITH 
1/2" PLYWOOD 

COAT ROD

COAT HOOK

1' - 6"

WHITE MELAMINE 
INTERIOR

PORCELAIN TILE 
BASE

PARTIAL LOUVER FLAT 
PANEL DOORS - CHERRY 
WITH AMBER FINISH AND 
VENEER EDGE BANDING

CHROME KNOB/PULL 
WITH HIGH SECURITY 
PADLOCK HASP 

NOTE: LOCKERS TO 
HAVE CHROME 
NUMBER DISC PLATES

7' - 2"

STAINED WOOD 
OPEN BOX

SOLID SURFACE 
TOP

1/2"

11 1/4"
6"

1' - 3"

2 1/4"

6' - 8"
6"

2' - 8 1/4"

NEW WOOD LOCKERS TYPE D 
HOLLMAN 18"W X 20"D X 72"H  
DOUBLE TIER WITH WOOD TRIM

LOCKER MANUFACTURER TO 
PROVIDE FILLER PANELS AS 
REQUIRED

PROVIDE ADA LOCKERS AS 
REQUIRED

WOOD TRIM TO MATCH 
LOCKERS- BY LOCKER 
MANUFACTURER

REFER TO DETAIL 
18/A1.4

5"

VIF

11"
3/4"

4"
6' - 0"

VIF

4"1' - 8"

1 3/8"
VIF

1' - 9 1/8"

1' - 10 1/2"

3/4"

2 x 4 BASE WITH 
1/2" PLYWOOD 

COAT ROD

COAT HOOK

COAT ROD

COAT HOOK
WHITE MELAMINE 
INTERIOR

CHROME KNOB/PULL 
WITH HIGH SECURITY 
PADLOCK HASP 

NOTE: LOCKERS TO 
HAVE CHROME 
NUMBER DISC PLATES

PARTIAL LOUVER FLAT 
PANEL DOORS - CHERRY 
WITH AMBER FINISH AND 
VENEER EDGE BANDING

NEW WOOD LOCKERS TYPE C1  
HOLLMAN 12"W X 18"D x 72"H  
DOUBLE TIER (NO BENCH)

LOCKER MANUFACTURER TO 
PROVIDE FILLER PANELS AS 
REQUIRED

2 x 6 BASE WITH 
1/2" PLYWOOD 

COAT ROD

COAT HOOK

COAT ROD

COAT HOOK

1' - 6"

WHITE MELAMINE 
INTERIOR

CHROME KNOB/PULL 
WITH HIGH SECURITY 
PADLOCK HASP 

NOTE: LOCKERS TO 
HAVE CHROME 
NUMBER DISC PLATES

6"
6' - 0"

PORCELAIN TILE 
BASE

PARTIAL LOUVER FLAT 
PANEL DOORS - CHERRY 
WITH AMBER FINISH AND 
VENEER EDGE BANDING

1' - 6"

6' - 6"

NEW WOOD LOCKERS TYPE C3  
HOLLMAN 12"W X 20"D x 72"H  
DOUBLE TIER (NO BENCH)

LOCKER MANUFACTURER TO 
PROVIDE FILLER PANELS AS 
REQUIRED

PROVIDE ADA LOCKERS

2 x 6 BASE WITH 
1/2" PLYWOOD 

COAT ROD

COAT HOOK

COAT ROD

COAT HOOK

1' - 8"

WHITE MELAMINE 
INTERIOR

CHROME KNOB/PULL 
WITH HIGH SECURITY 
PADLOCK HASP 

NOTE: LOCKERS TO 
HAVE CHROME 
NUMBER DISC PLATES

6"
6' - 0"

PORCELAIN TILE 
BASE

PARTIAL LOUVER FLAT 
PANEL DOORS - CHERRY 
WITH AMBER FINISH AND 
VENEER EDGE BANDING

1' - 8"

6' - 6"

NEW WOOD LOCKERS TYPE C2  
HOLLMAN 12"W X 18"D x 72"H  SINGLE 
TIER (NO BENCH)

LOCKER MANUFACTURER TO 
PROVIDE FILLER PANELS AS 
REQUIRED

2 x 6 BASE WITH 
1/2" PLYWOOD 

COAT ROD

COAT HOOK

WHITE MELAMINE 
INTERIOR

CHROME KNOB/PULL 
WITH HIGH SECURITY 
PADLOCK HASP 

NOTE: LOCKERS TO 
HAVE CHROME 
NUMBER DISC PLATES

6"
6' - 0"

PORCELAIN TILE 
BASE

PARTIAL LOUVER FLAT 
PANEL DOORS - CHERRY 
WITH AMBER FINISH AND 
VENEER EDGE BANDING

1' - 6"

6' - 6"
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5/22/20261Revision 1
6/26/20262Revision 2

 3/4" = 1'-0" 1ACOUSTICAL WALL PANEL DETAILS
 1/2" = 1'-0" 2DETAIL AT TECTUM PANELS TYPE C

 3/4" = 1'-0" 4SECTION AT LOCKER TYPE B
 3/4" = 1'-0" 3SECTION AT LOCKER TYPE A

 3/4" = 1'-0" 8SECTION AT LOCKER TYPE D

 3/4" = 1'-0" 5SECTION AT LOCKER TYPE C1
 3/4" = 1'-0" 7SECTION AT LOCKER TYPE C3

 3/4" = 1'-0" 6SECTION AT LOCKER TYPE C2
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