CITY OF GERMANTOWN
ADDENDUM NO. 2
C0G2027-01 GERMANTOWN ATHLETIC CLUB NATATORIUM & LOCKER ROOM
RENOVATIONS

Vendor shall acknowledge receipt of Addendum No. 2 consisting of 29 pages on the Addenda Acknowledgement Form.

The attached items on the above-named Project will be updated and adjusted (if required) by this Addendum No. 2 so as to
reflect the revision to the Request for Bids:

REVISED PROJECT MANUAL TECHNICAL SPECIFICATIONS are as Follows:

SECTION 00 01 10 TABLE OF CONTENTS: Remove and destroy this section and insert the attached revised SECTION 00 01
10 TABLE OF CONTENTS marked “Addendum No. 2 — COG2027-01". Updates included in this revision: Addition of sections
08 43 13 — Aluminum Windows (2.08 Division 08 OPENINGS) and 10 26 01 — Corner Guards (2.10 Division 10 — SPECIALTIES).

SECTION 08 43 13 ALUMINUM WINDOWS: Add SECTION 08 43 13 ALUMINUM WINDOWS marked “Addendum No. 2 -
C0G2027-01" to 2.08 DIVISION 08 OPENINGS of the Project Manual Technical Specifications.

SECTION 10 26 01 CORNER GUARDS: Add SECTION 10 26 01 CORNER GUARDS marked “Addendum No. 2 - COG2027-
01" to 2.10 DIVISION 10 SPECIALTIES of the Project Manual Technical Specifications.

SECTION 12 24 13 ROLLER WINDOW SHADES: this section can be removed from the Table of Contents.
SECTION 14 20 00 ELEVATOR MODERNIZATION: this section can be removed from the Table of Contents.
REVISED STRUCTURAL DRAWINGS are as Follows:

SHEET 0.0 - COVER SHEET: Remove and destroy this sheet and insert the attached revised Sheet 0.00 COVER SHEET
dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01".

SHEET A1.0 - REFERENCE FLOOR PLAN: Remove and destroy this sheet and insert the attached revised Sheet A1.0
REFERENCE FLOOR PLAN dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01". Updates included in this revision:
Removed arrent section call outs.

SHEET A1.1 - REFERNCE FLOOR PLAN NATATORIUM SECOND FLOOR: Remove and destroy this sheet and insert the
attached revised Sheet A1.1 REFERENCE FLOOR PLAN NATATORIUM SECOND FLOOR dated 7/9/2026 and marked
“Addendum No. 2 — COG2027-01”. Updates included in this revision: Removed arrent section call outs.

SHEET A1.2 - ENLARGED INDOOR POOL LOCKER ROOMS PLANS & ELEVS. — ALTERNATE #1: Remove and destroy this
sheet and insert the attached revised Sheet A1.2 ENLARGED INDOOR POOL LOCKER ROOMS PLANS & ELEVS. -
ALTERNATE #1 dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01".

SHEET A1.2a — ENLARGED INDOOR POOL LOCKER ROOMS ELEVATIONS CONTINUED — ALTERNATE #1: Remove and
destroy this sheet and insert the attached revised Sheet A1.2a ENLARGED INDOOR POOL LOCKER ROOMS ELEVATIONS
CONTINUED — ALTERNATE #1 dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01".

SHEET A1.3 - ENLARGED OUTDOOR POOL LOCKER ROOMS PLANS & ELEVS. — ALTERNATE #2: Remove and destroy
this sheet and insert the attached revised Sheet A1.3 ENLARGED OUTDOOR POOL LOCKER ROOMS PLANS & ELEVS. -
ALTERNATE #2 dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01".
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SHEET A1.4 — ENLARGED FAMILY SHOWER ROOM RENOVATIONS - ALTERNATE #3: Remove and destroy this sheet
and insert the attached revised Sheet A1.4 ENLARGED FAMILY SHOWER ROOM RENOVATIONS — ALTERNATE #3 dated
7/9/2026 and marked “Addendum No. 2 - COG2027-01".

SHEET A1.5 — ENLARGED BOYS. AND GIRLS LOCKER ROOMS — ALTERNATE #4: Remove and destroy this sheet and
insert the attached revised Sheet A1.5 ENLARGED BOYS, AND GIRLS LOCKER ROOMS - ALTERNATE #4 dated 7/9/2026
and marked “Addendum No. 2 - COG2027-01".

SHEET A4.1 - WALL SECTIONS: Remove and destroy this sheet and insert the attached revised Sheet A4.1 WALL SECTIONS
dated 7/9/2026 and marked “‘Addendum No. 2 - COG2027-01". Updates included in this revision: revised detail 3/A4.1 to show
insulation type.

SHEET A7.7 — INTERIOR DETAILS: Remove and destroy this sheet and insert the attached revised Sheet A7.7 INTERIOR
DETAILS dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01". Updates included in this revision: revised details 3
and 4 for both Locker Types A and B to provide an enclosed bench seat base.

REVISED ELECTRICAL DRAWINGS are as Follows:

SHEET E0.1 - LEGEND & SCHEDULES - ELECTRICAL: Remove and destroy this sheet and insert the attached revised Sheet
E0.1 LEGEND & SCHEDULES - ELECTRICAL dated 7/9/2026 and marked “Addendum No. 2 - COG2027-01".

SHEET E1.0 - BASEMENT PLAN — ELECTRICAL: Insert the attached Sheet E1.0 BASEMENT PLAN — ELECTRICAL dated
7/9/2026 and marked “Addendum No. 2 - COG2027-01" immediately after Sheet E0.2 ONE LINE DIAGRAM — ELECTRICAL.

GENERAL QUESTIONS:
1. ls there a specific model number for the shower curtain rod “SC™?
Response: Yes, please refer to the updated Toilet Accessory Legend on Sheets A1.2, A1.2a, A1.3, A1.4, and A1.5.

2. Are there an specs on the new corner guards?
Response: Refer to the attached additional specification section 10 26 01 — Corner Guards. Please use CS Acrovyn
VA Series, VA-200 corner guards.

3. Are there any specs on the new wall mounted letters signate to match existing?
Response: Please refer to the interior elevations for height and locations. The letters are to match the existing letters
used at the locker rooms, %" thick brushed clear aluminum letters.

4. Are there any specs on the new restroom ADA panel signage?
Response: Please plan to reuse the existing ADA panel signage.

5. s the sanitary napkin disposal “SN1” supposed to be model B-43547
Response: No, please refer to the revised Toilet Accessories Legend on Sheets A1.2, A1.2a, A1.3. A1.4, and A1.5.

6. Do the solid plastic lockers need sloped tops?
Response: Yes, the solid plastic lockers need sloped tops to match existing.

7. There is a new panel, H26, which is to be fed from panel MSB. However, the location of the MSB has not been shown
on the plans. Please confirm the location of the MSB or provide the feeder length to be used for pricing panel H26.
Response: See sheet E1.0. The contractor shall be responsible for field coordinating the pathway from the existing
MSB in the existing basement through the mechanical room and through the piping chase to the pool room.

8. There is a note on panel LDB stating that new breakers are to be provided as required. Please confirm the quantity
and sizes of breakers required.
Response: The number of breakers in indicated by the number of homeruns. See sheet E3.1 for homeruns indicated
for LDB-3; LDB-4; LDB-5; etc. All new breakers are 20A breakers, unless otherwise noted. The existing panel is an
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10.

1.

12.

13.

14.

Eaton Type PRL1A. As additional clarifications, all conduit for corrosive environments shall be PVC coated rigid
conduit.

Will permits be required for this project, and if so, who will be responsible for obtaining them, covering associated costs,
and facilitating the process, including expected approval and inspection timelines?

Response: The Contractor/subcontractors shall be responsible for obtaining all permits required for their respective
scopes of work and for all associated permitting fees. Plans for the pool renovation have already been submitted to
and approved by the Health Department.

Detail 3/A3.1. | don’t see a section cut on the floor plan that states where this detail is precisely located.
Response: Please see 1/A3.1 for the location. This is an enlarged detail at the exterior wall where the new duct
penetrations will be going through the wall.

On the floor plan there are blank section cuts. Is there missing information due to not having those cuts that give more
details?
Response: Please see revised sheets A1.0 And A1.1. Arrent sections deleted.

Are AWP located between grid lines “X — X.8” & “F — G” smalller in dimensions or per illustrations on 1/A3.1 and 2/A3.1
showing the small dimensions due to be angled. Wanted to clarify. Also the 1-1/2”.

Response: Yes, these panels are running vertical as they are on a curved wall, so they appear smaller in the elevations.
The panels at the curved walls are 2'x4’ and 1'x4’ panels. All acoustical wall panels are to be 1 %" thick.

Per 3/A4.1: 1" backer fill? | don’t see anything that outlines it in the spec book. | need more clarity about this product
as to what exactly it is.
Response: This is to be a 1” thick batt insulation board. Please see attached sheet A4.1 for more information.

Specifications outline a plan if the water tightness test fails. Who pays for the repairs to make the vessel water tight?
Response: The pool contractor is responsible for the repairs once the water tightness testing has been completed if it
does not pass - reference specification 13 11 00, section 3.05 (D) (9). The allowable leakage is set at three times the
typical water tightness testing to allowing for the age of the existing pool structure and to not make this an overbearing
requirement overall. The pool shell may pass and not need any remediation but with the finishes removed down to the
concrete pool shell this is the time to test the water tight integrity of the existing pool basin.

PRODUCT SUBSTITUTION REQEST

1.

Substitution Request: LockersMFG Wood Lockers is rejected. The specified locker manufacturer is preferred to
maintain a single-source installation for all lockers throughout the building.

SWIMMING POOL SPECIALTY SUBCONTRACTOR REQEST

1.

Swimming Pool subcontractor approval: Aqua Design Systems, Inc. is accepted.

In some cases, the above items may be clarifications and further explanations of the Specifications in the Request for Bid.
However, any changes to the Specifications will be incorporated in the Contract Documents for this Project. Al CONTRACTORS
must acknowledge receipt of this Addendum No. 2 on the attached Addendum Acknowledgement form when submitting a
Bid for consideration.

Cat/iryn Perdue ]ulj’ 13, 2026
Cathryn Perdue Date

Director Procurement & Risk
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ADDENDA ACKNOWLEDGEMENT FORM

Bidder acknowledges receipt of the following addenda (as applicable):

Addendum No. 1 Dated
Addendum No. 2 Dated
Addendum No. 3 Dated
Addendum No. 4 Dated
Addendum No. 5 Dated
Addendum No. 6 Dated

(Name of Bidder)

By:

Title:
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Page 1 of 1



Addendum No. 2 - COG2027-01

SECTION 00 01 10
TABLE OF CONTENTS

PROCUREMENT AND CONTRACTING REQUIREMENTS

1.01 DIVISION 00 -- PROCUREMENT AND CONTRACTING REQUIREMENTS

A. 0001 07 - Seals Page
B. 0001 10 - Table of Contents
C. 0001 15 - List of Drawing Sheets
SPECIFICATIONS
2.01 DIVISION 01 -- GENERAL REQUIREMENTS
A. 012100 - Allowances
B. 012300 - Alternates
C. 01 2513 — Product Substitution Procedures
D. 01 25 33 - Product Substitution Request Form
E. 01 30 00 — Administrative Requirements
2.02 DIVISION 02 -- EXISTING CONDITIONS
A. 0240 00 - Demolition
2.03 DIVISION 03 -- CONCRETE
A. 0330 00 - Cast-in-Place Concrete
B. 0390 00 - Ground Penetrating Radar Survey
2.04 DIVISION 04 -- MASONRY
A. 04 20 00 - Unit Masonry Assemblies
2.05 DIVISION 05 -- METALS
A. 051200 — Structural Steel
B. 05 30 00 — Metal Floor and Roof Feck
C. 055000 - Metal Fabrications
D. 057300 - Decorative Metal Railings
2.06 DIVISION 06 -- WOOD, PLASTICS, AND COMPOSITES
A. 06 10 00 - Rough Carpentry
B. 06 20 00 - Finish Carpentry
C. 0641 00 - Architectural Casework
D. 06 64 00 - Fiberglass Reinforced Plastic Panels
2.07 DIVISION 07 -- THERMAL AND MOISTURE PROTECTION
A. 07 11 13 — Bituminous Damproofing
B. 07 42 01 — Aluminum Composite (Material ACM) Building Panels
C. 07 8100 - Spray Applied Fire Resistive Materials
D. 0790 05 - Joint Sealers
2.08 DIVISION 08 -- OPENINGS
A. 08 11 13 - Hollow Metal Doors and Frames
B. 08 14 16 - Flush Wood Doors
C. 0816 13 - Fiberglass Doors
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D. 08 31 00 - Access Doors and Panels
E. 084229.23 - Slldlng Automatic Entrances

I. 0887 13 - Privacy Control Film
2.09 DIVISION 09 -- FINISHES
09 06 00 - Finish Schedule
09 21 16 - Gypsum Board Assemblies
09 30 00 - Tiling
09 30 10 - Transition Profiles
09 51 00 - Acoustical Ceilings
09 67 23 - Epoxy Flooring, Wall & Ceiling
09 90 00 - Painting & Coating
2.10 DIVISION 10 -- SPECIALTIES

@mmoow»

B. 1026 01 — Corner Guards

D. 1050 00 - Wooden Lockers
2.11 DIVISION 12 -- FURNISHINGS
A. 1224 13 — Roller Window Shades
B. 12 36 00 - Countertops
2.12 DIVISION 13 -- SPECIAL CONSTRUCTION
A. 131100 - Swimming Pools
B. 1311 01 - Swimming Pool Cast-In-Place Concrete
C. 131103 - Swimming Pool Tile
D. 1311 04 - Swimming Pool Cementitious Finish
2.13 DIVISION 14 — CONVEYING EQUIPMENT
A. 14 20 00 — Elevator Modernization
2.14 DIVISION 21 -- FIRE SUPPRESSION
A. 2113 13 - Wet Pipe Sprinkler Systems
2.15 DIVISION 22 -- PLUMBING
22 05 29 — Hangers and Supports for Plumbing Piping and Equipment
22 05 53 - Identification for Plumbing Piping and Equipment
22 07 19 - Plumbing Piping Insulation
22 11 16 - Domestic Water Piping
22 11 19 - Domestic Water Piping Specialties
22 13 16 - Sanitary Waste and Vent Piping
22 13 19 - Sanitary Waste Piping Specialties
22 42 13 - Commercial Water Closets

IoGmMmoODO W
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22 42 16 - Commercial Lavatories

J. 2242 23 - Commercial Showers
K. 2247 13 — Drinking Fountains
2.16 DIVISION 23 -- HEATING, VENTILATING, AND AIR-CONDITIONING (HVAC)
A. 2301 00 - General Provisions, Mechanical
B. 2305 00 - Basic Mechanical Materials and Methods
C. 230529 - Hangers and Supports for HYAC Piping and Equipment
D. 2305 53 - Mechanical Identification
E. 2305 93 - Testing, Adjusting, and Balancing for HVAC
F. 2307 13 - Duct Insulation
G. 233113 — Metal Ducts
H. 23 33 00 - Air Duct Accessories
2.17 DIVISION 26 -- ELECTRICAL
A. 26 01 00 - General Provisions, Electrical
B. 26 05 00 - Basic Materials and Methods, Electrical
C. 2605 26 - Grounding and Bonding
D. 2609 26 - Panelboards
E. 265500 - Luminaires

END OF SECTION
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SECTION 08 43 13
ALUMINUM WINDOWS

PART 1 GENERAL
1.01 SECTION INCLUDES

A
B.

Aluminum-framed storefront, with vision glass.
Perimeter sealant.

1.02 RELATED REQUIREMENTS

A.
B.

Section 07 9005 - Joint Sealers
Section 08 8000 - Glazing.

1.03 REFERENCE STANDARDS

A.

B.

AA DAF-45 - Designation System for Aluminum Finishes; The Aluminum Association, Inc.;
2003.

AAMA 501.2 - Field Check of Metal Storefronts, Curtain Walls, and Sloped Glazing Systems for
Water Leakage; 2009.

AAMA 611 - Voluntary Specification for Anodized Architectural Aluminum; 2012.

AAMA 1503 - Voluntary Test Method for Thermal Transmittance and Condensation Resistance
of Windows, Doors and Glazed Wall Sections; 2009.

AAMA 2603 - Voluntary Specification, Performance Requirements and Test Procedures for
Pigmented Organic Coatings on Aluminum Extrusions and Panels (with Coil Coating Appendix);
2015.

AAMA CW-10 - Care and Handling of Architectural Aluminum From Shop to Site; 2015.

ASCE 7 - Minimum Design Loads for Buildings and Other Structures; 2010, with 2013
Supplements and Errata.

ASTM B209 - Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate; 2014.

ASTM B209M - Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate
[Metric]; 2014.

ASTM B221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,
Wire, Profiles, and Tubes; 2014.

ASTM B221M - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods,
Wire, Profiles, and Tubes [Metric]; 2013.

ASTM E283 - Standard Test Method for Determining the Rate of Air Leakage Through Exterior
Windows, Curtain Walls, and Doors Under Specified Pressure Differences Across the
Specimen; 2004 (Reapproved 2012).

ASTM E330/E330M - Standard Test Method for Structural Performance of Exterior Windows,
Doors, Skylights and Curtain Walls by Uniform Static Air Pressure Difference; 2014
(Reapproved 2021).

ASTM E331 - Standard Test Method for Water Penetration of Exterior Windows, Skylights,
Doors, and Curtain Walls by Uniform Static Air Pressure Difference; 2000 (Reapproved 2009).

ASTM E547 - Standard Test Method for Water Penetration of Exterior Windows, Skylights,
Doors, and Curtain Walls by Cyclic Static Air Pressure Differential; 2000 (Reapproved 2009).

ASTM E1105 - Standard Test Method for Field Determination of Water Penetration of Installed
Exterior Windows, Skylights, Doors, and Curtain Walls, by Uniform or Cyclic Static Air Pressure
Difference; 2015 (Reapproved 2023).

1.04 ADMINISTRATIVE REQUIREMENTS

A.

Coordinate with installation of other components that comprise the exterior enclosure.

Germantown Athletic Club
Natatorium Renovation

084313 -1 Aluminum Windows


Jennifer Jenkins
Text Box
Addendum No. 2 - COG2027-01


B.

Addendum No. 2 - COG2027-01

Preinstallation Meeting: Conduct a preinstallation meeting one week before starting work of
this section; require attendance by all affected installers.

1.05 PERFORMANCE REQUIREMENTS

A

K.

Design and size components to withstand the following load requirements without damage or

permanent set, when tested in accordance with ASTM E 330, using loads 1.5 times the design

wind loads and 10 second duration of maximum load.

1. Design Wind Loads: Comply with requirements of 2006 IBC code.

2. Member Deflection: Limit member deflection to flexure limit of glass in any direction, with
full recovery of glazing materials.

Movement: Accommodate movement between storefront and perimeter framing and deflection
of lintel, without damage to components or deterioration of seals.

Air Infiltration: Limit air infiltration through assembly to 0.06 cu ft/min/sq ft of wall area,
measured at a reference differential pressure across assembly of 1.57 psf as measured in
accordance with ASTM E 283.

Water Leakage: None, when measured in accordance with ASTM E 331 with a test pressure
difference of 2.86 Ibf/sq ft.

System Internal Drainage: Drain to the exterior by means of a weep drainage network any
water entering joints, condensation occurring in glazing channel, and migrating moisture
occurring within system.

Expansion/Contraction: Provide for expansion and contraction within system components
caused by cycling temperature range of 170 degrees F over a 12 hour period without causing
detrimental effect to system components, anchorages, and other building elements.

Thermal Transmittance (U-factor): When tested to AAMA Specification 1503, the thermal
transmittance (U-factor) shall not be more than .66.

Condensation Resistance (CRF): When tested to AAMA Specification 1503, the condensation
resistance factor shall not be less than 50 frame and 56 glass.

Sound Transmission Class (STC): When tested to AAMA Specification 1801, the STC Rating
shall be no less than 35 (std), 40 (lam).

Design system to eliminate noises caused by wind and thermal movement, to prevent vibration
harmonics, and to prevent "stack effect" in internal spaces.

Provide components that have been previously tested by an independent testing laboratory.

1.06 SUBMITTALS

A.

C.

D.
E.

Product Data: Provide component dimensions, describe components within assembly,
anchorage and fasteners, glass and infill, door hardware, internal drainage details and other
pertinent data.

Shop Drawings: Indicate system dimensions, framed opening requirements and tolerances,
affected related Work, expansion and contraction joint location and details, and field welding
required.

Hardware Schedule: Complete itemization of each item of hardware to be provided for each
door, cross-referenced to door identification numbers in Contract Documents.

Samples: Submit one sample 4 x 4 inches in size illustrating finished aluminum surface.
Tennessee Sustainable Guidelines required submittals.

1.07 MOCK-UP

A.

Locate on-site where indicated. Mock-up may remain as part of the Work.

1.08 QUALITY ASSURANCE

A.

Designer Qualifications: Design structural support framing components under direct supervision
of a Professional Structural Engineer experienced in design of this Work and licensed at
Tennessee.
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LIGHTING ¢ EXIT SIGN, PROVIDE DIRECTIONAL ARROWS AS INDICATED
LIGHTING = EXTERIOR SCONCE, REFER TO SCHEDULE & DRAWINGS FOR ELEVATIONS.
LIGHTING STRIPLIGHT
LIGHTING Q DOWNLIGHT FIXTURE
LIGHTING 2'X4' FIXTURE
LIGHTING HATCHED FIXTURE DESIGNATES A FIXTURE WITH AN EMERGENCY BATTERY OR CONNECTED TO AN EMERGENCY BACK-UP POWER SUPPLY
LIGHTING ] EXTERIOR WALLPACK, REFER TO SCHEDULE & DRAWINGS FOR ELEVATIONS
LIGHTING A DENOTES FIXTURE TAG "A" - SEE FIXTURE SCHEDULE
SINGLE POLE LIGHT SWITCH - CENTER MOUNT AT 42" AFF. "3" INDICATES 3-WAY SWITCH,"OC" INDICATES DUAL TECHNOLOGY OCCUPANCY
LIGHTING had SENSOR SWITCH WITH MANUAL OVERRIDE,"d" INDICATES DIMMER SWITCH, "4" INDICATES 4-WAY SWITCH, "dW" INDICATES WIRELESS, LINE
POWERED DIMMER SWITCH
LIGHTING CEILING MOUNTED, DUAL TECHNOLOGY, LINE VOLTAGE OCCUPANCY SENSOR. "LV" DENOTES CEILING MOUNTED, DUAL TECHNOLOGY, LOW
VOLTAGE OCCUPANCY SENSOR. PROVIDE POWER PACKS AS REQUIRED.
POWER S& DUPLEX RECEPTACLE, CENTER MOUNT AT 18" AFF, UNLESS OTHERWISE NOTED
POWER &= GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLE, CENTER MOUNT AT 18" AFF, UNLESS OTHERWISE NOTED
POWER @f ISOLATED GROUND DUPLEX RECEPTACLE, CENTER MOUNT AT 18" AFF, UNLESS OTHERWISE NOTED
POWER ABOVE COUNTER DUPLEX RECEPTACLE, CENTER MOUNT AT 4" ABOVE BACKSPLASH AT MILLWORK. COORDINATE WITH ARCHITECTURAL
& ELEVATIONS & CASEWORK VENDOR.
POWER S GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLE WITH WEATHER-PROOF IN-USE COVER, CENTER MOUNT AT 18" AFF, UNLESS
S OTHERWISE NOTED. PROVIDE LOCKABLE COVER.
om
POWER (:'3@3 USB DUPLEX RECEPTACLE EQUAL TO LEVITON T5633, CENTER MOUNT AT 18" AFF, UNLESS OTHERWISE NOTED
POWER &= DOUBLE DUPLEX RECEPTACLE, CENTER MOUNT AT 18" AFF, UNLESS OTHERWISE NOTED
POWER &= SPECIAL RECEPTACLE, TYPE AND MOUNTING AS INDICATED.
POWER E IN-GRADE FLOORBOX W/ RECEPTACLE/DATA. ROUTE CONDUIT TO NEAREST ACCESSIBLE CEILING. SEE DRAWINGS FOR DATA AND
o RECEPTACLE QUANTITY. PROVIDE LEGRAND #EFB45S OR EQUAL FLOORBOX.
POWER = PANELBOARD - RATING, MOUNTING, ETC. PER ONE LINE DIAGRAM
POWER ®) JUNCTION BOX - USE AS INDICATED
POWER L—F FUSED HEAVY-DUTY DISCONNECT, SIZED & RATED AS INDICATED
POWER [ F NON-FUSED HEAVY-DUTY DISCONNECT, SIZED & RATED AS INDICATED
POWER _—f—_  FEEDER RUN OVERHEAD - CONCEALED IN OR ABOVE CEILING IN WALL OR EXPOSED ON STRUCTURE - #12 COPPER CONDUCTORS IN 0.75"C
CONDUIT, UNLESS OTHERWISE NOTED. #10 INDICATES #10 AWG CU.
POWER ~ "~ FEEDER RUN CONCEALED BELOW FLOOR, IN WALL OR BELOW GRADE.

COMMUNICATIONS

. TELE/DATA OUTLET CENTER MOUNT AT 18" AFF, PROVIDE ONE 1"C FROM OUTLET TO NEAREST ACCESSIBLE CEILING SPACE. IF LOCATED
DIRECTLY ADJACENT TO A RECEPTACLE, MOUNT AT SAME HEIGHT.

ANNOTATION X KEYED NOTE

FIRE ALARM FIRE ALARM MANUAL PULL STATION, MOUNT AT 42" AFF TO CENTER.
FIRE ALARM § VISUAL INDICATOR DEVICE, WALL MOUNT

FIRE ALARM i} COMBINATION AUDIBLE & VISUAL INDICATOR ALARM

FIRE ALARM @) SMOKE DETECTOR, CEILING MOUNT

FIRE ALARM HEAT DETECTOR, CEILING MOUNT

FIRE ALARM DOOR HOLD-OPEN

COMMUNICATION

INTERCOM SPEAKER - PROVIDE ONE 1"C FROM OUTLET TO NEAREST ACCESSIBLE CEILING SPACE, SEE SPECIFICATIONS

COMMUNICATION ——cr— CABLE TRAY - MOUNT WITH SEISMIC RESTRAINTS PER CONTRACTOR. PROVIDE SEISMIC EVALUATION & STRUCTURAL SUPPORT.

COMMUNICATION — TBB - TELEPHONE BACKBOARD - SEE SPECIFICATIONS
O

SECURITY ®» SECURITY CAMERA BY OWNER. CONTRACTOR SHALL PROVIDE BOX IN WALL AND ONE 1"C FROM OUTLET TO ACCESSIBLE CEILING SPACE.
N

COMMUNICATION 5 INTERCOM MASTER CONTROL STATION BY DIVISION 27. COORDINATE EXACT REQUIREMENTS WITH SECURITY VENDOR.

COMMUNICATION DX INDICATES NUMBER OF DATA DROPS. ALL CABLING SHALL BE CAT 6A - PLENUM RATED CERTIFIED MATERIALS.

COMMUNICATION Ej WIRELESS ACCESS POINT BY OWNER - CONTRACTOR SHALL PROVIDE DATA JACK WITH SINGLE DATA DROP ABOVE CEILING AND PATCH CORD.
=/ COORDINATE FINAL LOCATIONS WITH OWNER.

COMMUNICATION «—— FIRE STOPPING COMMUNICATIONS PENETRATION. EZ PATH BY STI FIRE STOP OR APPROVED EQUAL.

SECURITY ‘@ PUSH BUTTON RELEASE - COORDINATE REQUIREMENTS WITH VENDOR

SECURITY ‘aF CONNECTION TO ELECTRONIC DOOR LOCK

SECURITY '5F  CARD READER. PROVIDE 1"C FROM BOX TO ACCESSIBLE CEILING SPACE. COORDINATE EXACT REQUIREMENTS WITH SECURITY VENDOR.
DEVICE NOTE

1. ALL SWITCHES, RECEPTACLES, DEVICES AND FACEPLATE FINISHES ARE TO BE COORDINATED WITH OWNER/ARCHITECT.

HNA ENGINEERING
S e D R U L

ELECTRICAL SHEET LIST

Sheet Number Sheet Name

EO.1 LEGEND & SCHEDULES - ELECTRICAL

EO0.2 ONE LINE DIAGRAM - ELECTRICAL

E1.0 BASEMENT PLAN - ELECTRICAL

E1.1 DEMOLITION PLAN - 1ST LEVEL NATATORIUM -
ELECTRICAL

E1.2 DEMOLITION PLAN - POOL LOCKER & MECH ROOMS -
ELECTRICAL

E2.1 FLOOR PLAN - POOL LOCKER ROOMS - LIGHTING

E2.2 FLOOR PLAN - POOL LOCKER ROOMS - LIGHTING

E3.1 FLOOR PLAN - 1ST LEVEL NATATORIUM - POWER

E3.2 FLOOR PLAN - CLUB 2ND LEVEL - POWER

E3.3 FLOOR PLAN - POOL LOCKER & MECH ROOMS -
POWER

ELECTRICAL FIXTURE SCHEDULE

GENERAL NOTES

1. FOR FIXTURE TYPES ENDING IN OR BEGINING WITH "E", PROVIDE LIGHTING MANUFACTURER RECOMMENDED EMERGENCY BATTERY BACKUP CAPABLE OF 90 MINUTE RUNTIME. FOR EMERGENCY FIXTURES BEING
SWITCHED, THE INTEGRAL BATTERY PACK TO BE CONNECTED TO UNSWITCHED "SENSING" CIRCUIT AND SWITCHED "NORMAL" CIRCUIT, UQI.

2. COORDINATE ALL FINISH TYPES WITH ARCHITECT.
3. UNLESS OTHERWISE NOTED, PROVIDE 4000K COLOR TEMPERATURE

4. THE LIGHTING DESIGN FOR THIS PROJECT IS BASED UPON THE MANUFACTURERS SPECIFIED. IF AN ADDITIONAL SUBSTITUTION IS DESIRED BY THE CONTRACTOR, A SUBSTITUTION REQUEST SUBMITTAL MUST BE

PROVIDED AS FOLLOWS:

4.1. SUBSTITUTION REQUEST MUST BE RECEIVED BY THE ARCHITECT/ENGINEER IN WRITING 10 DAYS PRIOR TO BID. FAILURE TO SUBMIT CONSTITUTES A RIGHT BY THE ARCHITECT/ENGINEER TO REJECT ANY AND ALL
FIXTURES.
4.2. ADEQUATE INFORMATION IS TO BE SUPPLIED COMPARING PHOTOMETRY (WITH FLOOR PLANS INDICATING POINT BY POINT CALCULATIONS), DIMENSIONS, MATERIAL COMPOSITION, FINISH, AND VISUAL

APPEARANCE. SAMPLES MAY BE REQUIRED UPON REQUEST.

Type
Mark Lamp Description Mounting Manufacturer Model Electrical Data
A LED |2'x2' ARCHITECTURAL TROFFER, RECESSED ELITE LIGHTING |22-OVHP-LED-6L-DIM1-MVOLT-40K-85-OCC 277 V//1-29 VA
WIRELESS OCC SENSOR
B LED |2'x4' ARCHITECTURAL TROFFER, RECESSED ELITE LIGHTING |24-OVHP-LED-6L-DIM1-MVOLT-40K-85-OCC 277 V/1-41 VA
WIRELESS OCC SENSOR
et~ tED A"DOWNHIGHT "‘RECESSED ‘ELITE IGHTING™ | HH4-LED-2000L-DIM10-40K 21 VITATVA /2\
c2 " |LED' |4"DOWNLIGHT, LENSED v RECESSED v ELITE LIGHTING | HH4-LED2000L-DIM10-40KHH4535 " v 1277V/1-17 VA
D LED |8 STRIPLIGHT, VAPOR TIGHT SUSPENDED/SURFACE | ILP WTZ8-6LU-U-40-RAFL / FIXTURE SHALL BE 277 V/1-47 VA
RATED FOR POOL AREA
E1,_ |LED EXITSIGN(RED) A A WALL/SURFACE __/ EUTELIGHTING | |ELX-628-R-W A\ A A, A 2T00NV1-2 VA
EG LED —EXTERIOR EMERGENCY WALLPACK, |WALL~ LITHONIA AFF-PEL-UVOLT-LTP-SDRT-WT-CW 277 V=25 VA
PHOTOCELL
F LED |ARCHITECTURAL VANITY FIXTURE | WALL, ABOVE SINK ELITE LIGHTING |OLS-CM-LE-*-S-BLK-MVOLT-4K-CC-MOD CAP. 277 V/1-24 VA
MIRROR SEE PLANS FOR EXACT LENGTHS.
G LED |4' LINEAR PENDANT SUSPENDED BETA CALCO FLU P1P SFA04 LPF120 CR80 CTA40 DD2 UB0OO 277 V/1-38 VA
V1
H LED |SURFACE MOUNTED LED LUMINAIRE ELITE LIGHTING | OLS-CM-LE-*-S-BLK-MVOLT-4K-CC-MOD CAP 277 V/1-12 VA
P LED |WALLPACK, TYPE 3 DISTRIBUTION, |WALL LITHONIA WDGE3-LED-P1-40K-70CRI-R3 -MVOLT-PBBW | 277 V/1-47 VA

WIRELESS MODULE
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SECTION 01 25 33
PRODUCT SUBSTITUTION REQUEST FORM

To: 4F Design Project: _ _
Germantown Athletic Club Natatorium

and Locker Room Renovation

Attn:
Specified Item: Proposed Substitute:
Hollman Wood Lockers LockersMFG Wood Lockers
1. The following are attached (Mark all that apply):
X | Complete Description X | Catalog
X | Laboratory Tests X | Spec Data
X | Information on the availability of X | Names, addresses, and phone numbers
maintenance services and replacement of fabricators and suppliers for proposed
materials for proposed substitute(s) substitute(s)
2. This substitution will have the following effects on dimensions, guages, weights, etc.:
no effects
3. This substitution will have the following effects on wiring, piping, ductwork, etc.:
no effects
4, This substitution will have the following effects on other trades:
no effects
5. This substitution will have the following effect on construction Schedules:
no effects
6. The proposed substitute(s) differs from the specified product(s) in quality and performance as follows:
Please see the attached comparison sheet
7. Manufacturers guarantees for the substitute(s) and the specified product(s) are (check one):
the same |:| different (if different, explain below)

Germantown Athletic Club 012533-1 PRODUCT SUBSTITUTION REQUEST FORM
Natatorium Renovation
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8. If the proposed substitution is accepted, it will result in:
no cost impact a cost increase of

a cost decrease of
(If change in cost is indicated, itemization on specified Cost Itemization Form is attached)

9. License fees or royalties are pending on the proposed substitute.
No Yes (if yes, explain below)

10. The undersigned or the firm represented shall pay for additional studies, investigations, submittals, redesign, and
analysis by the Designer necessitated by this substitution request.

Substitutions must be requested in accordance with applicable Contract requirements. After bidding, substitutions are to be
submitted only by Contractor. Substitute products should not be ordered or installed without written acceptance.

Submitted by: Date:
Sign here: (%sistophbes %ﬁw 6/29/2026

Name: Telephone:
type orprint: _Christopher Ybos 901-457-4430

for:
Name of firm: _F|ite Storage Products

Address:
Street

address: PO Box 517 Collierville, TN 38027

and mailing
address
if different:

City, State,
and Zip Code:

Designer's Review Comments:

Accepted V| Rejected

Accepted as noted Rejected (received too late)
Rejected (submittal incomplete)

Additional comments:

The specified locker manufacturer is preferred to maintain a single-source
installation for all lockers throughout the building.

rortwe Qosgner: G il [jgherl Date:

07/08/2026
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